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600m2 LED Showroom

Our different profiles, LED fixtures and lighting systems can be seen in our showroom. Let yourself be inspired 
and make an appointment today for a consultation.
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New Releases 2017

UnexLED is the exclusive distributor for Neko products in Switzerland and Liechtenstein. 
We carry the Neko mark for use in projects parallel to our stock program. We can offer 
even more possibilities, especially in the downlights and spotlight sector. We are happy to 
support and advise you in our show-room.
Please note that the delivery times are clarified according to your requirements and that the 
Neko products can not be stocked at UnexLED.

Discover our new products in the 2017 catalog

Here is a brief overview of our highlights

5 new profiles
24.5 x 7.7, 55.0 x 35.0 with collar,
54.0 x 70, 45° corner profile 30 x 30,
60.0 mm round 

Page 7

Unex Flex High Efficiency
24W/m, CRI 90, ~ 100lm/W,
2700K, 3000K, 4000K

Page 39

Nex Flex LED IP67 & IP68 12W/m, 
flexible, homogeneous, 2700K, 3000K, 
4000K, RGB

Page 45

RIDL 13 Flat Downlight
13W, low installation depth
20° swivelling, 2700K, 3000K

Page 87

Delight LED ceiling mounted light 
Ø 380mm, 530mm, 700mm, 900mm, 
UGR <22, 3000K, 4000K,
Mounting accessories

Pages 128 - 131

RISP 9W Track lights 
9W, 3000K, for 1 phase and 3 phase 
busbars, dimmable phase section

Page 137

Asimo floor lamp
91W, Direct/Indirect light, 4000K,
Up 7100lm, Down 3000lm, UGR <19,
Constant light control 

Page 155

Line LED Batten luminaire
28W and 38W, 3000K, 4000K
Easy to install and powerful 
beam light, >100lm/W

Page 223

New LED power supplies
Power supplies 24V, power supply units 
dimmable Phase section for constant 
current and voltage

Pages 229 - 235

Concrete housing
for wall lamps Luv, Luv Cover, L8, L9
Suitable for exposed concrete 

Pages 199 - 203

Spike II earth spike light/surface 
mounted light 
New innovative design with reflector 
technology, 3W, 7.5W, 13W, 3000K,
incl. earth spike or mounting collar 
Pages 207 - 209

Flat LED recessed ceiling light 
Panel 600 x 600 mm & 625 x 625 mm, 
UGR <19, 3000K, 4000K,
Mounting accessories 

Pages 111 - 113

UnexLED is the exclusive distributor for Nex Flex LEDs in Switzerland and Liechtenstein. 
We carry the light strips from Clear Lighting for use in projects parallel to our stock pro-
gram. These products are especially suitable for adaptation to different contours and are 
suitable for higher protection classes.
Please note that the delivery times are clarified according to your requirements and that 
the Nex Flex products can not be stocked at UnexLED.



Glow wire test

Thermal test

IPxx Test Salt Spray Test

Flammability test

HiPot - overvoltage test
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We care about quality
UnexLED ensures their quality - with its own laboratory and ongoing production 
monitoring.

Lights from UnexLED stand for quality. In the diversity and dynamism of the offer, 
quality and reliability for years is what ultimately counts.

UnexLED has its own laboratory for the lighting and electrotechnical testing of our and 
thus your lights.

Testing for electrostatic and electromagnetic compatibility and product safety is carried 
out in our laboratory. Tests in temperature, water and dust laboratories ensure the longe-
vity of the products, even in the harshest environments.

Each of our lights undergoes a complete inspection process in our laboratory. The test 
begins with auditing the production in the supply sector, including ongoing production 
checks and ensures successful completion of all tests for the release for sale through 
our testing in a laboratory.
 
Applied standards, excerpts:
• Test of the safety requirements acc. to EN 60598-1
• Test of noise emission (EMC) according to EN 55015
• Test of immunity (EMC) according to EN 61547
• Test of network disturbances (EMC) according to EN 61000-3-2
• Photometric measurements according to EN 13032-1 and EN 13032-4
• Artificial weathering according to EN 9227

Ulbricht - ball photometryClimate chamber
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We can customize for you
At unexLED you can obtain, as customer, only raw material in the form of alumini-
um profiles, LED light strips, operating and control devices, architectural lighting 
and much more from our light program!

But if you prefer a plug-ready light solution, we gladly assemble the individual 
light for you. Each light, which runs through our production, is taken into operati-
on and tested to ensure the quality of lighting.

The LED chips we use are high quality, therefore, we use only reputable LED chip 
manufacturers for our lights.

Ask us without obligation for plug pre-wired lights.

Our production is equipped according to the current ESD safety concept:
		  • Workplace equipment
		  • ESD safety zone
		  • Personal protective grounding
		  • Packaging and Storage
		  • Air-conditioned LED strip storage room

ESD safety concept
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All our aluminium profiles and covers have an excess length of about 3 mm for cutting purpose.
If the profile and the cover must have a certain exact length, then please indicate this when ordering raw material 
(2000/3000 / 4000mm). 

Our profiles and covers made of PMMA / polycarbonate are produced according to relevant standards: 
Aluminium profiles: EN 755-9, EN 12020-2 / Covers PMMA / polycarbonate: ISO 11359
Different materials expand differently due to temperature changes. This also applies to aluminium profiles and plastic covers / diffu-
sers. At a temperature change of 20°, the difference in expansion/shrinkage between the materials can be about 1.2mm and lead to 
corresponding gap masses or changes in length. Likewise, this should always be considered during installation, for example, from 
wall to wall. This is not a product defect but is a material-specific physical process.

Assembly Note:
Install two aluminium profiles directly adjacent to one another (without end caps), please ensure not to glue the LED strip directly over 
the joint because the profiles expand or contract with temperature fluctuations - especially with long lengths (See section 2) and then 
the LED strip can be damaged.
The LED strip has to be separated at the marked locations and connected with flexible soldering bridges with appropriate strain reser-
ve (min. 5mm).
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Aluminium Profile / Profilkönig

9.6 x 12.0 mm 17.5 x 7.0 mm 17.5 x 7.0 with collar 24.5 x 7.7 mm 20.0 x 8.5 mm

22.6 x 8.5 mm 22.6 x 15.6 mm 30.0 x 18.0 mm 18.0 x 19.0 mm 18.0 x 19.0 with collar

20.0 x 20.0 mm 30.0 x 28.0 mm 30.0 x 30.0 mm 35.0 x 35.0 mm 35.0 x 35.0 with collar

Linea R 20.0 x 20.0 H-Profil 22.6 x 34.0
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55.0 x 35.0 with collar Design 40 x 72 mm
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60.0 mm round26.0 mm round
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	 Fields of application
• Manufacturing of furniture (kitchen and office)
• Interior lighting (stairways and corridors)
• Shelf lighting
• Skirting Lighting

7

9.6

12

9.6 x 12.0 mm

359-096-012 	 Anodized aluminium profile	 2000mm	
359-096-013 	 Anodized aluminium profile	 3000mm	
411-096-062 	 Cover diffuse polycarbonate	 2000mm	
411-096-063 	 Cover diffuse polycarbonate	 3000mm	
6682-096-000	 End cap ABS		
26491-096-100	Mounting bracket spring steel		

Can only be used with Unex 
Flex 600 Small (page 35)
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	 Fields of application
• Manufacturing of furniture (kitchen and office)
• Interior lighting (stairways and corridors)
• Shelf lighting
• Skirting Lighting
• 30° optics - ideal for wall lighting

	 Fields of application
• Kitchen underbody
• Furniture production
• Accent lighting
• Shelf lighting
• 30° optics - ideal for wall lighting

14.1

17.5

6

14.15.
6

17.5

7

24.5

7

 30°

17.5 x 7.0 mm

359-175-012 	 Anodized aluminium profile	 2000mm	
359-175-013 	 Anodized aluminium profile	 3000mm	
411-175-052 	 Cover clear polycarbonate	 2000mm	
411-175-053 	 Cover clear polycarbonate	 3000mm	
411-175-062 	 Cover diffuse polycarbonate	 2000mm	
411-175-063 	 Cover diffuse polycarbonate	 3000mm	
411-175-082 	 Insertion optics 30° PMMA 10% satined	 2000mm	
411-175-083 	 Insertion optics 30° PMMA 10% satined	 3000mm	
960-175-000 	 End cap ABS			 
26491-175-100 	Mounting bracket spring steel			 

14.1

17.5

6

14.15.
6

17.5

7

24.5

7

 30°

14.1

17.5

6

14.15.
6

17.5

7

24.5

7

 30°

17.5 x 7.0 mm with collar

359-175-022 	 Anodized aluminium profile	 2000mm	
359-175-023 	 Anodized aluminium profile	 3000mm	
411-175-052 	 Cover clear polycarbonate	 2000mm	
411-175-053 	 Cover clear polycarbonate	 3000mm	
411-175-062 	 Cover diffuse polycarbonate	 2000mm	
411-175-063 	 Cover diffuse polycarbonate	 3000mm	
411-175-082 	 Insertion optics 30° PMMA 10% satined	 2000mm 	
411-175-083 	 Insertion optics 30° PMMA 10% satined	 3000mm 	
960-175-001 	 End cap ABS			 

14.1

17.5

6

14.15.
6

17.5
7

24.5

7

 30°
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	 Fields of application
• Manufacturing of furniture (kitchen and office)
• Interior lighting (stairways and corridors)
• Shelf lighting
• Skirting Lighting
• 30° optics - ideal for wall lighting

24.5 x 7.7 mm

A) 	936-040-080 	 Anodized aluminium profile	 3000mm	
B)	 936-026-033 	 Rear half-shell aluminium	 3000mm	
C)	 936-026-053	 Cover clear PMMA	 3000mm	
	 936-026-063	 Cover diffuse PMMA	 3000mm	
D)	 936-026-083 	 Insertion optics 30° PMMA 10% satined	 3000mm	
E)	 936-040-000 	 End cap aluminium			 
F)	 936-040-100 	 Mounting bracket ABS			   .

24.5

7.
7

6.
0

20.0

 30°

4.
5

B

A

C D

F

E
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	 Fields of application
• Skirting Lighting
• Furniture production
• Accent lighting
• Store lighting

	 Fields of application 
• Furniture lighting
• Exterior and interior lighting
• Technical lighting
• Architectural lighting

22.6

17.6

8.
5

22.6

17.6

15
.6

22.6 x 8.5 mm

359-226-012 	 Anodized aluminium profile	 2000mm	
359-226-013	 Anodized aluminium profile	 3000mm	
411-226-062 	 Cover diffuse PMMA	 2000mm	
411-226-063 	 Cover diffuse PMMA	 3000mm	
960-226-000	 End cap ABS			 
960-226-100	 Mounting bracket ABS			 

20

8.
5

1.
5

14.0

14°

7

20.0 x 8.5 mm

936-200-012	 Anodized aluminium profile	 2000mm 	
936-200-013 	 Anodized aluminium profile	 3000mm 	
936-202-052	 Cover clear polycarbonate	 2000mm	
936-202-053	 Cover clear polycarbonate	 3000mm	
936-202-062 	 Cover diffuse polycarbonate	 2000mm 	
936-202-063 	 Cover diffuse polycarbonate	 3000mm 	
936-200-000 	 End cap ABS			 
936-200-100 	 Mounting bracket ABS			 
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	 Fields of application 
• Furniture lighting
• Exterior and interior lighting
• Technical lighting
• Architectural lighting

	 Fields of application
• Booth construction
• Store lighting
• Furniture manufacturing
• Accent lighting

22.6

17.6

8.
5

22.6

17.6

15
.6

22.6 x 15.6 mm

359-228-012 	 Anodized aluminium profile	 2000mm	
359-228-013	 Anodized aluminium profile	 3000mm	
411-226-062	 Cover diffuse PMMA	 2000mm	
411-226-063	 Cover diffuse PMMA	 3000mm	
960-228-000	 End cap ABS		
960-228-100	 Mounting bracket ABS		

30.0 x 18.0 mm

30

18
2

24

936-318-013 	 Anodized aluminium profile	 3000mm	
936-318-063 	 Cover diffuse polycarbonate	 3000mm	
936-318-000 	 End cap ABS		
936-318-100 	 Mounting bracket ABS		
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	 Fields of application
• Booth construction
• Store lighting
• Furniture manufacturing
• Accent lighting

	 Fields of application
• In floors (not accessible)
• Plaster ceilings (accent lighting)
• Kitchens
• Furniture

14.6

18

19

24

18

14.6

19

359-180-012 	 Anodized aluminium profile	 2000mm	
359-180-013 	 Anodized aluminium profile	 3000mm	
411-180-062 	 Cover diffuse PMMA	 2000mm	
411-180-063 	 Cover diffuse PMMA	 3000mm	
960-180-000 	 End cap ABS		
26491-180-100	Mounting bracket spring steel		

14.6

18

19

24

18

14.6

19

18.0 x 19.0 mm with collar

359-180-022 	 Anodized aluminium profile		  2000mm	
359-180-023 	 Anodized aluminium profile		  3000mm	
411-180-062 	 Cover diffuse PMMA		  2000mm	
411-180-063 	 Cover diffuse PMMA		  3000mm	
960-180-001 	 End cap ABS			 

18.0 x 19.0 mm
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	 Fields of application 
• Furniture lighting
• Exterior and interior lighting
• Technical lighting
• Architectural lighting
 

	 Fields of application 
• Furniture lighting
• Exterior and interior lighting
• Technical lighting
• Architectural lighting

20

20

Abdeckung Profil 20 x 20mm
Abdeckung Profil 20 x 8.5mm 

1.
5

13.5

20.0 x 20.0 mm

30

28
2

21.7

30.0 x 28.0 mm

936-328-013 	 Anodized aluminium profile		  3000mm	
936-318-063 	 Cover diffuse polycarbonate		  3000mm	
936-328-000 	 End cap ABS				  
936-328-100 	 Mounting bracket ABS				  

936-202-013 	 Anodized aluminium profile	 3000mm	
936-202-053 	 Cover clear polycarbonate	 3000mm	
936-202-063 	 Cover diffuse polycarbonate	 3000mm	
936-202-000 	 End cap ABS			 
936-202-100 	 Mounting bracket ABS			 
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	 Fields of application
• Bathroom lighting
• Stairway lighting
• Light bands
• Light replacement

22.6

30

30

30.0 x 30.0 mm

359-330-012 	 Anodized aluminium profile	 2000mm	
359-330-013 	 Anodized aluminium profile	 3000mm	
411-330-062 	 Cover diffuse PMMA	 2000mm	
411-330-063 	 Cover diffuse PMMA	 3000mm	
960-330-000 	 End cap aluminium		
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	 Fields of application
• Kitchen lighting
• Suspended fixtures
• Aisle lighting
• Light bands

	 Fields of application
• Ceiling lighting
• Restaurant lighting
• Aisle lighting
• Light bands

31

35

35 35

31

45

35
34

35.0 x 35.0 mm

359-350-012 	 Anodized aluminium profile	 2000mm	
359-350-013 	 Anodized aluminium profile	 3000mm	
411-350-062 	 Cover diffuse PMMA	 2000mm	
411-350-063 	 Cover diffuse PMMA	 3000mm	
960-350-000 	 End cap ABS		

31

35

35 35

31

45

35

34

35.0 x 35.0 mm with collar

359-350-022 	 Anodized aluminium profile	 2000mm	
359-350-023 	 Anodized aluminium profile	 3000mm	
411-350-062 	 Cover diffuse PMMA	 2000mm	
411-350-063 	 Cover diffuse PMMA	 3000mm	
960-350-001 	 End cap ABS		
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55.0 x 35.0 mm with collar

	 Fields of applications
• Installation in suspended ceilings
• Ceiling lighting
• Aisle lighting
• Light bands
• Profile is combinable

A)	 100-002-012 	 Anodized aluminium profile	 2500mm	
B)	 100-001-062 	 Cover diffuse polycarbonate	 2500mm	
C)	 100-002-000 	 End cap ABS with magnetic lock		
D)	 100-002-001	 Suspended ceiling installation bracket		
E)	 100-001-002	 Profile connector incl. grub screw (Set has 4 pcs.)	

69

55

11.5

35

11 11.5

  90°

60 mm

  90°

60 mm

A

D

B

C

E
Suspended ceilings

INST. DEPTH 
75mm

Ceiling strength 
10 - 27mm

mechanical con-
necter
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54.0 x 70.0 mm

A)	 100-001-012 	 Aluminium profile anodized including light 	 2500mm	
B)	 100-001-062	 Cover diffuse polycarbonate	 2500mm	
C)	 100-001-000	 End cap ABS with magnetic loc 		

D)	 100-001-004	 Swivel bracket for light rail	  	
E)	 100-001-003	 Cable suspension 2 x 2000 mm, Ø 1.5 mm		
F)	 100-001-005	 Wall bracket		
G)	 100-001-002	 Profile connectors incl. grub screws (Set of 4 pcs.)	

B

A

C

D

EF

G

54

35.4

70

9

25
.4

12.5 12.5

	 Fields of applications
• Suspended fixtures / 
   wall-mounted luminaire
• Technical lighting
• Architectural lighting
• Profile is combinable

Netz-
gerät

Netz-
gerät

Netz-
gerät

Schritt 1

Schritt 2  90°

Netz-
gerät

Netz-
gerät

Netz-
gerät

Schritt 1

Schritt 2  90°

Netz-
gerät

Netz-
gerät

Netz-
gerät

Schritt 1

Schritt 2  90°

Netz-
gerät

Netz-
gerät

Netz-
gerät

Schritt 1

Schritt 2  90°

Wall lamp Pendant lamp Ceiling lamp
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40

39
42

81

Mounting profile Design 40 x 81 mm

A

CE

D

E

D

40

42

Mounting profile Design 40 x 42 mm

A

E

F

H

40

30
42

72

A

F

H

B

40

18
42

60

F

A

H

G

Mounting profile Design 40 x 60 und 40 x 72 mm
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Rooms are staged and the design modules 
can be adapted to millimetres.
The customer can decide on different light 
intensities and colours define (e.g. a colour 
higher and RGB down).

Mounting profile Design

40

38
.9

29
.8

8

40

38.15

6.
21

37.85

6.
21

24
.5

7.7

Abdeckprofil diffus

Aluminium Abdeckprofil

Alu Innenprofil
für LED

42

18

A)	 936-040-014 	 U-Anodized aluminium profile 	 4000mm	 CHF      37.25/m
B)	 936-040-074	 U-Cover diffuse PMMA, 30 mm	 4000mm	 CHF      37.25/m
G)	 936-040-075	 U-Cover diffuse PMMA, 18 mm	 4000mm	 CHF      37.25/m
C)	 936-040-094	 Profile construction anodized aluminium	 4000mm 	 CHF      37.25/m
D)	 936-040-095	 Cover anodized aluminium	 4000mm 	 CHF      37.25/m
E)	 936-040-065	 Cover diffuse PMMA	 4000mm	 CHF      37.25/m
F)	 26491-040-085	 Clamps for light rail		  CHF        6.90/Stk.
H)	 4401-040-084	 Light rail for mounting profile design	 2000mm	 CHF        9.80/m

I)	 6682-040-120	 End cap aluminium 40 x 42mm for U-profile		
K)	 6682-040-121	 End cap aluminium 40 x 81mm for U-profile with profile	
L)	 6682-040-122	 End cap aluminium 40 x 72mm for U-profile with U-Cover	
N)	 6682-040-123	 End cap aluminium 40 x 60mm for U-profile with U-Cover

40

38
.9

29
.8

8

40

38.15

6.
21

37.85

6.
21

24
.5

7.7

Abdeckprofil diffus

Aluminium Abdeckprofil

Alu Innenprofil
für LED

42

18

B

A
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D E
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.9
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8

40

38.15
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37.85
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24
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7.7

Abdeckprofil diffus

Aluminium Abdeckprofil

Alu Innenprofil
für LED

42

18
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1

	 Fields of application 
• Interior lighting
• Mirror lighting
• Technical lighting
• Architectural lighting

	 Fields of application 
• Suspended fixtures / surface-mounted luminaire
• Rear cable exit possible
• Direct / indirect lighting possible
• Architectural lighting
• Cord suspension

Mounting profile Linea

359-210-012	 Anodized aluminium profile	 2000mm	 CHF      29.50/m
359-210-013	 Anodized aluminium profile	 3000mm	 CHF      29.50/m
411-210-062	 U-Cover diffuse PMMA	 2000mm	 CHF      29.50/m
411-210-063	 U-Cover diffuse PMMA	 3000mm	 CHF      29.50/m
411-210-064	 R-Cover diffuse PMMA	 2000mm	 CHF      29.50/m
411-210-065	 R-Cover diffuse PMMA	 3000mm	 CHF      29.50/m
936-202-063	 Cover diffuse PMMA	 3000mm	 CHF      29.50/m
960-210-000	 U-End cap ABS		  CHF        4.90/Stk.
960-210-002	 R-End cap ABS		  CHF        4.90/Stk.
26491-210-100	Mounting bracket spring steel		  CHF        4.90/Stk.

Alu Profil 20 x 10mm 

Abdeckung diffus 

20.0

10
.0

20.0

12
.0

H-Profile 22.6 x 34.0 mm

100-226-013	 Anodized aluminium profile	 3000mm	 CHF      34.50/m
411-226-063	 Cover diffuse PMMA	 3000mm	 CHF      29.50/m
100-226-000	 Endkappe Alu		  CHF        9.80/Stk.
100-226-100	 Mounting bracket spring steel		  CHF        4.90/Stk.

22.6 22.6

34
.0

9.
7

17
.7

17.6

17.6

17
.7

9.
7

6.
6

6.
6

22.6 22.6

34
.0

9.
7

17
.7

17.6

17.6

17
.7

9.
7

6.
6

6.
6

20.0

10
.0

10
.2

20.0

U-End cap ABS

R-End cap ABS

Cable 
management
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1

	 Fields of application 
• Wall lighting Up & Down
• Horizontal and vertical construction
• Architectural lighting

Customized profile luminaire

10
2 

m
m

41.6 mm 41.6 mm

10
2 

m
m

Mounting profile Up & Down

A) 	 115-420-012 	 Anodized aluminium profile	 2000mm	 CHF      98.00/m
A) 	 115-420-013	 Anodized aluminium profile	 3000mm	 CHF      98.00/m
B)	 411-226-062	 Cover diffuse PMMA	 2000mm	 CHF      29.50/m
B)	 411-226-063	 Cover diffuse PMMA	 3000mm	 CHF      29.50/m
D)	 115-420-000	 End cap aluminium		  CHF      19.80/Stk.
E)	 115-420-100	 Mounting plate		  CHF        9.80/Stk.

D E

A

B

B
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	 Fields of application
• Area lighting
• Stairs
• Handrails
• Booth construction
• 30° optics - ideal for wall lighting

45° corner profile

13

26.25

6

15
.0

8

359-045-012 	 Anodized aluminium profile	 2000mm	 CHF      34.50/m
359-045-013 	 Anodized aluminium profile	 3000mm	 CHF      34.50/m
411-175-052 	 Cover clear polycarbonate	 2000mm	 CHF      24.50/m
411-175-053 	 Cover clear polycarbonate	 3000mm	 CHF      24.50/m
411-175-062 	 Cover diffuse polycarbonate	 2000mm	 CHF      24.50/m
411-175-063 	 Cover diffuse polycarbonate	 3000mm	 CHF      24.50/m
411-175-082 	 Insertion optics 30° PMMA 10% satined	 2000mm	 CHF      39.50/m
411-175-083 	 Insertion optics 30° PMMA 10% satined	 3000mm	 CHF      39.50/m
960-045-000 	 End cap ABS			   CHF        4.90/Stk.
960-045-100 	 Mounting bracket ABS			   CHF        4.90/Stk.

14.1

17.5

6

14.15.
6

17.5

7

24.5

7

 30°

45° Corner profile 30 x 30 mm

100-003-012 	 Anodized aluminium profile 	 2500mm	 CHF      34.50/m
100-003-062	 Cover diffuse polycarbonate	 2500mm	 CHF      29.50/m
100-003-000	 End cap ABS 		  CHF        4.90/Stk.
100-003-001	 Retaining clip spring steel	  	 CHF        4.90/Stk.

20

30

30

38
.5

33.0

	 Fields of applications 
• Area lighting
• Stairs
• Handrails
• Booth construction
• 30° optics - ideal for wall lighting
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	 Fields of application 
• Furniture lighting
• Exterior and interior lighting
• Technical lighting
• Architectural lighting
• 30° optics - ideal for wall lighting

	 Fields of application 
• Furniture lighting
• Exterior and interior lighting
• Technical lighting
• Architectural lighting
• 30° optics - ideal for wall lighting

16.0 mm round

936-016-013 	 Anodized aluminium profile		  3000mm	 CHF      29.50/m
936-016-063 	 Cover diffuse PMMA		  3000mm	 CHF      29.50/m
936-016-083 	 Insertion optics 30° PMMA 10% satined	 3000mm	 CHF      39.50/m
936-016-000 	 End cap ABS				    CHF        4.90/Stk.
936-016-100 	 Mounting bracket ABS				    CHF        4.90/Stk.
936-016-110 	 Mounting bracket steel				    CHF        4.90/Stk.

26

 30°

20

4.
5

26.0 mm round

A) 	 936-026-013 Anodized aluminium profile		  3000mm		 CHF      29.50/m
B)	 936-026-033 Rear half-shell aluminium		  3000mm		 CHF      10.00/m
C)	 936-026-053 Cover clear PMMA		  3000mm		 CHF      29.50/m
	 936-026-063 Cover diffuse PMMA		  3000mm 	 CHF      29.50/m
D)	 936-026-083 Insertion optics 30° PMMA 10% satined	 3000mm		 CHF      39.50/m
E)	 936-026-000 End cap ABS					     CHF        4.90/Stk.
F)	 936-026-110Mounting bracket steel					     CHF        4.90/Stk.	

A

B

C

D

 30°

F E
Profile combination pages 32-33

16
4.

0

30°

13

6.
0

14°

16
4.

0

30°

13

6.
0

14°
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	 Fields of application 
• Suspended fixtures 
• Surface-mounted luminaire
• Architectural lighting

60.0 mm round

A)	 100-004-012 	 Anodized aluminium profile 	 2500mm	 CHF      29.50/m
B)	 100-004-062	 Cover diffuse polycarbonate	 2500mm	 CHF      44.50/m
C)	 100-004-000	 End cap ABS 		  CHF        4.90/Stk.

D)	 100-004-003	 Cable suspension 2 x 2000 mm, Ø 1.5 mm	  	 CHF      29.90/Stk.
E)	 100-004-002	 Profile connectors	 1000 mm	 CHF        7.90/Stk.

E

D

30

35.5

11

Ø
 6

0 
m

m

C
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936-318-013 	 Anodized aluminium profile  30.0 x 18.0 mm	 3000mm	 CHF      29.50/m
936-026-013	 Anodized aluminium profile  26 mm rund	 3000mm	 CHF      29.50/m

936-026-063 	 Cover diffuse PMMA		  3000mm 	 CHF      29.50/m
936-026-053 	 Cover clear PMMA		  3000mm	 CHF      29.50/m
936-026-083 	 Insertion optics 30° PMMA 10% satined	 3000mm	 CHF      39.50/m

30

18
6

Profile combination 30.0 x 18.0 mm / 26 mm rund

	 Information 
• Integrated cable guide possible
• For light strips with several feeders
• Simplified assembly / complete delivery LED modules
• Interchangeable LED modules
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936-328-013 	 Anodized aluminium profile 30.0 x 28.0 mm	 3000mm	 CHF      29.50/m
936-318-063	 Cover diffuse	  30.0 x 28.0 mm	 3000mm	 CHF      29.50/m

936-026-013	 Anodized aluminium profile 26mm round	 3000mm	 CHF      29.50/m

30

28
2

21.7

Profile combination 30.0 x 28.0 mm / 26 mm rund

936-040-014 	 U-Anodized aluminium profile Design	 4000mm	 CHF      37.25/m
936-040-065	 Cover diffuse PMMA 	     Design 	 4000mm	 CHF      37.25/m

936-026-013	 Anodized aluminium profile    26 mm round	 3000mm	 CHF      29.50/m
936-026-033 	 Rear half-shell aluminium	     26 mm round	 3000mm	 CHF      10.00/m
936-026-110	 Mounting bracket steel 	     26 mm round			   CHF        4.90/Stk.

40

42

Profile combination Design / 26 mm rund

	 Information 
• Integrated cable guide possible
• For light strips with several feeders
• Simplified assembly / complete delivery LED modules
• Interchangeable LED modules
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Unex Flex 600, Flex Strip with SMD-LED unicolor

only 8mm wide

To ensure the dissipation of heat, the LED strip must 
be bonded in an aluminium profile. Otherwise, the 
warranty is invalidated.

~ 2700K  	 DL/24V-RW-600	 80
~ 3000K	 DL/24V-WW-600	 80
~ 4000K	 DL/24V-NW-600	 80

 A++

 A+

 A
 B
 C
 D
 E

 A+

9.6 kWh/1000h

Y IJA
IE IA

24V 120°
40‘000h

L70
9.6

W/m

CRI 80 IP20

120
LED/m

720
lm/m

+ 40°C

- 20°C

L 5000
B 8
H 2.6

Color
Bin

24V
50 mm

CRI
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Unex Flex 600 IP65, Flex-Strip with SMD-LED unicolor

Quality Nano coating

Please note that all processing steps for a final product in IP65 must 
be guaranteed. The processing is considered a change on the product.
To ensure the dissipation of heat, the LED strip
must be bonded in an aluminium profile. Otherwise, the warranty is 
invalidated.
 

Accessories 
25958-120-07	          Silicone adhesive / sealant 90ml	               

Unex Flex 600 Small, Flex-Strip with SMD-LED unicolor

extra narrow / 6 mm

To ensure the dissipation of heat, the LED strip must 
be bonded in an aluminium profile. Otherwise, the 
warranty is invalidated.

~ 2700K 	 120-100-20	 80	
~ 3000K 	 120-100-70	 80
~ 4000K	 120-100-40	 80

~ 2200K 	 DL/24V-LW85-600	 80
~ 2500K 	 DL/24V-AW85-600	 80
~ 2700K 	 DL/24V-RW85-600	 80
~ 3000K 	 DL/24V-WW85-600	 80

 A++

 A+

 A
 B
 C
 D
 E

 A+

9.6 kWh/1000h

Y IJA
IE IA

24V 120°
40‘000h

L70
9.6

W/m

CRI 80 IP65

120
LED/m

720
lm/m

+ 40°C

- 20°C

L 5000
B 8
H 2.7

 A++

 A+

 A
 B
 C
 D
 E

 A+

9.6 kWh/1000h

Y IJA
IE IA

24V 120°
40‘000h

L70
9.6

W/m

IP20

120
LED/m

+ 40°C

- 20°C

L 5000
B 6
H 2.6

Color
Bin

24V
50 mm

Color
Bin

24V
50 mm

CRI

CRI

~ 2500K    	 DL/24V-AW85-690	 90
~ 2700K    	 DL/24V-RW85-690	 90	

Color
Bin

24V
50 mm

CRI600
lm/m

 600-
720

lm/m

720
lm/m

CRI 80
CRI 90



unexLED.com

LED strips

36



LED strips

unexLED.com 37

2

Unex Flex High-Power

latest chip generation
improved cutting unit

To ensure the dissipation of heat, the LED strip must 
be bonded in an aluminium profile. Otherwise, the 
warranty is invalidated.

Unex Flex High-Power IP65

Quality Nano coating

Accessories 
25958-120-07	          Silicone adhesive / sealant 90ml                       

Please note that all processing steps for a final product in IP65 
must be guaranteed. The processing is considered a change 
on the product.
To ensure the dissipation of heat, the LED-strip must be bonded
in an aluminium profile. Otherwise, the warranty is invalidated.

~ 2500K	 DL/24V-AW-3HP1	 80
~ 2700K	 DL/24V-RW-3HP1	 80
~ 3000K    	 DL/24V-WW-3HP1	 80
~ 4000K   	 DL/24V-NW-3HP1	 80
~ 6500K    	 DL/24V-W-3HP1	 80

Color
Bin

24V
50 mm

 A++

 A+

 A
 B
 C
 D
 E

 A+

14.4 kWh/1000h

Y IJA
IE IA

24V 120°
40‘000h

L70
14.4
W/m

CRI 80
CRI 90

IP20

120
LED/m

+ 40°C

- 20°C

L 5000
B 8
H 3

~ 2700K    	 DL/24V-RW-3HP90	 90
~ 3000K    	 DL/24V-WW-3HP90	 90	

Color
Bin

24V
50 mm

CRI

CRI

1100-
1440
lm/m

1440
lm/m

1100
lm/m

~ 2700K   	 120-101-20	 80
~ 3000K	 120-101-70	 80
~ 4000K   	 120-101-40	 80

 A++

 A+

 A
 B
 C
 D
 E

 A+

14.4 kWh/1000h

Y IJA
IE IA

24V 120°
30‘000h

L70
14.4
W/m

CRI 80 IP65

120
LED/m

1440
lm/m

+ 40°C

- 20°C

L 5000
B 8
H 2

Color
Bin

24V
50 mm

CRI
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Unex Flex High Efficiency

high luminous efficiency 120 lm/W

To ensure the dissipation of heat, the LED strip must 
be bonded in an aluminium profile. Otherwise, the 
warranty is invalidated. 

Unex Flex 168

latest chip generation small 
cutting unit

To ensure the dissipation of heat, the LED strip must 
be bonded in an aluminium profile. Otherwise, the 
warranty is invalidated.

~ 2700K 	 DL/24V-RW-128	 80
~ 3000K 	 DL/24V-WW-128	 80
~ 4000K 	 DL/24V-NW-128	 80

24V
62.5 mm

 A++

 A+

 A
 B
 C
 D
 E

 A+

27.0 kWh/1000h

Y IJA
IE IA

+24V 120°
30‘000h

L70
24.0
W/m

CRI 80
CRI 90

IP20

128
LED/m

+ 40°C

- 20°C

L 5000
B 12
H 2

CRI

~ 2700K 	 DL/24V-RW -12890	 90
~ 3000K 	 DL/24V-WW-12890	 90
~ 4000K 	 DL/24V-NW-12890	 90

24V
62.5 mm

CRI

~ 2700K 	 DL/24V-RW-168	 80
~ 3000K 	 DL/24V-WW-168	 80
~ 4000K 	 DL/24V-NW-168	 80

 A++

 A+

 A
 B
 C
 D
 E

 A+

20.1 kWh/1000h

Y IJA
IE IA

24V 120°
30‘000h

L70
20.1
W/m

CRI 80 IP20

168
LED/m

2015
lm/m

+ 40°C

- 20°C

L 5000
B 8
H 2

Color
Bin

24V
36 mm

CRI

 2360-
2800
lm/m

Color
Bin

2800
lm/m

Color
Bin

2360
lm/m
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RGB 60

RGB IP65

Colour red green blue

Quality Nano coating
Colour red green blue

To ensure the dissipation of heat, the LED strip must 
be bonded in an aluminium profile. Otherwise, the 
warranty is invalidated.

Accessories 
25958-120-07	          Silicone adhesive / sealant 90ml	

Please note that all processing steps for a final product in IP65 
must be guaranteed. The processing is considered a change 
on the product.
To ensure the dissipation of heat, the LED strip must be bonded
in an aluminium profile. Otherwise, the warranty is invalidated.

RGB	 DL/24V-RGB-300

RGB	 120-101-60

Color
Bin

24V
100 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

24V 120°
30‘000h

L70
14.4
W/m

IP65

60
LED/m

+ 40°C

- 20°C

L 5000
B 10
H 3

Color
Bin

24V
100 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

24V 120°
40‘000h

L70
14.4
W/m

IP20

60
LED/m

+ 40°C

- 20°C

L 5000
B 10
H 3
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2700 - 6500 Kelvin

To ensure the dissipation of heat, the LED strip must 
be bonded in an aluminium profile. Otherwise, the 
warranty is invalidated.

Colour red green blue warm white

To ensure the dissipation of heat, the LED strip must 
be bonded in an aluminium profile. Otherwise, the 
warranty is invalidated.

Unex Flex Top RGB-Warm White / White

RGBWW	 DL/24V-RGB-WW	 ~ 3000K
RGBW	 DL/24V-RGB-W	 ~ 6500K

Color
Bin

24V
100 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

24V 120°
30‘000h

L70
19.2
W/m

IP20

120
LED/m

3000K
6500K

+ 40°C

- 20°C

L 5000
B 12
H 3

Unex Flex Tunable White

~ 2700 - 6500K	 DL/24V-CCT-120	 80

 A++

 A+

 A
 B
 C
 D
 E

 A+

19.0 kWh/1000h

Y IJA
IE IA

24V 120°
40‘000h

L70
16.8
W/m

IP20

120
LED/m

+ 40°C

- 20°C

L 5000
B 10
H 2.5

Color
Bin

24V
50 mm

CRI

 620-
1300
lm/m

CRI 80

 620-
1300
lm/m
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Nex Flex LED IP67

Flexible, strip length max. 10 meter 

Nex Flex strips require high care in packaging which can be ensured only by trained personnel and 
appropriate equipment. We therefore offer Nex Flex only assembled. If you would like to have Nex Flex 
assembled on-site, then this is done at your own risk.

   Information
• Indoor and Outdoor
• Maximum length 10 meters
• Separation unit 100mm (6 LED)
• Dimmable
• UV resistant

Accessories white:
120-001-90	 Nex Flex connection set right  (01) 1m		
120-001-91	 Nex Flex connection set left    (02) 1m		

Accessories RGB:
120-002-90	 Nex Flex RGB connection set right  (01) 1m 	
120-002-91	 Nex Flex RGB connection kit left     (02) 1m	

Accessori generali:
120-001-88  	 Nex Flex endcap right (01)
120-001-89  	 Nex Flex endcap left   (02)

120-001-96	 Nex Flex aluminium mounting profile        	50mm
120-001-97	 Nex Flex aluminium mounting profile    	2000mm
120-001-98	 Nex Flex lock mounting profile	             	50mm
120-001-99	 Nex Flex lock mounting profile              	2000mm.

Nex Flex connection set

 A++

 A+

 A
 B
 C
 D
 E

 A

14.0 kWh/1000h

Y IJA
IE IA

24V 160°
35‘000h

L7012W/m

CRI 80 IP67

60
LED/m

100-
320lm/m

+ 45°C

- 20°C
B  11.5
H  21.5

Nex Flex endcap

~ 2700K   	 120-001-20	 320lm/m 	 CHF    159.00/m
~ 3000K   	 120-001-70	 320lm/m 	 CHF    159.00/m
~ 4000K	 120-001-40	 320lm/m 	 CHF    159.00/m

RGB	 120-002-60	 100lm/m 	 CHF    169.00/m

Color
Bin

24V
83.3mm

Color
Bin

24V
100mm
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You can see all our Net Flex Variants in our Nex Flex Brochure. 
You can request them by e-mail at info@unexled.com or download from our homepage www.unexLED.com

Nex Flex Variants 

IP68
Factory-injected connector and end cap

IP67
unexLED connection

and end cap

Lichtaustritt Lichtaustritt

Lichtaustritt

Aluminium Profil

Aluminium Profil

9mm

18mm

24V
24V

Single-sided feeding up to 20m Two-sided feeding up to 40m

Nex Flex
Aluminium mounting 
profile

Nex Flex
Lock-mounting profile

Aluminium Profile
Light emission

Light emission

Light emission

Aluminium Profile

Aluminium Profile
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   Information
• Clear and beautiful line
• Homogeneous light
• 2-sided light emission
• Standard dimmable 1-10V and Dali
• No DMX control possible
• Cable inlet in centre, Ø 8 mm

Design profile light 

Light distribution 

161- 001-70	   600 mm 	 23W	 2x   850lm	 CHF     399.00
161- 002-70	   900 mm 	 35W	 2x 1280lm	 CHF     449.00
161- 003-70	 1200 mm 	 47W	 2x 1700lm	 CHF     499.00
161- 004-70	 1500 mm 	 60W	 2x 2130lm	 CHF     599.00

Special length on request

40

80

120

160

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

625 mm

350 mm

64mm
22mm

40mm

937 / 1247 / 1493 mm

350 mm
40mm

64mm
22mm

40mm

81mm

318 mm

40mm

40mm

81mm

40mm

81mm

40mm

40mm

600 mm

900 / 1200 / 1500 mm

I-Design

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 2x2015
lm/m

inkl.

30‘000h
L70

IP20 2x 
120°

2x
20.1W/m
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Light distribution 

   Information
• New version - length, power, dimmable
• Clear and beautiful line
• Homogeneous light
• Easy to install
• Dimmable 1-10V and Dali
• No DMX control possible

Modul 8 profile light (H: 72mm)

161- 010-70	   400 mm 	 12W	   900lm	 CHF     299.00

161- 011-70	   600 mm 	 18W	 1300lm	 CHF     399.00
161- 012-70	   900 mm 	 27W	 1950lm	 CHF     449.00
161- 013-70	 1200 mm 	 36W	 2600lm	 CHF     499.00
161- 014-70	 1500 mm 	 45W	 3250lm	 CHF     549.00

Modul 8 Flat profile light (H: 60mm)

161- 015-70	   400 mm 	 12W	   900lm	 CHF     299.00

161- 016-70	   600 mm 	 18W	 1300lm	 CHF     399.00
161- 017-70	   900 mm 	 27W	 1950lm	 CHF     449.00
161- 018-70	 1200 mm 	 36W	 2600lm	 CHF     499.00
161- 019-70	 1500 mm 	 45W	 3250lm	 CHF     549.00

Special length on request

Modul 8 / Modul 8 Flat profile light  

40mm

60/72mm

400 mm

18/30mm

40mm

60/72mm

40mm

60/72mm

18/30mm

18/30mm

600 mm

900 / 1200 / 1500 mm

75 / Ø 8 mm

300 / Ø 8 mm

450 / Ø 8 mm 40

80

120

160

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 2x1440
lm/m

inkl.

40‘000h
L70

IP20 160°

2x
14.4W/m

I-Design
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Side profile light

Light distribution 

   Information
• Beautiful and unique form
• Pleasant light colour with homogeneous light distribution
• Applications such as mirror cabinet lighting, corridors 
   and ceiling lighting
• Cable inlet in centre, Ø 8 mm

161- 020-70	   400 mm 	   8W	   560lm		 CHF     299.00

161- 021-70	   600 mm 	 12W	   850lm		 CHF     349.00
161- 022-70	   900 mm 	 18W	 1280lm		 CHF     399.00
161- 023-70	 1200 mm 	 24W	 1700lm		 CHF     449.00
161- 024-70	 1500 mm 	 30W	 2130lm		 CHF     499.00

Dali dimmable are available at a surcharge 
(only possible externally)
OS-R8540-1024V			       	

Special length on request

40

80

120

160

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

600 mm

350 mm

78mm

40mm

900 / 1200 / 1500 mm

350 mm
40mm

78mm

400 mm

350 mm
40mm

78mm

1-10V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 2015
lm/m

inkl.

30‘000h
L70

IP20 160°

20.1
W/m

I-Design
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161- 100-00	   700 mm 	   max.   60W		  CHF     399.00
161- 100-01	 1000 mm 	   max. 100W		  CHF     419.00

   Information
• Easy to install, incl. cable suspension max. 1850 mm
• Current feed integrated in suspension cable
• Dimmable 1-10V, Dali, button dimming
• No DMX control possible
• Suitable for H-profile and Linea profile
• Cable inlet in centre, Ø 8 mm

Canopy for profile pendant lamp

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V

inkl.
IP20 30‘000h

24V

I-Design

L 700
B  40
H 42

max.
60W
100W

L 1000
B  40
H 42

   built-in power supplies
• Power Supply 24V 60W		  Art.-No. NTL-4164-LT60
• Power Supply	 24V 100W	 Art. No. NTL-4163-LT100
• Dimmbox 1-10V / Dali and button dimming 
   Art. No. NTL-4133DIMMBOX

   Create your individual pendant light
• Profile
• Light intensity
• Light colour
• CRI
• Light content direct / indirect

42mm

40mm

700 mm

574 mm

 max. 
1850 

42mm

40mm

1000 mm

874 mm

 max. 
1850 

42mm

40mm

700 mm

574 mm

 max. 
1850 

42mm

40mm

1000 mm

874 mm

 max. 
1850 

60 Watt 100 Watt 

3
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Recessed ceiling lights borehole

Recessed ceiling lights ceiling cutout

                Name                       installation depth     Page

	 Vario LED IP44	 19	 83

	 RIDL	 60-120	 58
	 Disc IP44	 70-145	 64
	 Concave 	 75-135	 59
	 RIDL 9 Flat	 34	 85
	 Vario LED swivelling	 19	 83

	 Mira II LED 7.5W	 63	 89
	 Zenta 13W	 91	 104

	 RIDL 13 Flat	 45	 87

	
	 Flex ceiling recessed ring	 65-125	 61
	 Premium R LED 	 85	 88

	 Ova	 85-145	 67
	 Ova Rondo	 85-145	 67

	 EcoLED Tiny	 55	 94

	 Design	 70-130	 63

	 Mira II LED 13W	 86 	 89

	 Takeo LED 8W	 19	 110

                Name                       installation depth     Page

	 Flex Double	 65-125	 60

	 Solo	 80-125	 66
	

	 Solo Duo	 80-125	 66

	 Store One	 70-130	 65
		

	 Store Two	 70-130	 65

	 Takeo LED 8W	 19	 110

                Name                       installation depth     Page

	 Flex Big	 125	 93
	 per RIDL 26W/33W		

	 Win LED 13W	 85	 101

	 Zenta 18W	 133	 105
	 Eco LED Small	 69	 95

	 Flatfix Superslim II 7W	 25	 109
			 

	 Mira II LED 25.5W	 136	 91
	 Zenta 25.9W	 137	 107
	 Concave Big for RIDL 26/33W	 165	 93

	 Flatfix Superslim II 10W	 25	 109

	 Win LED 19W	 92	 103
	

	 Eco LED Medium	 87	 97

	 Eco LED Big	 98	 99

	 Flatfix Superslim II 15W	 25	 109

Ø58

Ø68

Ø75

Ø80

Ø85

Ø90
-100

Ø95

Ø100

Ø108

Ø120

Ø132

Ø150

Ø160

Ø200
-220

Ø225

Ø125

Ø172
-200

                Name                       installation depth     Page

	 Dekor	 70-130	 62

	 Mira Wall LED	 120	 91

	
	 Flex Big 	 125	 93
	 for RIDL 26/33W

	 Takeo LED 15W	 19	 111

	 Takeo LED 22W	 19	 111

	 Takeo LED 30W	 19	 111

80x
160

93x
93

93x
179

95x
95

95x
188

115x
185

152x
152

204x
204

284x
284

Ø175

96x
96

98x
198

Ø 115

Ø75
-82

125x
125
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Ceiling mounting rings

RIDL chrome RIDL brushed RIDL white RIDL silver

Flex white Flex brushed Flex white Flex brushed Flex Double brushed

Design white Design white Dekor white Dekor white

Disc IP 44 orientabile Ova Rondo white

Solo DuoSolo 

Ova whiteConcave white 

Store Two

Disc IP44

Store One 

58 5858 58

61 6161 60

63 6263 62

64 67

6666

6759

65

64

65

61
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RIDL ceiling recessed ring

RI-EBR-WS	 white 	
RI-EBR-GB	 brushed 	
RI-EBR-CH	 chrome	
RI-EBR-SI	 silver 	

Accessories
9321-011-99	 GU10 socket	

swivelling, max. 15W LED
Recommended installation housing AGRO AG / Kaiser:
GU10 version 
Housing 920 858 579 / Cover 920 851 069
Power Supply Version
Housing 920 858 589 / Cover 920 851 069

Installation 
depth with: 

RIDL 7	 120mm
RIDL 8	   60mm
RIDL 9	   80mm82 mm

Bohrloch 68 mm

Recommended light bulb  
RIDL 7 GU10, 7.6W, 
Size (øxH): 50x87mm
3000K/490lm | 2700K/450lm

Set prices on page 76 

RIDL 8 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

Set prices on page 77

RIDL 9 
Size (øxH): 50x72mm
3000K/780lm | 2700K/740lm

Set prices on page 81

Bore hole 68 mm
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Safety glass for RIDL 7 + RIDL 8

RI-111-907-99	 transparent  	  

for wet areas

GU10 socket for ceiling mounting rings

9321-011-99	 GU10 socket 	

   Information
• Ceramic socket
• Protection class II
• 230V voltage

Concave ceiling recessed ring

130-200-50	 white  ~RAL 9016	

Accessories
9321-011-99	 GU10 socket 	

swivelling, max. 15W LED
Recommended installation housing AGRO AG / Kaiser:
GU10 version 
Housing 920 858 579 / Cover 920 851 069
Power Supply Version
Housing 920 858 589 / Cover 920 851 069

   Information
• Fits into the bore hole 68 mm
• Bulb is screwed in
• Compatible with RIDL 7 and 8 RIDL

swivelling

Installation 
depth with: 

RIDL 7	 135mm
RIDL 8	   75mm

1 mm

 Ø 42 mm

Suitable for lamps
RIDL 7 GU10, 7.6W, 
Size (øxH): 50x87mm
3000K/490lm | 2700K/450lm

130-738-71 | 130-738-21	

RIDL 8 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

78 mm

37
 m

m

Bohrloch 68 mm

20°

20°

Bore hole 68 mm
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Flex Double ceiling recessed ring with GU10 socket

swivelling, incl. GU10 ceramic socket 
max. 2x15W LED
Recommended installation housing AGRO AG / Kaiser:
Housing 920 839 279 / Cover 27025-003-90

   Information
• Spot head directable 25° and rotatable 350°
• Lamp set back (good glare)
• Click-sheet locking system

9321-022-98	 alu brushed       

Deckenausschnitt 160 x 80

92

174

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01		

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

Installation 
depth with:   

Philips	   95mm
RIDL 8	   65mm Ceiling cutout 160 x 80
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9321-001-98	 round	 alu brushed 			 
9321-002-50	 round	 white 			 

9321-003-98	 square	 alu brushed 			 
9321-004-50	 square	 white 			 

Flex ceiling recessed ring with GU10 socket

   Information
• Spot head directable 25° and rotatable 350°
• Lamp set back (good glare)
• Click-sheet locking system

swivelling, incl. GU10 ceramic socket 
max. 15W LED
Recommended installation housing AGRO AG / Kaiser:
GU10 version 
Housing 920 858 579 / Cover 920 851 089
Power Supply Version
Housing 920 858 589 / Cover 920 851 089

Installation 
depth with: 

Philips	   95mm
RIDL 7	 125mm
RIDL 8	   65mm
RIDL 9 	   85mm

Bohrloch 80 mm

92 mm

92 mm 92 mm

Bohrloch 80 mm

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01	

RIDL 7 GU10, 7.6W, 
Size (øxH): 50x87mm
3000K/490lm | 2700K/450lm

Set prices on page 76 

RIDL 8 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

Set prices on page 79

RIDL 9 
Size (øxH): 50x72mm
3000K/780lm | 2700K/740lm

Set prices on page 81

Bore hole 80 mm
Bore hole 80 mm



unexLED.com

Ceiling mounting rings / lamps / sets

62

9321-018-98	 oval	 white 	
9321-019-98	 square	 white 	

Dekor ceiling recessed ring with GU10 socket

   Information
• New and innovative design
• Gimbal swivelling 0-30 ° / 355 °
• Lamp set back (good glare)
• Beautiful lighting and ceiling image

swivelling, incl. GU10 ceramic socket 
max. 2x15W LED
Recommended installation housing AGRO AG / Kaiser:
Housing 920 839 279 / Cover 27025-003-91

Bohrloch:
2 x Ø 98 mm
L = 100 mm
oder 
Deckenausschnitt
98 x 198 mm

L

Installation 
depth with: 

Philips	 100mm
RIDL 8	   70mm

Bore hole:

ou
Ceiling cutout

208 

10
5 

208 

10
5 

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	
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9321-009-50	 round	 white 	
9321-010-50	 square 	 white 	

Design ceiling recessed ring with GU10 socket

   Information
• New and innovative design
• Gimbal swivelling 0-30 ° / 355 °
• Lamp set back (good glare)
• Beautiful lighting and ceiling image

swivelling, incl. GU10 ceramic socket 
max. 15W LED
Recommended installation housing AGRO AG / Kaiser:
GU10 version 
Housing 920 858 579 / Cover 920 851 099
Power Supply Version
Housing 920 858 589 / Cover 920 851 099

Installation 
depth with:

Philips	 100mm
RIDL 7	 130mm
RIDL 8	   70mm
RIDL 9 	   90mm

Bohrloch 95 mm

105 mm
105 mm

105 mm

Bohrloch 95 mm

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01	

RIDL 7 GU10, 7.6W, 
Size (øxH): 50x87mm
3000K/490lm | 2700K/450lm

Set prices on page 76 

RIDL 8 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

Set prices on page 80

RIDL 9
Size (øxH): 50x72mm
3000K/780lm | 2700K/740lm

Set prices on page 81

Bore hole 95 mm Bore hole 95 mm
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Disc ceiling recessed ring rotatable IP44 with GU10 socket

for wet rooms, swivelling incl. GU10 
ceramic socket
Max. 15W LED, IP44
Recommended installation housing AGRO AG / Kaiser:
GU10 version 
Housing 920 858 579 / Cover 920 851 069
Power Supply Version
Housing 920 858 589 / Cover 920 851 069

GU10 socket swivelling

Disc ceiling recessed ring IP44 with GU10 socket

for wet areas
incl. GU10 ceramic socket 
max. 15W LED, IP44
Recommended installation housing AGRO AG / Kaiser:
GU10 version 
Housing 920 858 579 / Cover 920 851 069
Power Supply Version
Housing 920 858 589 / Cover 920 851 069

Installation 
depth with:

Philips	 100mm
RIDL 8	   70mm

Installation 
depth with:

Philips	 115mm
RIDL 8	   85mm

9321-014-98	 alu brushed	  CHF     39.00 

80 mm

Bohrloch 68 mm

9321-015-98	 alu brushed	  CHF     39.00 

92 mm

Bohrloch 70 mm68

30°

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

Bore hole 68 mm

Bore hole 68 mm



Ceiling mounting rings / lamps / sets

unexLED.com 65

4

Store Two ceiling recessed ring with GU10 socket

Orientable,  avec Bush céramique GU10 
LED 2x15W max.
Recommended installation housing AGRO AG / Kaiser:
Housing 920 839 279 / Cover 27025-003-93

   Information
• New and innovative design
• Swivelling 0-30° / rotatable 360°
• Lamp set back (good glare)
• Beautiful lighting and ceiling image

Store One ceiling recessed ring with GU10 socket

swivelling, incl. GU10 ceramic socket 
max. 15W LED
Recommended installation housing AGRO AG / Kaiser:
Housing 920 839 279 / Cover 27025-003-92

   Information
• New and innovative design
• Swivelling 0-30° / rotatable 360°
• Lamp set back (good glare)
• Beautiful lighting and ceiling image

9321-020-98	 white / black / white ~RAL 9003	

Installation 
depth with:

Philips	 100mm
RIDL 8	   70mm

Installation 
depth with:

Philips	 100mm
RIDL 8	   70mm

105
198

Deckenausschnitt 9
5 x 188 mm

9321-021-98	 white / black / white ~RAL 9003	

Deckenausschnitt 9
5 x 95

105 105

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

Ceiling cutout 95 x 95

Ceiling cutout 95 x 188 mm
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Solo Duo ceiling recessed ring with GU10 socket

Gimbal swivelling, incl. GU10
Ceramic socket, max. 2x15W LED
Frameless mounting ring for 
gypsum plasterboard ceilings

   Information
• Luminaire insert removable for pre-assembly
• Gimbal swivelling 30°
• Lamp set back (good glare)
• Beautiful ceiling image

Solo ceiling recessed ring with GU10 socket

Gimbal swivelling, incl. GU10
Ceramic socket, max. 15W LED
Frameless mounting ring for 
gypsum plasterboard ceilings

   Information
• Luminaire insert removable for pre-assembly
• Gimbal swivelling 30°
• Lamp set back (good glare)
• Beautiful ceiling image

Installation 
depth with:

Philips	 95mm
RIDL 8	 80mm

Installation 
depth with:

Philips	 95mm
RIDL 8	 80mm

236 mm
177 mm

45
 m

m
91

 m
m

Deckenausschnitt 179x93

RI-111-173-99	   Alu white ~RAL 9016	

RI-111-172-99	   alu white ~RAL 9016	

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

150 mm
91 mm

91
 m

m
45

 m
m

Deckenausschnitt 93x93Ceiling cutout 93x93

Ceiling cutout 173x93
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Ova ceiling recessed ring with GU10 socket

Swivelling 30°, incl. GU10 ceramic socket 
max. 15W LED
Recommended installation housing AGRO AG / Kaiser:
GU10 version 
Housing 920 858 579 / Cover 920 851 189
Power Supply Version
Housing 920 858 589 / Cover 920 851 189

   Information
• New and innovative design
• Swivelling 30°
• Lamp set back (good glare)
• Beautiful lights image

Ova Rondo ceiling recessed ring with GU10 socket

Incl. GU10 ceramic socket 
max. 15W LED
Recommended installation housing AGRO AG / Kaiser:
GU10 version 
Housing 920 858 579 / Cover 920 851 189
Power Supply Version
Housing 920 858 589 / Cover 920 851 189

   Information
• New and innovative design
• Lamp set back (good glare)
• Beautiful lights image

Installation 
depth with:

Philips	 115mm
RIDL 8	   85mm

25817-020-50	 white ~RAL 9010	
 Ø 96 mm

Bohrloch 85 mm  Ø 96 mm

 4
1 

m
m

30°

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

25817-032-50	 white ~RAL 9010	
 Ø 96 mm

Bohrloch 85 mm  Ø 96 mm

 4
1 

m
m

Recommended light bulb  
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 8 (excl. power supply unit) 
Size (øxH): 50x55mm
3000K/490lm | 2700K/450lm

130-838-70 | 130-838-20	

Bore hole 85 mm

Installation 
depth with:

Philips	 115mm
RIDL 8	   85mm

Bore hole 85 mm
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   Information
• Suitable for almost all GU10 downlights
• Integrated and calculated cooling management
• Replaces a 35 watt halogen bulb
• Dimmable
• Glare-free lamps

RIDL 7 GU10

dimmable with Eltako universal 
dimmer switch E-No 428601949

Version reflector:

Version lens:

130-720-71	 490 lm	 20°	 CHF      59.00
130-738-71	 490 lm	 38°	 CHF      59.00
130-740-71	 505 lm	 Lens 38°	 CHF      59.00

130-720-21	 450 lm	 20°	 CHF      59.00
130-738-21	 450 lm	 38°	 CHF      59.00

87
 m

m

 Ø 50 mm

Light distribution 20° Light distribution 38° 

2700K

3000K

 A++

 A+

 A
 B
 C
 D
 E

 

7.0  kWh/1000h

Y IJA
IE IA

A+
230V 3000K

2700K

inkl.

30‘000h
L707.6W

CRI
90

450-
505lm

20°
38°

CRI 90

82
 m

m

 Ø 50 mm

1000

2000

3000

5000

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

4000

400

800

1200

1600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

2000
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   Information
• Fits in all halogen downlight versions
• Integrated and calculated cooling management
• Replaces a 35 watt halogen bulb
• Glare-free lamps
• Detachable cable

RIDL 8

Series circuit with several lamps

   Recommended Power Supply
   043-350-12	 Mini Power Supply Phase section   	
   NTL-05011-I2 	Multi LED power supply 1-10V	          	
   556-020-50	 Constant current Dimmer Dali 20W 		

Version reflector: 

Version lens:

Light distribution 20° Light distribution 38° 

1000

2000

3000

5000

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

4000

 Bohrloch Set 70 mm

 Auflagefläche Set 82 mm

 Ø 50 mm

55
 m

m

400

800

1200

1600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

2000

130-838-40	 560 lm	 38° 	 CHF      49.00

130-820-70	 490 lm	 20° 	 CHF      49.00
130-838-70	 490 lm	 38° 	 CHF      49.00
130-840-70	 505 lm	 Lens 38°	 CHF      49.00

130-820-20	 450 lm	 20° 	 CHF      49.00
130-838-20	 450 lm	 38° 	 CHF      49.00

CRI
90

 A++

 A+

 A
 B
 C
 D
 E

 

7.0  kWh/1000h

Y IJA
IE IA

A+
6.2W

exkl.

35‘000h
L70350mA

CRI 90

4000K
3000K
2700K

560lm
490lm
450lm

2700K

3000K

4000K

UF 
17-19V

 Ø 50 mm

50
 m

m

 Bohrloch Set 70 mm

 Auflagefläche Set 82 mm
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CRI 90, ~ 4000 Kelvin CRI 95, GAI100, ~ 4000 Kelvin

Dim to Warm, ~ 2800K Dim to Warm, ~ 2000KDim to Warm, ~ 2400K
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RIDL 8 CRI 95 GAI100

CRI 95 GAI100 for best colour saturation
Series circuit with several lamps

   Information
• CRI 95 GAI100 specifically for best colour saturation
• Ideal for jewellery, museum, textiles, flowers, beauty salon etc.
• Phase cut dimmable with Feller universal dimmer 
   E-No. 548 832 600

RIDL 8 Dim to Warm

   Recommended Power Supply
   043-350-12	 Mini Power Supply Phase cut dimming	
   NTL-05011-I2	 Multi LED power supply 1-10V	
   556-020-50	 Constant current Dimmer Dali 20W

   Information
• Phase cut dimmable with Feller universal dimmer 
   E-No. 548 832 600
• Colour temperature range of 2000 - 2800K adjustable by 
   dimming function
• Comfortable ambience
• Not dali dimmable

Dim to Warm 2000 - 2800K
Series circuit with several lamps

   Recommended Power Supply
   043-350-09	 Mini Power Supply Phase cut dimming

RIDL 8 Dim to Warm

CRI 95, GAI100, ~ 4000 Kelvin
 Bohrloch Set 70 mm

 Auflagefläche Set 82 mm

 Ø 50 mm

55
 m

m

130-838-75	 3000K	 440lm	 38°	 CHF      55.00
130-838-45	 4000K	 510lm	 38° 	 CHF      55.00

 A++

 A+

 A
 B
 C
 D
 E

 

7.0  kWh/1000h

Y IJA
IE IA

A+
6.2W

exkl.

35‘000h
L70350mA

CRI 95
GAI100

3000K
4000K

440lm
510lm

CRI 95
GAI100

UF 
17-19V

130-838-80	 2000 - 2800K	         38°		  CHF      59.00

 A++

 A+

 A
 B
 C
 D
 E

 

8.0  kWh/1000h

Y IJA
IE IA

A+
7.2W

exkl.

35‘000h
L70350mA

CRI 80

2000K
-2800K

40lm
-470lm

UF 
14-18V

Dim to Warm

CRI 95

GAI100
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   Information
• Replaces a 50 watt low-voltage halogen bulb
• Integrated and calculated cooling management
• Glare-free lamps with integrated protective glass
• Detachable cable

RIDL 9

Series circuit with several lamps

   Recommended Power Supply
   043-350-12	 Mini Power Supply Phase section   	
   NTL-05011-I2 	Multi LED power supply 1-10V 	
   556-020-50	 Constant current Dimmer Dali 20W 	

Chip di ultima generazione 

72
 m

m

 Ø 50 mm

 Ø 46 mm

400

800

1200

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

660-930-71	 780 lm	 36° 	 CHF      59.00
660-960-71	 780 lm	 60° 	 CHF      59.00

660-927-71	 740 lm	 36° 	 CHF      59.00
660-960-21	 740 lm	 60° 	 CHF      59.00

Light distribution 36° Light distribution 60° 

400

800

1200

1600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

2000

 A++

 A+

 A
 B
 C
 D
 E

 A+

11.0 kWh/1000h

Y IJA
IE IA

9.3W

exkl.

50‘000h
L70350mA

CRI 90

3000K
2700K

780lm
740lm

UF 
25-28V

CRI
90

3000K

2700K
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RIDL 7 GU10 Set

Optional
Flex ceiling recessed ring 		
Design ceiling recessed ring 		

dimmable with Eltako universal 
dimmer switch E-No 428601949
Recommended installation housing AGRO AG / Kaiser:
Housing 920 858 579 / Cover 920 851 069

INS-depth: 
120 mm

Light distribution 20° Light distribution 38° 

Set consisting of RIDL 7, GU10 socket and mounting ring

chrome	 UD-120-024-219	 UD-120-029-219
brushed	 UD-120-025-293	 UD-120-030-293
silver	 UD-120-026-263	 UD-120-031-263
white	 UD-120-027-250	 UD-120-032-250

chrome	 UD-120-034-219	 UD-120-039-219
brushed	 UD-120-035-293	 UD-120-040-293
silver	 UD-120-036-263	 UD-120-041-263
white	 UD-120-037-250	 UD-120-042-250

82 mm

Bohrloch 68 mm

87
 m

m

 Ø 50 mm

20° 38°

2700K

3000K

 A++

 A+

 A
 B
 C
 D
 E

 

7.0  kWh/1000h

Y IJA
IE IA

A+
230V 3000K

2700K

inkl.

30‘000h
L707.6W 490lm

450lm

20°
38°

CRI 90

CRI
90

1000

2000

3000

5000

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

4000

400

800

1200

1600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

2000

Bore hole 68 mm



Ceiling mounting rings / lamps / sets

unexLED.com 77

4

RIDL 8 Set

Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 858 589 / Cover 920 851 069

INS-depth: 
60 mm

RIDL 8 Set

Dimmerabile Dali	 	

Light distribution 20° Light distribution 38° 

1000

2000

3000

5000

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

400082 mm

Bohrloch 68 mm

 Ø 50 mm

55
 m

m

400

800

1200

1600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

2000

Set consisting of RIDL 8, mounting ring and power supply unit

	chrome	 UD-120-009-119	 UD-120-004-119	 UD-120-054-119 	 UD-120-049-119
	brushed	 UD-120-010-193	 UD-120-005-193 	 UD-120-055-193 	 UD-120-050-193
	silver	 UD-120-011-163	 UD-120-006-163 	 UD-120-056-163 	 UD-120-051-163
white	 UD-120-012-150	 UD-120-007-150	 UD-120-057-150 	 UD-120-052-150

	chrome	 UD-120-064-119	 UD-120-059-119 	 UD-120-074-119 	 UD-120-069-119
	brushed	 UD-120-065-193	 UD-120-060-193 	 UD-120-075-193 	 UD-120-070-193
	silver	 UD-120-066-163	 UD-120-061-163 	 UD-120-076-163 	 UD-120-071-163
	white	 UD-120-067-150	 UD-120-062-150	 UD-120-077-150 	 UD-120-072-150
				 
	

2700K

3000K

20° 1-10V 20° R.C 38° 1-10V 38° R.C

 A++

 A+

 A
 B
 C
 D
 E

 

7.0  kWh/1000h

Y IJA
IE IA

A+
6.2W

35‘000h
L70350mA

CRI 90

3000K
2700K

490lm
450lm

UF 
17-19V

CRI
90

inkl.

Bore hole 68 mm
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RIDL 8 Flex Set

Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 858 589 / Cover 920 851 089

INS-depth: 
65 mm

Dimmerabile Dali	

Set consisting of RIDL 8, Flex mounting ring and power supply unit

	round alu brushed	 UD-123-005-193 	 UD-123-001-193	 UD-123-013-193 	 UD-123-009-193
	round white 	 UD-123-006-150	 UD-123-002-150 	 UD-123-014-150 	 UD-123-010-150
	square alu brushed 	UD-123-007-293	 UD-123-003-293 	 UD-123-015-293 	 UD-123-011-293
	square white 	 UD-123-008-250	 UD-123-004-250 	 UD-123-016-250 	 UD-123-012-250

	round alu brushed 	 UD-123-021-193 	 UD-123-017-193	 UD-123-029-193	 UD-123-025-193
	round white 	 UD-123-022-150	 UD-123-018-150 	 UD-123-030-150 	 UD-123-026-150
	square alu brushed 	UD-123-023-293	 UD-123-019-293 	 UD-123-031-293 	 UD-123-027-293
	square white	 UD-123-024-250	 UD-123-020-250 	 UD-123-032-250 	 UD-123-028-250
				 
		

Light distribution 20° Light distribution 38° 
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90°90°

180°

0° 30°30°

150°150°
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120°
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2000

Bohrloch 80 mm

92 mm

92 mm 92 mm

Bohrloch 80 mm

2700K

3000K

20° 1-10V 20° R.C 38° 1-10V 38° R.C

 A++

 A+

 A
 B
 C
 D
 E

 

7.0  kWh/1000h

Y IJA
IE IA

A+
6.2W

35‘000h
L70350mA

CRI 90

3000K
2700K

490lm
450lm

UF 
17-19V

CRI
90

inkl.

Bore hole 80 mm

Bore hole 80 mm
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RIDL 8 Design Set

Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser:
Housing 920 858 589 / Cover 920 851 099

	Set consisting of RIDL 8, Design mounting ring and power supply unit

INS-depth: 
70 mm

Dimmerabile Dali	

Light distribution 20° Light distribution 38° 

1000

2000

3000

5000

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

4000
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1600
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150°150°

60°

120°

60°

120°

2000

	round white 	 UD-124-003-150 	 UD-124-001-150	 UD-124-007-150 	 UD-124-005-150
	square white 	 UD-124-004-250	 UD-124-002-250 	 UD-124-008-250 	 UD-124-006-250

	

	round white	 UD-124-011-150 	 UD-124-009-150	 UD-124-015-150	 UD-124-013-150
	square white 	 UD-124-012-250	 UD-124-010-250 	 UD-124-016-250 	 UD-124-014-250
				 
		

Bohrloch 95 mm

105 mm
105 mm

105 mm

Bohrloch 95 mm

2700K

3000K

20° 1-10V 20° R.C 38° 1-10V 38° R.C

 A++

 A+

 A
 B
 C
 D
 E

 

7.0  kWh/1000h

Y IJA
IE IA

A+
6.2W

35‘000h
L70350mA

CRI 90

3000K
2700K

490lm
450lm

UF 
17-19V

CRI
90

inkl.

Bore hole 95 mm

Bore hole 95 mm
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RIDL 9 Set

latest chip generation

Series circuit with several lamps 
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 858 589 / Cover 920 851 069

Optional
Flex ceiling recessed ring 	
Design ceiling recessed ring 	  

	Set consisting of RIDL 9, mounting and power supply unit

Dimmable  Dali	

INS-depth: 
80 mm

	chrome	 UD-125-802-119	 UD-125-807-119	 UD-125-812-119 	 UD-125-817-119
	brushed	 UD-125-803-193	 UD-125-808-193 	 UD-125-813-193 	 UD-125-818-193
	silver	 UD-125-804-163	 UD-125-809-163 	 UD-125-814-163 	 UD-125-819-163
white	 UD-125-805-150	 UD-125-810-150	 UD-125-815-150 	 UD-125-820-150
	
	chrome	 UD-125-902-119	 UD-125-907-119 	 UD-125-912-119 	 UD-125-917-119
	brushed	 UD-125-903-193	 UD-125-908-193 	 UD-125-913-193 	 UD-125-918-193
	silver	 UD-125-904-163	 UD-125-909-163 	 UD-125-914-163 	 UD-125-919-163
	white	 UD-125-905-150	 UD-125-910-150	 UD-125-915-150 	 UD-125-920-150
		

72
 m

m

 Ø 50 mm

 Ø 46 mm

400
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90°90°

180°

0° 30°30°

150°150°

60°
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Light distribution 36° Light distribution 60° 
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82 mm

Bohrloch 68 mm

 Ø 50 mm

55
 m

m
 A++

 A+

 A
 B
 C
 D
 E

 A+

11.0 kWh/1000h

Y IJA
IE IA

9.3W
50‘000h

L70350mA

CRI 90

3000K
2700K

780lm
740lm

UF 
25-28V

CRI
90

36°

60°

2700K R.C 2700K 1-10V 3000K R.C 3000K 1-10V

inkl.

Bore hole 68 mm
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   Recommended Power Supply
   043-350-12	 Power supply 350mA ON/Off   
   NTL-05011-I2 	Multi LED power supply 1-10V 
   556-020-50	 Constant current Dimmer Dali 20W 	

25817-021-71 	 white ~RAL 9010 	 ~ 3000K        50°     
25817-049-70 	 brushed aluminium  	 ~ 3000K        50°     

   Information
• Very low installation depth
• IP44 from below in closed ceiling
• High light comfort and economical
• Plug in cable

Vario LED recessed ceiling light IP44

low installation depth 
Series circuit with several lamps
Recommended concret box AGRO AG / Kaiser: not suitable 
for exposed concrete 
Bush 920 858 589 / Cover 920 851 009

Inst. Depth: 19 mm

   Recommended Power Supply
   043-350-12	 Power supply 350mA ON/Off   
   NTL-05011-I2 	Multi LED power supply 1-10V 
   556-020-50	 Constant current Dimmer Dali 20W 	

25817-022-71 	 white ~RAL 9010 	 ~ 3000K        50° 
25817-050-70 	 brushed aluminium  	 ~ 3000K        50° 

   Information
• Very low installation depth
• tiltable 20° / rotatable 270°
• High light comfort and economical
• Plug in cable

Vario LED recessed ceiling light tiltable

20° tiltable, low installation depth 
Series connection for several lamps
Recommended concret box AGRO AG / Kaiser: 
Bush 920 858 589 / Cover 920 851 069

Inst. Depth: 19 mm

 2
1

 1
9

 Ø 80 mm
Bohrloch 68 mm  Ø 80 mm

 20°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 5.3W
350mA CRI 90 380lm

exkl.

50‘000h
L703000K

UF 
13-18V

CRI
90

 2
1

 1
9

 Ø 70 mm
 Ø 70 mmBohrloch 58 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 5.3W
350mA CRI 90 380lm

50‘000h
L703000K

UF 
13-18V

CRI
90

exkl.

Bore hole 68 mm

Bore hole 58 mm
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RIDL 9 Flat Set

	Set including RIDL 9 Flat and power supply unit30° tiltable, low installation depth 
Series connection for several lamps
Recommended concret box AGRO AG / Kaiser:
Bush 920 858 589 / Cover 920 851 069

   Information
• minimal installation depth of only 34mm
• 30° tiltable
• with plug connection cable

Inst. Depth: 34 mm

30° tiltable, low installation depth  
Series connection for several lamps
Recommended concret box AGRO AG / Kaiser: 
Bush 920 858 589 / Cover 920 851 069

RIDL 9 Flat Downlight

   Recommended Power Supply
   043-500-12	 Mini Power Supply Phase cut dimming
   NTL-05011-I2 	Multi LED power supply 1-10V 
   556-020-50	 Constant current Dimmer Dali 20W

130-940-71      white ~RAL 9016    	 40°  	 CHF      79.00
130-941-71      brushed aluminium  	 40°  	 CHF      79.00

130-940-20      white ~RAL 9016    	 40°  	 CHF      79.00
130-941-20      brushed aluminium  	 40°  	 CHF      79.00

9W
35‘000h

L70500mA

CRI 90

2700K
3000K

650lm
725lm

UF 
17-19V

CRI
90

83 mm

40
 m

m

Bohrloch 68 mm

1-10VR.C Dali

CRI
90

15°

exkl.

15°

400
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1200

1600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

2700K

3000K

9W
35‘000h

L70500mA

CRI 90

2700K
3000K

650lm
725lm

UF 
17-19V

inkl.

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

	 white		 UD-126-001-151 	UD-126-002-151 	 UD-126-003-151
	 brushed 		UD-126-004-151 	UD-126-005-151 	 UD-126-006-151

	 white		 UD-126-007-150 	UD-126-008-150 	 UD-126-009-150
	 brushed		 UD-126-010-150 	UD-126-011-150 	 UD-126-012-150
		

2700K

3000K

Bore hole 68 mm
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   Recommended Power Supply
   043-350-18	 Mini Power Supply Phase cut dimming
   NTL-05011-I2 	Multi LED power supply 1-10V 
   556-020-50	 Constant current Dimmer Dali 20W

   Information
• minimal installation depth of only 45mm
• 30° tiltable
• with plug connection cable

30° tiltable, low installation depth  
Series connection for several lamps
Recommended concret box AGRO AG / Kaiser: 
Bush 920 858 589 / Cover 920 851 069

130-942-70      white ~RAL 9016    	 40°  	 CHF      99.00
130-943-70      brushed aluminium           	 40°  	 CHF      99.00

130-942-20      white ~RAL 9016    	 40°  	 CHF      99.00
130-943-20      brushed aluminium           	 40°  	 CHF      99.00

RIDL 13 Flat Downlight

13W
35‘000h

L70350mA

CRI 90

2700K
3000K

1130lm
1210lm

UF 
31-37V

CRI
90

92 mm

50
 m

m

Bohrloch 75-82 mm
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exkl.
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150°150°

60°

120°

60°

120°

2000

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

2700K

3000K

Bore hole 75-82 mm

Inst. Depth: 45 mm
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   Information
• 1 x 9 Watt LED downlight
• Integrated and calculated cooling management
• Replaces a 35 watt halogen bulb

Premium R LED recessed ceiling light 9W

good glare reduction / IP44
Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 858 589 / Cover 920 851 089

   Recommended Power Supply
   25817-014-00	 Power Supply 500mA	    
   NTL-05011-I2	 Multi LED power supply 1-10V	
   556-020-50	 Constant current Dimmer Dali 20W

INS-depth: 85 mm

Light distribution 35°

116-038-50  white    ~3000K	    600 lm	    35°	     CHF    89.00

92 mm

85
 m

m

Bohrloch 80 mm
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1600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
9W

500mA 600lm 35°

exkl.

40‘000h
L703000K

IP44 UF 
16-19V

Bore hole 80 mm
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Mira II LED recessed ceiling light 13W

easy positioning of light 
Series circuit with several lamps 
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 858 589 / Front ring 920 897 339

   Information
• Suitable for illuminating walls and shelves
• Swivelling and rotatable
• High light comfort and economical

   Recommended Power Supply
   043-350-20	 Power supply 350mA ON/Off		
   NTL-05011-I2 	Multi LED power supply 1-10V	
   556-020-50	 Constant current Dimmer Dali 20W

INS-depth: 86 mm

   Information
• Suitable for illuminating walls and shelves
• Swivelling and rotatable
• High light comfort and economical

Mira II LED recessed ceiling light 7.5W

easy positioning of light 
Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 858 589 / Cover 920 851 079

   Recommended Power Supply
   043-500-12	 Power supply 500mA ON/Off	
   NTL-05011-I2 	 Multi LED power supply 1-10V	
   556-020-50	 Constant current Dimmer Dali 20W	

INS-depth: 63 mm

25817-036-70 	 white ~RAL 9010	 ~ 3000K	    CHF   119.00

25817-035-70 	 white ~RAL 9010	   ~ 3000K	    CHF     89.00

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
7.5W

500mA
585lm CRI 80

exkl.

50‘000h
L703000K

36° UF 
14-16V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
13W

350mA
950lm CRI 80

exkl.

50‘000h
L703000K

40° UF 
36-39V

 Ø 85 mm

 Bohrloch 75 mm

65
 m

m

355°

45°

15°

 Ø 112 mm

 Bohrloch 100 mm

88
 m

m

355°

45°

15°

Bore hole 100 mm

Bore hole 75 mm
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Mira Wall LED recessed ceiling light 34W

easy positioning of light 
Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 839 279 / Front ring 27025 003 95
Intermediate frame 920- 897 329

   Information
• Suitable for illuminating walls and shelves
• Swivelling and rotatable
• High light comfort and economical

   Recommended Power Supply
   25817-016-00	Power supply 900mA On/Off 		
   556-050-50	 Multi constant current dimmer 50W  

INS-depth: 120 mm

Mira II LED recessed ceiling light 25.5W

   Information
• suitable for illuminating walls and shelves
• rotatable
• high light comfort and economical

easy positioning of light 
Series circuit with several lights
Recommended installation housing AGRO AG / Kaiser:
Housing 920 839 279 / Front ring 27025 003 94
Intermediate frame 920- 897 329

   Recommended Power Supply
   25817-015-00	 Power supply 700mA ON/Off 	     
   556-050-50	 Constant current Dimmer Dali 50W	

INS-depth: 136 mm

25817-038-70 	 white ~RAL 9010	 ~ 3000K	    CHF   229.00
25817-038-40 	 white ~RAL 9010	 ~ 4000K	    CHF   229.00

25817-037-70 	 white ~RAL 9010	 ~ 3000K	    CHF   159.00
25817-037-40 	 white ~RAL 9010	 ~ 4000K	    CHF   159.00

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
25.5W
700mA

2600lm
2800lm

CRI 80

exkl.

50‘000h
L80

3000K
4000K

40° UF 
35-38V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
34W

900mA
2400lm
2600lm

CRI 80

exkl.

50‘000h
L80

3000K
4000K

75° UF 
35-39V

 Ø 162 mm

 Bohrloch 150 mm
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   Recommended Power Supply
   25817-015-00	 Power supply 700mA ON/Off          
   25817-016-00	 Power supply 900mA ON/Off	          
       556-050-50	 Multi constant current dimmer
	 50W, Dali, 1-10V + button dimming

Lighting module CRI 90
130-340-70 	 40°	 white ~RAL 9016 	 ~ 3000K	  
130-340-40	 40°	 white ~RAL 9016 	 ~ 4000K	  

CRI 95, GAI100
130-340-75	 40°	 white ~RAL 9016 	 ~ 3000K	   
		  26W = 1900lm / 33W = 2330lm
130-340-45	 40°	 white ~RAL 9016 	 ~ 4000K	  
		  26W = 2040lm / 33W = 2500lm

Lens 10°, CRI 95, GAI100
130-345-75	 Lens 10°	 white ~RAL 9016	 ~ 3000K	  
		  26W = 1780lm / 33W = 2200lm
Ceiling recessed ring
130-340-50	 Flex Big round ceiling recessed ring	  
130-340-51	 Flex Big square ceiling recessed ring	   
130-340-52	 Concave Big ceiling recessed ring		    

   Information
• Module System
• Gimbal (130-340-50 + 130-340-51)
• Ideal for shop lighting
• Bayonet socket
• CRI 95 GAI100 specifically for best colour saturation

RIDL 26W / 33W

Multi constant current operation
700mA   26W   3000K   2050lm
700mA   26W   4000K   2180lm
900mA   33W   3000K   2550lm
900mA   33W   4000K   2700lm

Light distribution: 
Reflector 40°, 26W

Light distribution: 
Lens 10°, 26W

Accessories
HT-508-328	 Concret box
	 (only for 130-340-50 Flex Big round)

322 mm
322 mm

14
0 

m
m

Ø 120 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

exkl.

26W
33W

3000K
4000K

35‘000h
L70CRI 90

700mA
900mA
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+
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Accessories RIDL 26W / 33W
Usable between recessed ceiling ring and luminaire module

130-340-90	 Honeycomb filter, 	 Ø 75 mm 	

130-340-91	 Clear glass 		  Ø 75 mm	

130-340-92	 Opal glass 		  Ø 75 mm	

130-340-93	 Reflector 24° 					   

130-340-94	 Reflector 60° 					   

Installation depth: 125 mmInstallation depth: 125 mm Installation depth: 165 mm

Flex Big 
round

Flex Big 
square

Concave Big

129 mm

Bohrloch 115 mm

11
8 

m
m

RIDL 26W / 33W

14
4 

m
m

Bohrloch 150 mm

163 mm

Deckenauschnitt 125 x 125 mm

140 x 140 mm

11
9 

m
m

Ceiling cutout 125 x 125
Bore hole 115 mm

Bore hole 150 mm
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   Information
• with removable front ring for click-in, paintable
• low installation depth
• IP44 from below in closed ceiling

EcoLED recessed ceiling light Tiny, 7 / 10W

Light distribution:
80°, 500mA, 10W

Multi constant current operation
Series circuit with several lamps
350mA     7W   3000K   610lm
350mA     7W   4000K   650lm
500mA   10W   3000K   810lm
500mA   10W   4000K   860lm
Recommended installation housing AGRO AG / Kaiser:
Housing 920 858 589 / Front ring 920 851 099

   Recommended Power Supply
   043-350-20	 Power supply 350mA ON/Off		
   043-500-20	 Power supply 500mA ON/Off		
   NTL-05011-I2 	Multi LED power supply 1-10V 
   556-020-50	 Constant current Dimmer Dali 20W

Installation depth: 55 mm

25817-034-70 	 white	 ~ 3000K	 610lm/810lm       CHF    79.00
25817-034-40 	 white	 ~ 4000K	 650lm/860lm       CHF    79.00

Click-in

 Ø 110 mm

 Ø 110 mm

 Bohrloch 90-100 mm

59
 m

m

 Ø 110 mm

 Ø 110 mm

 Bohrloch 90-100 mm

59
 m

m

180°150°

120°

90°

60°

30°

120°

90°

60°

150°

30°0°

484 cd

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

exkl.

  7W
10W

350mA
500mA

50‘000h
L80

UF 
17-19V

CRI 80

610lm
-860lm

3000K
4000K

Bore hole 90-100 mm
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   Information
• Ideal replacement for fluorescent lamps:
   350mA: 2x 13W CFL
• IP44 from below in closed ceiling

EcoLED recessed ceiling light Small, 12 / 17W

Light distribution:
80°, 500mA, 17W

Multi constant current operation
Series circuit with several lamps
350mA   12W   3000K   1050lm
350mA   12W   4000K   1120lm
500mA   17W   3000K   1400lm
500mA   17W   4000K   1500lm
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 839 279 / Front ring 920 897 349

   Recommended Power Supply
   043-350-20	 Power supply 350mA ON/Off	
   043-500-20	 Power supply 500mA ON/Off		
   NTL-05011-I2 	Multi LED power supply 1-10V	
   556-020-50	 Constant current Dimmer Dali 20W	

Installation depth: 69 mm

25817-027-70 	 white	 ~ 3000K	 1050lm/1400lm   CHF    89.00
25817-027-40 	 white	 ~ 4000K	 1120lm/1500lm   CHF    89.00

 Ø 142 mm

 Bohrloch 125 mm

71
 m

m

 Ø 142 mm

 Ø 142 mm

 Bohrloch 125 mm

71
 m

m

 Ø 142 mm

180°150°

120°

90°

60°

30°

120°

90°

60°

150°

30°0°

455 cd

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

exkl.

12W
17W

350mA
500mA

50‘000h
L80

UF 
30-34V

CRI 80

1050lm
-1500lm

3000K
4000K

Bore hole 125 mm
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   Information
• Borehole of 175 -200 mm
• Ideal replacement for fluorescent lamps:
   350mA: 2x 13W CFL / 500mA: 2x 18W CFL / 700mA: 2x 26W CFL
• IP44 from below in closed ceiling

EcoLED recessed ceiling light Medium, 14/20/28W

Light distribution:
80°, 500mA, 20W

Multi constant current operation
350mA   14W   3000K   1230lm
350mA   14W   4000K   1300lm
500mA   20W   3000K   1680lm
500mA   20W   4000K   1780lm
700mA   28W   3000K   2130lm
700mA   28W   4000K   2260lm

   Recommended Power Supply
   043-350-20	 Power supply 350mA ON/Off		
   043-500-20	 Power supply 500mA ON/Off		
   25817-015-00	 Power supply 700mA ON/Off		
   556-050-50	 Multi constant current dimmer
	 50W, Dali and 1-10V

Accessories
HT-508-327       concrete housing	    

Installation depth: 87 mm

25817-028-70 	 white	 ~ 3000K	 1230lm-2130lm   CHF    99.00
25817-028-40 	 white	 ~ 4000K	 1300lm-2260lm   CHF    99.00

 Ø 210 mm

 Bohrloch 172 - 200 mm

89
 m

m

 Ø 210 mm

 Ø 210 mm

 Bohrloch 172 - 200 mm

89
 m

m

 Ø 210 mm

180°150°

120°

90°

60°

30°

120°

90°

60°

150°

30°0°

920 cd

372 mm

14
0 

m
m

Ø 188 mm

372 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

exkl.

14W
-28W

350mA
-700mA

50‘000h
L80

UF 
38-42V

CRI 80

1230lm
-2260lm

3000K
4000K

Bore hole 172-200 mm
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   Information
• Borehole of 200 -220 mm
• Ideal replacement for fluorescent lamps:
   350mA: 2x 13W CFL / 500mA: 2x 18W CFL / 700mA: 2x 26W CFL
• IP44 from below in closed ceiling

EcoLED recessed ceiling light Big, 14/20/28W

Light distribution:
80°, 500mA, 20W

Multi constant current operation
350mA   14W   3000K   1210lm
350mA   14W   4000K   1280lm
500mA   20W   3000K   1660lm
500mA   20W   4000K   1760lm
700mA   28W   3000K   2110lm
700mA   28W   4000K   2230lm
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 839 259
Intermediate frame 920 897 119
Front ring 920 897 449

Installation depth: 98 mm

   Recommended Power Supply
   043-350-20	 Power supply 350mA ON/Off		
   043-500-20	 Power supply 500mA ON/Off		
   25817-015-00	 Power supply 700mA ON/Off		
   556-050-50	 Multi constant current dimmer
	 50W, Dali and 1-10V

25817-029-70 	 white	 ~ 3000K	 1210lm-2110lm   CHF  109.00
25817-029-40 	 white	 ~ 4000K	 1280lm-2230lm   CHF  109.00

 Ø 230 mm

 Bohrloch 200 - 220 mm

10
0 

m
m

 Ø 230 mm
 Ø 230 mm

 Bohrloch 200 - 220 mm

10
0 

m
m

 Ø 230 mm

180°150°

120°

90°

60°

30°

120°

90°

60°

150°

30°0°

920 cd

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

exkl.

14W
-28W

350mA
-700mA

50‘000h
L80

UF 
38-42V

CRI 80

1210lm
-2230lm

3000K
4000K

Bore hole 200 x 220 mm
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Installation depth: 85 mm

Light distribution 80°

Accessories
HT-508-328    concrete housing	

   Information
• 1 x 13 Watt LED downlight
• Integrated and calculated cooling management
• replaces 2 x 18 Watt PL
• dimmable on request (Dali or 1-10 V)

WIN LED recessed ceiling light 13W

with diffusion lens

660-001-71	 ~ 3000K	 1300 lm	 80°	 CHF    189.00 
660-002-41	 ~ 4000K	 1400 lm	 80°	 CHF    189.00

200

400

600

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

 8
0 

m
m

147 mm

Bohrloch 120 mm

322 mm
322 mm

14
0 

m
m

Ø 120 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

inkl.

13W
700mA

1300lm
1400lm

50‘000h
L70

UF 
16-20V

CRI 83 IP65

Bore hole 120 mm
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Light distribution 80° 

   Information
• 1 x 19 Watt LED downlight
• Integrated and calculated cooling management
• replaces 2 x 26 Watt PL
• dimmable on request (Dali or 1-10 V)

WIN LED recessed ceiling light 19W

Accessories
HT-508-327	 concrete housing	

with diffusion lens

Installation depth: 92 mm

 3
5 

m
m

208 mm

92
 m

m

Bohrloch 175 mm

100

200

300

400

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

500

660-003-71	 ~ 3000K	 1900 lm	 80°	 CHF   249.00 
660-004-41	 ~ 4000K	 2100 lm	 80°	 CHF   249.00

372 mm

14
0 

m
m

Ø 188 mm

372 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

inkl.

19W
700mA

CRI 831900lm
2100lm

50‘000h
L70

UF 
25-30V

IP65

Bore hole 175 mm
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high quality, low-glare aluminium 
reflector technique 
Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 858 589 / Cover 920 851 079

   Information
• IP44 from below in closed ceiling
• Light colour 3000 and 4000 Kelvin
• Easy quick-mounting with leaf springs

Zenta LED recessed ceiling light 13W

Light distribution 30°

   Recommended Power Supply
   043-350-20	 Power supply 350mA ON/Off 		
   NTL-05011-I2 	Multi LED power supply 1-10V 	
   556-020-50	 Constant current Dimmer Dali 20W 	

Installation depth: 91 mm

25817-009-70 	 white	 ~ 3000K	 1000 lm    30°	     CHF    98.00
25817-009-40 	 white	 ~ 4000K	 1080 lm    30°	     CHF    98.00

84
 m

m

 Ø 85 mm

 Bohrloch 75 mm

200

400

600

800

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

1000

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

CRI 80

exkl.

13W
350mA

30°

1000lm
1080lm

3000K
4000K

50‘000h
L70

UF 
32-40V

Bore hole 75 mm
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   Information
• IP44 from below in closed ceiling
• Light colour 3000 and 4000 Kelvin
• Easy quick-mounting with leaf springs

Zenta LED recessed ceiling light 18W

Light distribution 30° 

high quality, low-glare aluminium 
reflector technique 
Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 839 269 
Intermediate frame 920 897 329
Front ring 920- 897109

   Recommended Power Supply
   043-500-20	 Power supply 500mA ON/Off	
   NTL-05011-I2 	Multi LED power supply 1-10V	  
   556-020-50	   Constant current Dimmer Dali 20W

Installation depth: 133 mm

25817-010-70 	 white	 ~ 3000K	 1500 lm    30°	     CHF  149.00
25817-010-40 	 white	 ~ 4000K	 1620 lm    30°	     CHF  149.00

 Ø 145 mm

 Bohrloch 125 mm

12
5 

m
m

400

800

1200

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

CRI 80

exkl.

18W
500mA

30°

1500lm
1620lm

3000K
4000K

50‘000h
L70

UF 
32-40V

Bore hole 125 mm
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Zenta LED recessed ceiling light 25.9W

Light distribution 30° 

high quality, low-glare aluminium 
reflector technique 
Series circuit with several lamps
Recommended installation housing AGRO AG / Kaiser: 
Housing 920 839 269
Intermediate frame 920 897 229
Front ring 920 897 139

   Information
• IP44 from below in closed ceiling
• Light colour 3000 and 4000 Kelvin
• Easy quick-mounting with leaf springs

   Recommended Power Supply
   25817-015-00	 Power supply 700mA ON/Off 	
   556-050-50	 Multi constant current dimmer
	 50W, Dali and 1-10V

Installation depth: 137 mm

25817-011-70 	 white	 ~ 3000K	 2340 lm    30°	     CHF  179.00
25817-011-40 	 white	 ~ 4000K	 2500 lm    30°	     CHF  179.00

 Ø 164 mm

 Bohrloch 150 mm

13
0 

m
m

200

400

600

800

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

1000

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

CRI 80

exkl.

25.9W
700mA

30°

2340lm
2500lm

3000K
4000K

50‘000h
L70

UF 
32-40V

Bore hole 150 mm
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   Information
• Easy installation
• Integrated and calculated cooling management
• Dimmable Dali or 1-10 V
• Alu white ~RAL 9016

Flatfix Superslim II recessed light

low installation depth

Recommended Power Supply
043-350-20	 Power supply 350mA ON/Off	
043-500-20 	 Power supply unit 500mA
043-700-20	 Power supply unit 700mA	
556-020-50	 Constant current Dimmer Dali 20W

Installation depth: 28 mm

130-001-70     Ø 146mm     40 LED      7W     350mA     430 lm 	 CHF      79.00
130-002-70     Ø 173mm     50 LED    10W     500mA     670 lm 	 CHF      98.00
130-003-70     Ø 240mm     72 LED    15W     700mA   1110 lm	 CHF    119.00

 Ø 240 mm

 Ø 192 mm

220 mm

12 25 mm

 Bohrloch 225 mm

 Ø 173 mm

 Ø 128 mm

156 mm

12 25 mm

 Bohrloch 160 mm

 Ø 146 mm

 Ø 103 mm

128 mm

12 
25 mm

 Bohrloch 132 mm

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

130-001-40     Ø 146mm     40 LED      7W     350mA     480 lm 	 CHF      79.00
130-002-40     Ø 173mm     50 LED    10W     500mA     760 lm 	 CHF      98.00
130-003-40     Ø 240mm     72 LED    15W     700mA   1320 lm	 CHF    119.00

3000K

4000K

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

exkl.

50‘000h
L70

UF 
14-20V

CRI 80

110°
IP20

430lm-
1320lm

7W
10W
15W

350mA
500mA
700mA

PDI: 25 mm

Bore hole 130 mm Bore hole 166 mm
Bore hole 230 mm
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Takeo LED recessed mounted light 8W round

Takeo LED recessed mounted light 8W square

   Accessories:
   • Power supply dimmable Dali:
      556-020-50 Multi constant current Dimmer 

23943-016-70	 white 	 On/Off	  

very low installation depth, 
homogeneous light

INS-depth: 19 mm

very low installation depth,
homogeneous light

INS-depth: 19 mm

   Accessories:
• Power supply dimmable Dali:
   556-020-50 Multi constant current Dimmer   		

23943-009-70	 white 	 On/Off	  Deckenausschnitt 
96 mm

19 mm 

 108 mm

19 mm 

Deckenausschnitt 
152 mm

 168 mm

19 mm 

220 mm

Deckenausschnitt 
204 mm

19 mm 

300 mm

Deckenausschnitt 
284 mm

19 mm 

Deckenausschnitt 
 Ø 108 mm

 Ø 117 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

inkl.

8W
500mA 110°

50‘000h
L70

UF 
11-14V

CRI 80
3000K
490lm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

inkl.

8W
500mA

50‘000h
L70

UF 
11-14V

CRI 80
3000K
420lm

IP20

110°

IP20

Ceiling cutout
  Ø 108 mm

Ceiling cutout
 96 mm
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Takeo LED recessed mounted light 15W square

Takeo LED recessed mounted light 22W square

Takeo LED recessed mounted light 30W square

very low installation depth,
homogeneous light

very low installation depth, 
homogeneous light

very low installation depth,
homogeneous light

INS-depth: 19 mm

   Accessories:
• Power supply dimmable Dali:
   556-020-50 Multi constant current Dimmer 

23943-010-70	 white 	 On/Off	  

   Accessories:
• Power supply dimmable Dali:
   556-050-50 Multi constant current Dimmer 		

23943-011-70	 white 	 On/Off	

   Accessories:
• Power supply dimmable Dali:
   556-050-50 Multi constant current Dimmer  		

23943-012-70	 white 	 On/Off	  

Deckenausschnitt 
96 mm

19 mm 

 108 mm

19 mm 

Deckenausschnitt 
152 mm

 168 mm

19 mm 

220 mm

Deckenausschnitt 
204 mm

19 mm 

300 mm

Deckenausschnitt 
284 mm

Ceiling cutout 
284 mm

Deckenausschnitt 
96 mm

19 mm 

 108 mm

19 mm 

Deckenausschnitt 
152 mm

 168 mm

19 mm 

220 mm

Deckenausschnitt 
204 mm

19 mm 

300 mm

Deckenausschnitt 
284 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

inkl.

15W
500mA

50‘000h
L70

UF 
23-28V

CRI 80
3000K
890lm

Deckenausschnitt 
96 mm

19 mm 

 108 mm

19 mm 

Deckenausschnitt 
152 mm

 168 mm

19 mm 

220 mm

Deckenausschnitt 
204 mm

19 mm 

300 mm

Deckenausschnitt 
284 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

inkl.

22W
700mA

50‘000h
L70

UF 
23-28V

CRI 80
3000K
1490lm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

inkl.

30W
1000mA

50‘000h
L70

UF 
23-28V

CRI 80
3000K
1960lm

110°

IP20

110°

IP20

110°

IP20

Ceiling cutout
 152 mm

Ceiling cutout 
204 mm

INS-depth: 
19 mm

INS-depth:
19 mm

INS-depth: 
19 mm
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   Recommended Power Supply
   556-050-00	 Power Supply On/Off	
   556-050-50	 Multi constant current dimmer
	 50W, Dali, 1-10V and button dimming

   Accessories
   160-015-50	 Wire suspension
	 4 ropes (length 1500 mm),
	 height adjustable
	
   160-014-50	 Wire suspension incl. Canopy	  
	 4 ropes (length 1500 mm) 	and 
	 transparent cable (length 2000 mm),
	 height adjustable

  160-016-50	 Mounting frame white ~RAL 9016
	 (L/W/H = 600/600/55 mm)

   Information
• Flat recessed light fixture for 
   600 x 600 mm ceiling module
• For installation in suspended ceilings
• Homogeneous light distribution
• Prismatic Plexi
• UGR<19

Flat LED recessed ceiling light 600 x 600 mm

Homogeneous light distribution

   160-011-70    white ~RAL 9016      ~3000K                 CHF    199.00
   160-011-40    white ~RAL 9016      ~4000K                 CHF    199.00

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 42W
1050mA

3000K
4000K

3800lm
4100lm

exkl.

50‘000h
L70

80°

IP20

CRI 80 UF 
35-38V

595 

59
5 

10

295 x 295

 5
0

15
00

UGR
<19

15
00

100

200

300

400

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°
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Accessories for Flat LED 625 x 625 mm

Mounting clamped
160-013-98	 Mounting spring (Set 4pcs.)			 CHF      41.00 

for Gema-Armstrong Q-Clip

Suspended mounting
160-013-99 Mounting bracket (Set 2pcs.) CHF      39.00

for Gema-Armstrong substructure with H28 Profile

Flat LED accessories 625 x 625 mm

Mounting clamped

Flat LEDCeiling module

Mounting spring

Flat LEDCeiling module

Mounting bracket

Suspended mounting

Mounting bracket

Mounting springs

not compatible with Flat LED 600 x 600 mm
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Flat LED recessed ceiling light 625 x 625 mm

Homogeneous light distribution

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 42W
1050mA

3000K
4000K

3800lm
4100lm

exkl.

50‘000h
L70

80°

IP20

CRI 80 UF 
35-38V

   Information
• Flat built-in, suspended or 
   surface-mounted luminaire suitable 
   for 625 x 625 mm ceiling module
• For installation in suspended ceilings
• Homogeneous illumination
• Micro-prismatic Plexi
• UGR<19

   Recommended Power Supply
   556-050-00	 Power supply On / OFF		  CHF      79.00
   556-050-50	 Multi constant current dimmer	 CHF    109.00
	 50W, Dali, 1-10V 
	 and button dimming

   Accessories
   160-015-50	 Cavo sospensione senza baldacchino	
	 (4 ropes with a length of 1500 mm 
	 each height adjustable)

   160-014-50	 Wire suspension incl. canopy 	
	 (4 ropes with a length of 1500 mm
	 each and clear cable 2000 mm,
	 height adjustable)

  160-017-50	 Mounting frame white ~RAL 9016	  
	 (L/W/H = 637/637/60 mm)

   160-013-70    white ~RAL 9016      ~3000K              CHF    219.00
   160-013-40    white ~RAL 9016      ~4000K              CHF    219.00

620 

62
0

10

295 x 295

 5
0

15
00

UGR
<19

15
00

100

200

300

400

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°
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   Information
• Housing, brushed aluminium
• Cover opal PMMA
• Latest LED chip technology SMD 5630
• Dimmable upon request (Dali or 1-10 V)

Moon LED wall / ceiling fixture

Emergency lighting available

Emergency light> 1h
UD-092-100-00	     Surcharge ready assembled incl. LED control diode      

homogeneous light

9326-001-70     Ø 326mm     36 LED    ~ 3000K    18W    1300 lm 	     CHF      129.00
9326-002-70     Ø 395mm     48 LED    ~ 3000K    24W    1500 lm 	     CHF      159.00     
9326-003-70     Ø 460mm     60 LED    ~ 3000K    30W    2100 lm	     CHF      198.00	

Ø 460 mm

123 mm

Ø 395 mm

113 mm

Ø 326 mm

98 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V
1300lm
1500lm
2100lm

3000K

inkl.

50‘000h
L70

18W
24W
30W

IP20
120°

CRI 80 UF 
35-42V
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Takeo LED surface mounted light 15W round

Emergency lighting available

Emergency light> 1h
UD 092-100-00 Surcharge finished
mounted incl. LED control diode 

low installation height, homogeneous light

Accessories:
Power supply dimmable Dali:
556-020-50 Multi constant current Dimmer    

Takeo LED surface mounted light 30W round 

Emergency lighting available
low installation height, homogeneous light

Emergency light> 1h
UD 092-100-00 Surcharge finished
mounted incl. LED control diode 

Accessories:
Power supply dimmable Dali or 1-10V
556-050-50 Multi constant current Dimmer

 Ø 117 mm

39 mm

39 mm

39 mm

39 mm

 Ø 180 mm

 Ø 240 mm

 Ø 300 mm

23943-004-70	 white	 On/Off	  1800lm	 CHF    298.00

23943-004-40	 white	 On/Off	  2000lm	 CHF    298.004200K

3000K

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
30W

1000mA
3000K
4200K

110°
inkl.

50‘000h
L70

UF 
23-28V

CRI 80
1800lm
2000lm

23943-003-70	 white	 On/Off	  1010lm	 CHF    198.00

23943-003-40	 white	 On/Off	  1100lm	 CHF    198.00

 Ø 117 mm

39 mm

39 mm

39 mm

39 mm

 Ø 180 mm

 Ø 240 mm

 Ø 300 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
15W

500mA
3000K
4200K

inkl.

50‘000h
L70

UF 
23-28V

4200K

3000K

CRI 80
1010lm
1100lm

Dali

IP20

110° IP20
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Takeo LED surface mounted light 8W / 11W 
round 

 Ø 117 mm

39 mm

39 mm

39 mm

39 mm

 Ø 180 mm

 Ø 240 mm

 Ø 300 mm

low installation height, homogeneous light
8W = UF11-14V / 11W = UF14-21V

8 Watt
23943-001-70	 white	 On/Off	   490lm	 CHF    139.00

11 Watt
23943-002-70	 white	 On/Off	   750lm	  CHF    159.00

Accessories:
Power supply dimmable Dali: (at 8W only external)
556-020-50 Multi constant current Dimmer 

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
8/11W
500mA 3000K

inkl.

50‘000h
L70

UF 
11-21V

CRI 80
490lm
750lm

Takeo LED surface mounted light 8W / 15W 
square

 Ø 117 mm

39 mm

39 mm

39 mm

39 mm

 Ø 180 mm

 Ø 240 mm

 Ø 300 mm

Dali

110° IP20

 Ø 117 mm

39 mm

39 mm

39 mm

39 mm

 Ø 180 mm

 Ø 240 mm

 Ø 300 mm

8 Watt

11 Watt

low installation height, homogeneous light
8W = UF11-14V / 15W = UF23-28V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
8/15W
500mA 3000K

inkl.

50‘000h
L70

UF 
11-28V

CRI 80
420lm
890lm

110° IP20

8 Watt
23943-005-70	 white	 On/Off	   420lm	 CHF    139.00

15 Watt
23943-006-70	 white	 On/Off	   890lm	  CHF    198.00

Accessories:
Power supply dimmable Dali: (at 8W only external)
556-020-50 Multi constant current Dimmer 

Dali

8 Watt

15 Watt

108 mm

39 mm

39 mm

39 mm

39 mm

 168 mm

 220 mm

 300 mm
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Emergency lighting available
low installation height, homogeneous light

Emergency light> 1h
UD 092-100-00 Surcharge finished
mounted incl. LED control diode 
		

Emergency lighting available
low installation height, homogeneous light

Emergency light> 1h
UD 092-100-00 Surcharge finished
mounted incl. LED control diode 
		

Accessories:
Power supply dimmable Dali or 1-10V
556-050-50 Multi constant current Dimmer   

Accessories:
Power supply dimmable Dali or 1-10V
556-050-50 Multi constant current Dimmer   

Takeo LED surface mounted light 30W square 

108 mm

39 mm

39 mm

39 mm

39 mm

 168 mm

 220 mm

 300 mm

23943-008-70	 white	 On/Off	  1960lm	 CHF    298.00

23943-008-40	 white	 On/Off	  2174lm	 CHF    298.00

Takeo LED surface mounted light 22W square 

108 mm

39 mm

39 mm

39 mm

39 mm

 168 mm

 220 mm

 300 mm

23943-007-70	 white	 On/Off	  1490lm	 CHF    249.00

23943-007-40	 white	 On/Off	  1656lm	 CHF    249.004200K

3000K

4200K

3000K

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
22W

700mA
3000K
4200K

inkl.

50‘000h
L70

UF 
23-28V

CRI 80
1490lm
1656lm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
30W

1000mA
3000K
4200K

inkl.

50‘000h
L70

UF 
23-28V

CRI 80
1960lm
2174lm

110° IP20

110° IP20
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Cloud LED surface mounted light 10W round, IP54

low mounting height, IP54

   Information
• dimmable trailing-edge phase cut with Feller universal dimmer
   E-No. 548 832 600

30246-001-71	 white    On/Off		  CHF      89.00

48 mm

 Ø 200 mm
 Ø 172 mm

14 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
850lm

CRI 80

inkl.

40‘000h
L7010W

120° IP54
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   Information
• dimmable trailing-edge phase cut with Feller 
   universal dimmer E-No. 548 832 600

low mounting height, IP54

Cloud LED surface mounted light 12W round, IP54

30246-005-70	 white    On/Off		  CHF    109.00

48 mm

 Ø 250 mm
 Ø 221 mm

15 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
1000lm

CRI 80

inkl.

40‘000h
L7012W

120° IP54

Cloud LED surface mounted light 12W rund, 
IP20 / IP54, with sensor or emergency lighting

low mounting height, IP20/IP54

30246-031-70	 with emergency lighting
	 dimmable, IP54

30246-030-70	 On/Off, with sensor, IP20	

   Information
• With single battery for standby mode
• Indicator LED integrated into luminaire
• Emergency operation 3h
• 140° sensor detection
• Detection range 5 - 7m

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
1000lm

CRI 80

inkl.

40‘000h
L7012W

120° IP20
IP54

48 mm

 Ø 250 mm
 Ø 221 mm

15 mm
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Cloud LED surface mounted light 18W round, IP54

low mounting height, IP54

 Ø 300 mm
 Ø 271 mm

40 mm
12 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
230V
18W

1450lm
1500lm

CRI 80

inkl.

40‘000h
L70

120° IP54

Cloud LED surface-mounted light 18W round, 
IP20/IP54 with sensor, emergency lighting or sensor & emergency lighting

low mounting height, IP20/IP54

30246-022-70	 On/Off, with sensor and	
	 emergency lighting

30246-021-70	 with emergency lighting, 
	 dimmable IP54

30246-020-70	 On/Off, with sensor IP20	

 Ø 300 mm
 Ø 271 mm

48 mm
12 mm

   Information
• With single battery for standby mode
• Indicator LED integrated into luminaire
• Emergency operation 3h
• 140° sensor detection
• Detection range 5 - 7m

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
1450lm

CRI 80

inkl.

40‘000h
L7018W

120° IP20
IP54

30246-002-70	 white	 On/Off	  1450lm	 CHF    139.00

30246-002-40	 white	 On/Off	  1500lm	 CHF    139.004000K

3000K

3000K
4000K

   Information
• dimmable trailing-edge phase cut with 
   Feller universal dimmer E-No. 548 832 600
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low mounting height, IP54

   Information
• dimmable trailing-edge phase cut with Feller universal dimmer
   E-No. 548 832 600

Cloud LED surface mounted light 25W round, IP54

30246-003-70	 white    On/Off		  CHF    169.00
 Ø 350 mm
 Ø 321 mm

40 mm
12 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
1940lm

CRI 80

inkl.

40‘000h
L7025W

120° IP54
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low mounting height, IP54

   Information
• dimmable trailing-edge phase cut with Feller universal dimmer
   E-No. 548 832 600

low mounting height, IP54

   Information
• dimmable trailing-edge phase cut with Feller universal dimmer
   E-No. 548 832 600

Cloud LED surface mounted light 30W round, IP54

30246-004-70	 white    On/Off		  CHF    199.00 Ø 400 mm
 Ø 363 mm

52 mm
14 mm

Cloud LED surface mounted light 25W square, IP54

30246-010-70	 white    On/Off		  CHF    169.00300 mm
270 mm

40 mm
14 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
2290lm

CRI 80

inkl.

40‘000h
L7030W

120° IP54

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
1940lm

CRI 80

inkl.

40‘000h
L7025W

120° IP54
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Neko Moon LED mounting frame small

   Information
• Can be used with Neko Moon lighting module
• Tridonic LED Driver 500mA / 700mA adjustable
• Dali dimmable
• Fall safety

modular system of frames and 
lighting module

Frame

+
Luminaire module

=
Fixture

26981-001-98	 white ~ RAL 9016          

16 mm

50 mm

 Ø 350 mm

230V
500mA
700mA

inkl.

18W
25W

IP20
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Neko Moon LED mounting frame cover

   Information
• Can be used with Neko Moon lighting module
• Tridonic LED Driver 500mA / 700mA adjustable
• Dali dimmable	
• Fall safety

Neko Moon LED lights module

   Information
• To use with Neko Moon mounting frame
• Satin finish diffuser for uniform distribution of light
• Easy installation thanks to rotary closure

Module system
500mA   18W   3000K   1800lm
500mA   18W   4000K   1900lm
700mA   25W   3000K   2500lm
700mA   25W   4000K   2700lm

modular system of frames and 
lighting module

Frame

+
Luminaire module

=
Fixture

26981-001-95	 white ~ RAL 9016           CHF    249.00

66 mm

 Ø 355 mm

26981-001-70	 3000K 	 CHF    249.00
26981-001-40	 4000K	 CHF    249.00

60 mm

 Ø 350 mm

230V
500mA
700mA

inkl.

18W
25W

IP20

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 500mA
700mA

exkl.

18W
25W

CRI 83

1800lm
-2700lm

3000K
4000K

50‘000h
L70

UF 
34-38V
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Delight LED ceiling light 15W

beautiful aluminum frame

   Information
• high lumen package with homogeneous light distribution
• beautiful design
• Dali dimmable
• UGR<22

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 230V
350mA

3000K
4000K

1370lm
1600lm

inkl.

50‘000h
L7015W

CRI 80 IP20
110°Dali

160-003-70	 white ~RAL 9016	 UGR<22	

160-003-40	 white ~RAL 9016	 UGR<22	4000K

3000K

6.5
 Ø 380 mm

 8
0

 3
2

11
2

 Ø 172 mm
 Ø 211 mm

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°
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Delight LED ceiling light 54W

beautiful aluminum frame

   Information
• high lumen package with homogeneous light distribution
• beautiful design
• Dali dimmable
• UGR<22

Delight LED ceiling light 28W

beautiful aluminum frame

   Information
• high lumen package with homogeneous light distribution
• beautiful desig
• Dali dimmable
• UGR<22

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 230V
1400mA

3000K
4000K

4950lm
5400lm

inkl.

50‘000h
L7054W

CRI 80 IP20
110°Dali

160-005-70	 white ~RAL 9016	 UGR<22	

160-005-40	 white ~RAL 9016	 UGR<22	4000K

3000K

 8.5
 Ø 700 mm

 Ø 300 mm

 Ø 382 mm

 8
0

 4
8

 1
28

100

200

300

400

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 230V
700mA

3000K
4000K

2800lm
3100lm

inkl.

50‘000h
L7028W

CRI 80 IP20
110°Dali

160-004-70	 white ~RAL 9016	 UGR<22	

160-004-40	 white ~RAL 9016	 UGR<224000K

3000K

 8.5
 Ø 530 mm

 8
0

 4
8

 1
28

 Ø 300 mm

 Ø 382 mm

100

200

300

400

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°
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Delight LED wire suspension set

160-006-50  Adjustable wire suspension 
	 5-poles terminal block

Delight LED ceiling light 54W

beautiful aluminum frame

   Information
• high lumen package with homogeneous light distribution
• beautiful design
• Dali dimmable
• UGR<22

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 230V
1400mA

3000K
4000K

10750lm
11350lm

inkl.

50‘000h
L70112W

CRI 80 IP20
110°Dali

160-010-70	 white ~RAL 9016	 UGR<22	

160-010-40	 white ~RAL 9016	 UGR<22	4000K

3000K

 8.5
 Ø 900 mm

 Ø 300 mm

 Ø 382 mm

 8
0

 4
8

 1
28

100

200

300

400

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

 3
0

25
00

 130

230V

exkl.

IP20

Dali
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Cilindro LED ceiling mounted light 13W

12
0

90

screwless design, easy installation

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 1120lm

inkl.

50‘000h
L8013W

40° IP20CRI 80

Cilindro LED ceiling mounted light 25.5 / 34W

16
0

150

screwless design, easy installation

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
4000K

2600-
3100lm

inkl.

50‘000h
L80

25.5W
34W

40° IP20CRI 80

13
0

118

25817-039-70	 Alu white ~ RAL 9010 	 25.5W 	 2600lm 	
25817-040-70	 Alu white ~ RAL 9010 	 34.0W 	 2900lm 	

25817-039-40	 Alu white ~ RAL 9010 	 25.5W 	 2800lm 	
25817-040-40	 Alu white ~ RAL 9010 	 34.0W 	 3100lm 	

Accessories:
25817-039-99	 Reflector 70°	 25.5W						   
25817-040-99	 Reflector 70°	 34.0W						   

4000K

3000K

25817-061-70	 Alu white ~ RAL 9010 	  13W 	 1120m 	
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Single LED ceiling mounted light

Twin LED ceiling mounted light

without bulbs GU10

without bulbs GU10

160-002-50	 white ~ RAL 9016	  

160-001-50	 white ~ RAL 9016	

L 159
B  80
H 126 Ø 80

max.
10W
LED

230V GU10 IP20

Recommended light bulb
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 7 GU10, 7.6W, 
Size (øxH): 50x87mm
3000K/490lm | 2700K/450lm

130-738-71 | 130-738-21	

L 159
B  200
H 126 Ø 200

max.
2x10W

LED
230V GU10 IP20

Recommended light bulb
LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

RIDL 7 GU10, 7.6W, 
Size (øxH): 50x87mm
3000K/490lm | 2700K/450lm

130-738-71 | 130-738-21	

12
6 

m
m

159 mm

Ø
 6

3 
m

m

Ø 80 mm

25
12

6 
m

m
25

Ø 200 mm

145 mm Ø 63

15
9 

m
m

Ø 63

320°

95°

320°

95°
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RISP GU10 for 1-phase / 3-phase track

without GU10 bulbs

   Information
• Global Track Adapter 1-phase Gb66 / 3-phase GA69
• Aluminium housing
• 320° rotation / 95° tiltable
• Application for Home & Living
• dimmable

1-phase
140-003-50	  white ~RAL 9016	 CHF      99.00
3-phase
140-004-50	  white ~RAL 9016	 CHF      99.00

L 159
B  63
H 107

 max.
10W
LED

230V GU10 IP20

159 mm

10
7 

m
m

Ø
 6

3 
m

m

Ø 63 mmØ 63 mm

16
6 

m
m

95°

320°

Recommended light source
RIDL 7 GU10, 7.6W,
Size (øxH): 50x87mm
3000K/490lm | 2700K/450lm

130-738-71 | 130-738-21	

LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 
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RISP 9W for 1-phase / 3-phase track

1-phase
140-006-70	  white ~RAL 9010	 ~ 3000K	
3-phase
140-007-70	  white ~RAL 9010	 ~ 3000K	

   Information
• Global Track Adapter 1-phase Gb66 / 3-phase GA69
• Aluminium housing
• Passive cooling management
• With HEP LED driver
• 355° rotation / 185° swivelling
• dimmable with Feller universal dimmer E-no. 548 832 600

Light distribution 36°

Phase section dimmable

400

800

1200

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 640lm
50‘000h

L70

IP20

9W
500mA

36°CRI 80

185°

355°

Ø
 5

0 
m

m11
4 

m
m

10
5 

m
m

17
4 

m
m

13
0 

m
m

Ø
 5

0 
m

m
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RISP 13W for 1-phase / 3-phase busbar

   Information
• Global Track Adapter 1-phase Gb66 / 3-phase GA69
• Aluminium housing
• Passive cooling management
• With HEP LED driver
• 355° rotation / 185 ° swivelling

Light distribution 40°

new design without a transformer tank

1-phase
25817-048-70	  white ~RAL 9010   ~ 3000K	
3-phase
25817-041-70	  white ~RAL 9010   ~ 3000K	
Accessories:
25817-041-98	  Reflector 20°			

180°150°

120°

90°

60°

30°

120°

90°

60°

150°

30°0°

320
640

960

1280

1600

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 950lm
50‘000h

L70

IP20

13W
500mA

40°CRI 80

16
7 

m
m

120 mm

Ø
 7

5 
m

m

185°

355°



unexLED.com

Track lights

142

RISP 25.5W for 3-phase busbar

new design without a transformer tank

Light distribution 40°

   Information
• Global Track adapter GA69
• Aluminium housing
• Passive cooling management
• With HEP LED driver
• 355° rotation / 185 ° swivelling

355°

185°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V
3000K
4000K

2600lm
2800lm

50‘000h
L70

IP20

25.5W
700mA

40°CRI 80

180°150°

120°

90°

60°

30°

120°

90°

60°

150°

30°0°

320
640

960

1280

1600

20
5 

m
m

138 mm

Ø
 9

5 
m

m

25817-042-70	  white 	 ~RAL 9010
25817-042-75	  black 	 ~RAL 9005

25817-042-40	  white 	 ~RAL 9010
25817-042-45	  black 	 ~RAL 9005

Accessories:
25817-042-98	  Reflector 20°

4000K

3000K
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RISP 38W for 3-phase busbar

new design without a transformer tank

Light distribution 40°

   Information
• Global Track adapter GA69
• Aluminium housing
• Passive cooling management
• With HEP LED driver
• 355° rotation / 185 ° swivelling

355°

185°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V
3000K
4000K

3800lm
4000lm

50‘000h
L70

IP20

38W
1050mA

40°CRI 80

180°150°

120°

90°

60°

30°

120°

90°

60°

150°

30°0°

320
640

960

1280

1600

24
3 

m
m

170 mm

Ø
 1

25
 m

m

25817-043-70	  white	 ~RAL 9010
25817-043-75	  black 	 ~RAL 9005

25817-043-40	  white	 ~RAL 9010
25817-043-45	  black 	 ~RAL 9005

Accessories:
25817-043-98	  Reflector 20°	
25817-043-99	  Reflector 60°	

4000K

3000K
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   Information
• Latest LED chip technology
• Only small quantities available from stock
• Global Track adapter GA69

RISP Focus 33W for 3-phase track

Adjustable beam angle 20-60°

   Information
• Adjustable beam angle 20-60°
• best colour saturation
• Global Track adapter GA69

RISP 33W GAI100 for 3-phase track

CRI 95 GAI100 for best colour saturation

Reflector 40°
140-001-70	 white 	 ~RAL 9016
140-001-75	 black	 ~RAL 9004

140-001-40	 white 	 ~RAL 9016
140-001-45	 black	 ~RAL 9004
Lens 10°
140-005-70	 white 	 ~RAL 9016

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

33W
3000K
4000K

2330lm
2460lm

35‘000h
L70

IP20

900mA

40°
10°

CRI 95
GAI100

Ø
 8

5 
m

m

165 mm

12
1 

m
m

350°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

33W
3000K
4000K

2100lm
2240lm

35‘000h
L70

IP20

900mA

20°-
60°

CRI 95
GAI100

Ø
 9

5 
m

m

166 mm

12
7 

m
m

350°

95°

140-002-70	  white ~RAL 9016	 ~3000K
140-002-40	  white ~RAL 9016	 ~4000K

CRI 95

GAI100

CRI 95

GAI100

95°

4000K

3000K

Lens 10°
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Lemo LED wall light

wide angle of light

Lighting image variations possible

Information
The upper side of the lamp is closed. The cover 
can, however be removed, so that a 120° light 
emission is achieved.

Lima LED wall light

9321-012-70	 white	

9321-013-70	 white	

360°

102

10
2

23

102

10
2

23

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

350mA 3000K 320lm

inkl.

35‘000h
L706.6W

2x120° IP20

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

350mA 3000K 320lm

inkl.

35‘000h
L706.6W

1x30°
1x120°

/0°
IP20

CRI 80

CRI 80
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Trina LED wall light

minimalistic design with 
high lumen package

   Information
• dimmable trailing-edge phase cut with Feller universal dimmer
   E-No. 548 832 600

Bo LED wall light

Miu LED wall light

decorative lighting effect

decorative lighting effect

116-047-70   alu white ~RAL 9016    On/Off	

90
 m

m

 112 mm

 230 mm

42 

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V
3000K
1700lm CRI 80

inkl.

40‘000h
L7018W

120° IP20

116-001-50	 white	  
116-002-91	 silver	  

116-040-50	 white	
116-041-98	 alu gloss 

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 230V
700mA 3000K 310lm

40‘000h
L706W

CRI 80 IP40
L 180
B  90
H  70

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 230V
480mA 3000K 340lm

40‘000h
L705W

CRI 80 IP20
L 130
B  130
H  32

inkl.

inkl.
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Classic LED wall lamp Up & Down

Lim LED wall light

decorative lighting effect

without bulbs GU10

116-034-50	 white	

Ø 68  
H  220

85

220

68

116-004-70	 white	
116-005-70	 alu-gloss

Recommended light bulb 
LED Lampe Philips Corepro GU10 
5,0W, 2700K, 350lm, 36°
Size (øxH): 50x55mm

130-100-01			   CHF   24.90

LED Lampe Philips Master GU10 

3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			   CHF   29.90

230V GU10
max.

2x10W
LED

IP20

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
230V

350mA
3000K 320lm 40‘000h

L70
5W

L 100
B 100
H    60

IP20 CRI 80
inkl.
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Asimo LED wall light 20W

asymmetrical light distribution

Asimo LED wall light 27W

asymmetrical light distribution

   Information
• Modern and efficient direct/indirect wall lamp
• Nice and flat design
• Pleasant light by micro prismatic cover
• The asymmetrical light distribution directs the 
   light into the room
• Dali dimmable
• Easy to install

   Information
• Modern and efficient direct/indirect wall lamp
• Nice and flat design
• Pleasant light by micro prismatic cover
• The asymmetrical light distribution directs the 
   light into the room
• Dali dimmable
• Easy to install

160-008-70	  white ~RAL 9016	 ~3000K	
160-008-40	  white ~RAL 9016	 ~4000K	

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 230V
700mA

3000K
4000K

2300lm
2500lm

inkl.

50‘000h
L7027W

CRI 80 IP20Dali

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 230V
500mA

3000K
4000K

1700lm
1850lm

50‘000h
L7020W

CRI 80 IP20Dali

160-007-70	  white ~RAL 9016	 ~3000K	
160-007-40	  white ~RAL 9016	 ~4000K	

inkl.

 5
5 

 5
5 

120

1278

350
200

120
38 

 350

30

465
600

38 

120

 5
5 

127830

 5
5 

120

 600
Suitable for Asimo floor lamp Page 157

Suitable for Asimo floor lamp Page 157
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Noa LED wall / ceiling lamp IP44

High voltage LED technology / IK08

9326-005-70	 alu silver grey

112.5 mm 78.5 mm

17
6.

5 
m

m

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 640lm 50‘000h
L70

10.6W

L 176.5
B 112.5
H   78.5

IP44 CRI 80120°
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X LED recessed wall light

X LED installation housing

Series connection from 2 lights
beautiful image

X LED concrete housing

9321-006-99     Installation housing for plaster and brick walls

9321-005-98	 alu brushed 

45
 m

m

67 mm

76 mm

76
 m

m

11
1 

m
m

32
 m

m

78 mm

15
3 

m
m

12
3 

m
m

76
 m

m

76 mm

60
 m

m

40 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
230V

700mA
3000K 150lm 35000h

L70
2.5W

L 76
B 76
EBT 40

IP20 CRI 80
inkl.

HT-508-329     concrete housing for LED  
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Asimo floor lamp

asymmetrical light distribution with 
motion and daylight sensor

   Information
• Modern and efficient direct/indirect floor lamp
• Direct / indirect light, 7100lm Up, Down 3000lm
• Pleasant light by micro prismatic cover
• The asymmetrical light distribution directs the light precisely 
   on the work surface
• Always the right light through daylight control
• Save energy with a presence detector
• UGR<19

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 4000K
7100lm
3000lm

50‘000h
L7091W

CRI 80 IP20

UGR
<19

inkl.

660 mm 320

55
19

41
 m

m

19
50

 m
m

450 mm 340 mm

160-009-40	  white ~RAL 9016	 ~4000K	

50

100

150

200

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

250
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Rettangolo floor lamp

2008-001-40	 Constant light control and presence detector

2008-003-40	 On / Off (only to order)

   Information
• Intricate shape, silver grey - powder coated
• Manually dimmable 3-100%
• Direct / indirect light 20/80%
• Glare reduction of direct light with Micro Cone Lens
• Constant light control and presence detector

674 mm290 mm

365 mm260 mm

19
00

 m
m

25 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 4000K 14600lm 50‘000h
L70

126W

UGR
<19

CRI
>80

inkl.

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

150

225

300

75
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25817-025-70	 aluminium silver grey 

tiltable and rotatable

Concept One LED Table Lamp

25817-026-70	 aluminium silver grey 

tiltable and rotatable

 Ø 203

38
57

7

196

535

179

 Ø 223

56
1

39

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 540lm 50‘000h
L70

7.2W

CRI 8060°
inkl.

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 540lm 50‘000h
L70

7.2W

CRI 8060°
inkl.

Concept LED Table Lamp
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   Information
• Adjustable from 100-300 mm
• Beautiful filigree design
• Silver and black
• Swivelling 90°

Stadium lights for display cases

WKT-716-299-70	 silver	 ~ 3000K	
WKT-716-299-50	 silver	 ~ 6000K	

WKT-716-300-70	 black	 ~ 3000K	
WKT-716-300-50	 black	 ~ 6000K	

individually adjustable in height

100 ~ 300 mm

20 12

65

20
12 65

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
6000K

30‘000h
L703x1.3W

110° IP20
inkl.

370lm
390lm

CRI
>80

90°
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   Information
• Very low installation depth
• Integrated and calculated cooling management
• Swivelling
• Dimmable upon request (Dali or 1-10 V)

Eye LED furniture lights

easy installation
Series circuit with several lamps

9321-008-70    alu brushed      ~ 3000K	   40°	

   Recommended Power Supply
   043-700-04	 Power supply 700mA  On/Off      
   4W / Uout 2 - 6V, L/l/H = 38 x 27 x 21 mm

easy installation
Connexion en série de plusieurs luminaires

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 2.5W
700mA CRI 80 40°

30‘000h
L70

3000K
120lm

UF 
3-6V

IP20
exkl.

32
 m

m

Bohrloch 45 mm

52 mm

Mini Spot 3W

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 3W
700mA CRI 90 30°

35‘000h
L70

3000K
120lm

UF 
3-5V

IP20
exkl.

170-010-70    alu white    ~ RAL 9010		    

   Recommended Power Supply
   043-700-04    Power supply 700 mA On/Off      
   4W / Uout 2 - 6V, L/W/H = 38 x 27 x 21 mm

CRI
90

89
 m

m

 Ø 50 mm  Ø 50 mm

80 mm

 Ø
 1

8

90°

   Information
• Detachable cable
• Swivelling 90° / rotatable 355°
• Without visible screws
• Beautiful filigree design

Bore hole 45 mm
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Punto Plus furniture mounted light

23294-002-70	 Aluminium silver

with 1.5 meter connection cable 
white for sixfold distributor

integrated mounting ring
Installation-friendly plug-in system

Punto recessed furniture light

23294-001-70	 Aluminium silver	

with 1.5 meter connection cable 
white for sixfold distributor

Ultra flat

Installation-friendly plug-in system
62 mm

Bohrloch 53 mm

10 mm

62 mm

12 mm

80 mm
4 mm

62 mm

Bohrloch 53 mm

10 mm

62 mm

12 mm

80 mm
4 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

12V 280lm

CRI 80

30‘000h
L703W

IP20
exkl.

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

12V 280lm

CRI 80

30‘000h
L703W

IP20
exkl.

3000K

3000K

Bore hole 53 mm
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Punto Square furniture mounted light

23294-003-70	 Aluminium silver	

with 1.5 meter connection cable 
white for sixfold distributor

Ultra flat
Installation-friendly plug-in system

62 mm

Bohrloch 53 mm

10 mm

62 mm

12 mm

80 mm
4 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

12V 420lm 3000K
30‘000h

L705W

IP20
exkl.

Punto Style recessed furniture light

170-001-70	 Aluminium white  ~RAL 9016 	

Punto Style Plus furniture mounted light

170-002-70	 Aluminium white  ~RAL 9016 

Installation-friendly plug-in system

Installation-friendly plug-in system

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

12V 3000K 275lm
30‘000h

L703W

CRI 80
exkl. IP20

80°

17

68 mm

18

55 mm

Bohrloch 62 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

12V 3000K 275lm
30‘000h

L703W

CRI 80
exkl. IP20

80°

17

68 mm

18

55 mm

Bohrloch 62 mm

Magnetic bracket

INS.: 15 mm

CRI 80

30 cm cable at light, 1,8 m extension cable 
white for six-fold distributorr

30 cm cable at light, 1,8 m extension cable 
white for six-fold distributor

Bore hole 62 mm
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Punto Line furniture mounted light

with 1.5 meter connection cable 
white for sixfold distributor

23294-006-70	 chrome	

Installation-friendly plug-in system

Punto Eye recessed furniture light

swivelling
1.5 meter connection cable
white for sixfold distributor

23294-005-70	 Aluminium silver	

Installation-friendly plug-in system

Bohrloch 30 mm

12

24

33

Bohrloch 30 mm

12

24

33

280 

7.
7

40

88

26

360°

45°Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

12V 100lm 3000K
30‘000h

L701.6W

IP20
exkl.

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

12V 500lm 3000K
30‘000h

L707W

IP20
exkl.

CRI 80

CRI 80
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Punto door sensor

with 1 meter connection cable white,
detection range 10cm 

23294-102-99	 wihte	Installation-friendly plug-in system

Punto Touch Dimmer

with 1 meter connection cable white

Installation-friendly plug-in system

23294-103-99	 Aluminium silver	

Punto 12V power supply

1.5 meter connection cable
0.5 meter cable with sixfold distributor

Installation-friendly plug-in system

22 16

Bohrloch 18

23294-104-00	 30W	

230V
12V

30W

12V 24W

24V 48W

12V 24W

24V 48W

L 140
B 45
H  28

IP20

Punto Touch Dimmer

Punto Tür Sensor
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Smart furniture lighting for recess and top mounting

Innovation
The closed door opens, the interior is bright, as by magic -  this is 
achieved from a light that is so pleasant and colour fast that grabbing 
the wrong choice of clothes is a thing of the past.
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Smart Furniture lighting

   Range of application
• Furniture and cabinet lighting
• Kitchen cabinet lighting
• Activation / deactivation with magnetic 
   sensor and permanent magnet
• Available as recess or surface mounting

LED light rail
- Aluminium profile  9.6 x 12.0
- Cover diffused
- LED strip 9.6W
- Connection cable
- Available in various lengths

Components in the set:

Table top power supply unit 		
220-240V AC / 24V DC 60W

AMP 6-fold distributor 
white		

Magnetic sensor incl. permanent magnet	
1 Magnet sensor for max. 1 Amp switching current
= 2500 mm LED recessed light

7

9.6

12
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Recessed lighting set simple for 1 door

359-050-01	 bis 500mm 	
359-100-01 	 501 - 1000mm	
359-150-01	 1001 - 1500mm	
359-200-01	 1501 - 2000mm	
359-250-01	 2001 - 2500mm	

Recessed lighting set double for 2 doors 

359-050-02	 bis 500mm	
359-100-02 	 501 - 1000mm	
359-150-02	 1001 - 1500mm	
359-200-02	 1501 - 2000mm 	
359-250-02	 2001 - 2500mm	

Recessed lighting set triple for 3 doors

359-050-03	 bis 500mm	
359-100-03 	 501 - 1000mm	
359-150-03	 1001 - 1500mm	
359-200-03	 1501 - 2000mm 	
359-250-03	 2001 - 2500mm	

Mounting bracket *
For setup option

26491-096-100     Mounting bracket		

Mounting brackets must be ordered separately
(3 pc. per m).

Smart Furniture lighting sets

high colour rendering value / CRI 90

Activation / deactivation with magnetic sensor and 
permanent magnet 
Contact spacing with the door closed max. 18 mm.

Installation instructions:
The installation instructions can be downloaded from our homepage www.unexLED.com.

7

9.6

12

* 

11

 A++

 A+

 A
 B
 C
 D
 E

 A+

9.6 kWh/1000h

Y IJA
IE IA

24V 2700K
40‘000h

L70
9.6

W/m

CRI  90 IP20

120
LED/m

600
lm/m

+ 40°C

- 20°C
120°

CRI
90
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Shelf downlights

Flexibility
Be able to adjust shelves as desired and yet have instant light? The 
new unexLED tray system with the magnetic sensor for on/off swit-
ching is the solution for:

• Furniture and cabinet lighting
• Kitchen cabinet lighting
• Shelf lighting
• On/off with magnet
• Installation-friendlyActivation / deactivation 

with magnetic sensor and 
permanent magnet
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Shelf downlights set

Parts list for downlights set for 1 shelf, 1 door (excl. power supply unit)

LED downlight in aluminium with LED strip
and diffuse covering in appropriate length incl. 
endcaps. Groove mass: W/D 10 x 12 mm

Magnetic sensor with permanent magnet Shelf switchbox 

Parts list for downlights set for 1 shelf, 2 doors (excl. power supply unit)

Activation / deactivation with magnetic sensor and permanent 
magnet. Contact spacing with the door closed max. 18 mm.

Aluminium flat profile incl. lug for power connection
+ and - 24VDC, L/W/H 2.5 m x 8 mm x 2 mm
Groove mass: W/D 8 x 2 mm
 

LED recessed light in aluminium with LED strip
and diffuse covering in appropriate length incl. 
endcaps. Groove mass: W/D 10 x 12 mm

Magnetic sensor with permanent magnet Shelf switchbox

Aluminium flat profile incl. lug for power connection
+ and - 24VDC, L/W/H 2.5 m x 8 mm x 2 mm
Groove mass: W/D 8 x 2 mm
 

Connection cable flat profile

Power supply unit, depending on the total wattage (watts) 

Power supply unit up to max. 60 Watt Power supply unit up to max. 90 Watt

Connection cable flat profile

high colour rendering value / CRI 90

7

9.6

12

 A++

 A+

 A
 B
 C
 D
 E

 A+

9.6 kWh/1000h

Y IJA
IE IA

24V 2700K
40‘000h

L70
9.6

W/m

CRI  90 IP20

120
LED/m

600
lm/m

+ 40°C

- 20°C
120°

CRI
90
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Standard for light measurement (inside dimension)

Kitchen 	   512  -   518 = Set-Dimension   512mm
	   562  -   568 = Set-Dimension   562mm
	   862  -   868 = Set-Dimension   862mm

Cabinet/shelf	   762  -   768 = Set-Dimension   762mm
	   962  -   968 = Set-Dimension   962mm
	 1162  - 1168 = Set-Dimension 1162mm

Shelf downlights set

Length	 Watt	 Recessed lights set for	 Recessed lights set for
	 (max.)	 1 shelf, 1 door (excl. power supply unit)	 1 shelf, 2 doors (excl. power supply unit)

       bis 	512mm 	 4.8W	 110-001-01 	  	 110-001-02 	
  513 -	 562mm 	 5.3W	 110-002-01 	  	 110-002-02 	
  563 - 	 762mm 	 7.2W	 110-003-01 	  	 110-003-02 	
  763 - 	 862mm 	 8.2W	 110-004-01	  	 110-004-02	
  863 - 	 962mm 	 9.2W	 110-005-01 	  	 110-005-02 	
  963 -	1162mm 	 11.1W	 110-006-01	  	 110-006-02	
1163 -	1500mm 	 14.4W	 110-007-01	  	 110-007-02	
1501 -	2000mm 	 19.2W	 110-008-01 	  	 110-008-02 	

		                       Each additional light rail  
                                                  for additional shelves

       bis 	512mm 	 4.8W	 110-001-10	  	
  513 -	 562mm 	 5.3W	 110-002-10 	  	
  563 - 	 762mm 	 7.2W	 110-003-10 	  	
  763 - 	 862mm 	 8.2W	 110-004-10	  	
  863 - 	 962mm 	 9.2W	 110-005-10 	  	
  963 -	1162mm 	 11.1W	 110-006-10	  	
1163 -	1500mm 	 14.4W	 110-007-10	  	
1501 -	2000mm 	 19.2W	 110-008-10 	

Power supply units depending on the total power (watts) 220-240 V AC / 24 V DC: 

	 to a maximum of 60 watts
	 MW-TNG-60-24	

	 to a maximum of 90 watts
	 MW-LPF-90-24	

Installation instructions:
The installation instructions can be downloaded from our homepage www.unexLED.com.

 1 magnetic sensor

2 magnetic sensors

high colour rendering value / CRI 90

 A++

 A+

 A
 B
 C
 D
 E

 A+

9.6 kWh/1000h

Y IJA
IE IA

24V 2700K
40‘000h

L70
9.6

W/m

CRI  90 IP20

120
LED/m

600
lm/m

+ 40°C

- 20°C
120°

CRI
90
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Turn LED wall light IP65

swivelling

26524-003-70	 aluminium anthracite powder coated

Saturn LED Wall light IP54

swivelling

26524-006-70	 aluminium anthracite powder coated

190
250

120°

55

161

55

11
0

270°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 1480lm 50‘000h
L70

18x
2W

IP65 CRI 8029°
inkl.

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 300lm 50‘000h
L70

7W

IP54 CRI 8017°
inkl.
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Square LED wall light IP54

good light output

26524-008-70	 aluminium anthracite powder coated

Square LED Bollard light IP54

good light output

26524-007-70	 aluminium anthracite powder coated

   Recommended accessories
• Feeder screw 3-pole, IP68
   30285-000-00 	             

55

150 120

190

75
0 

m
m

110 

120

55

40
150

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 500lm 50‘000h
L70

6W

IP54 CRI 8024°
inkl.

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 500lm 50‘000h
L70

6W

IP54 CRI 8024°
inkl.
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Lim LED Outdoor wall light IP55

116-035-70	 white powder coated						    
116-036-70	 grey powder coated 						    
116-045-70	 anthracite powder coated						    

Optional
116-044-50	 white, cover with slit for light effect 		
116-043-96	 grey, cover with slit for light effect 		
116-046-52	 anthracite, cover with slit for light effect 		

beautiful light effect

Lim LED Bollard light IP55

beautiful light effect
incl. IP66 cable connection box round

116-039-70     anthracite powder coated      
                      incl. new mounting base

Optional
116-042-52    cover for unilateral light exit

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 370lm
-620lm

40‘000h
L70

7.5W

IP55 CRI 80
inkl. L 130

B 130
H     80

130 mm

70
0 

m
m

80 mm

124mm170 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 370lm 40‘000h
L70

7.5W

IP55 CRI 80
inkl. L 130

B 80
H    700
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Tom LED Wall light IP54

rotationally symmetrical light output

26524-014-70	 aluminium anthracite powder coated	

   Recommended accessories
• Feeder screw 3-pole, IP68
   30285-000-00 	      

Tom LED (Mini) Bollard light IP54

rotationally symmetrical light output  

10
0 

m
m

26
0 

m
m

 Ø 120 

181 mm

61

80
0 

m
m

14
0

 Ø 120 

Tom LED Bollard light
26524-013-70	 aluminium anthracite powder coated
Tom LED Mini Bollard light
26524-015-70	 aluminium anthracite powder coated

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 370lm 50‘000h
L70

15W

IP54 CRI 80
inkl.

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 370lm 50‘000h
L70

15W

CRI 80
IP54

inkl.

L 181
B 120
H    260

L 120
B 120
H    800

L 120
B 120
H    265

26
5 

m
m

 Ø 120 
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Cilindro LED Outdoor 18.5W / 25.5W
Ceiling mounted light IP65

18.5W
25817-051-70	 Aluminium anthracite ~ RAL 7016     1360lm
25.5W
25817-052-70	 Aluminium anthracite ~ RAL 7016     2600lm

13
6

80

screwless design, easy installation
18.5W /  25.5W

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
1360lm
2600lm

inkl.

50‘000h
L70

18.5W
25.5W

40° IP65CRI 80

16
0

110

   Information
• timeless design with quality technology
• easy installation with no visible screws
• high lumen output
• highest quality
• compact design

18.5W

25.5W

Venus LED Ceiling mounted light IP54

round
26524-009-70	 aluminium anthracite powder coated
square
26524-010-70	 aluminium anthracite powder coated

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K370lm

inkl.

50‘000h
L707W

19° IP54CRI 80

round

square

beautiful image

95

90

94

90 90
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Moon LED Outdoor Wall mounted light IP65

high quality / aluminium diecast

25817-016-70	 aluminium silver grey 	

116-030-96	 grey powder coated	

Air LED exterior wall fixture IP44

without bulbs GU10

Recommended light bulb  
LED Lampe Philips Corepro GU10 
5,0W, 2700K, 350lm, 36°
Size (øxH): 50x55mm

130-100-01			 

LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

230V GU10

IP44
L 100
B 113
H  155

max.
10W
LED

 106

 Ø 280 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 1100lm 50‘000h
L80

15W

IP65 CRI 80
inkl. Ø  280

H  106
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Takeo Outdoor surface mounted light square IP54

26524-002-96	 aluminium silver grey powder coated	

homogeneous light

Takeo Outdoor surface mounted light round IP54

26524-001-96	 aluminium silver grey powder coated

homogeneous light

 183 mm  183 mm

 44 mm

 69

 Ø 250 mm

 Ø 200 mm

25 mm

 236 mm 236 mm

25 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 1200lm 50‘000h
L70

18W

IP54 CRI 80
inkl. Ø  250

H    69

 183 mm  183 mm

 44 mm

 69

 Ø 250 mm

 Ø 200 mm

25 mm

 236 mm 236 mm

25 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K 1200lm 50‘000h
L70

18W

IP54 CRI 80
inkl. L 236

B 236
H  69
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Up & Down Big LED Wall light IP65

9321-017-00	 aluminium brushed

without bulbs GU10

Up & Down LED Wall light IP65

9321-016-00	 aluminium brushed

without bulbs GU10

80

15
8

44

65

80

25
4

44

65

Ø 80  
H  158

230V GU10
max.

2x10W
LED

IP65

Ø 80  
H  254

230V GU10
max.

2x10W
LED

IP65

Recommended light bulb 
LED Lampe Philips Corepro GU10 
5,0W, 2700K, 350lm, 36°
Size (øxH): 50x55mm

130-100-01			 

LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01			 

Recommended light bulb 
LED Lampe Philips Corepro GU10 
5,0W, 2700K, 350lm, 36°
Size (øxH): 50x55mm

130-100-01			 

LED Lampe Philips Master GU10 
3,5W, dimmable, 2700K, 280lm, 40°
Size (øxH): 50x55mm

130-101-01		
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Tera LED Wall light 14.4W IP65

good glare reduction

25817-023-70	 aluminium black	

Tera LED Wall light 28.8W IP65

good glare reduction

25817-024-70	 aluminium black	

 Ø
 8

0

 55

116

80 25
0

 Ø
 11

0

 72

155

10
0

30
0

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
230V

350mA
3000K

30°

50‘000h
L70

14.4W

IP65 CRI 80
inkl.

2x
550lm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
230V

350mA
3000K

30°

50‘000h
L70

28.8W

IP65 CRI 80
inkl.

2x
1100lm
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Evida LED wall light round, IP65

asymmetrical light distribution, low height

25817-030-70	 aluminium silver grey 	~ RAL 9006
25817-053-70	 aluminium anthracite 	~ RAL 7016

Evida LED Wall light square, IP65

asymmetrical light distribution, low height

25817-031-70	 aluminium silver grey 	~ RAL 9006
25817-054-70	 aluminium anthracite 	~ RAL 7016

 Ø 190 mm  51 mm

  170 mm

  1
70

 m
m

 42 mm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

100°

50‘000h
L70

4x2.4W

IP65 CRI 80
inkl.

350lm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

100°

50‘000h
L70

4x2.4W

IP65 CRI 80
inkl.

300lm
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LUV recessed light IP65

homogeneous light

LUV Cover recessed light IP65

homogeneous light

25817-001-70	 aluminium silver
Accessories
25817-001-99	 Concrete housing

  220 mm  85 mm

 8
5 

m
m

 7
3 

m
m

 76 mm

40

80

120

160

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

200

  220 mm  99 mm

 8
5 

m
m

 7
3 

m
m

 76 mm

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

Concrete Housing suitable 
for exposed concrete
L/W/H 208/73/76mm

25817-002-70	 aluminium silver	
Accessories
25817-001-99	 Concrete housing

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

125mA

35‘000h
L70

3W

IP65 CRI 80
inkl.

135lm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

125mA

35‘000h
L70

3W

IP65 CRI 80
inkl.

55lm

Concrete Housing suitable 
for exposed concrete
L/W/H 208/73/76mm
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Concrete Housing suitable 
for exposed concrete

Concrete Housing suitable 
for exposed concrete

L8 Mini recessed light IP65

L8 Medium recessed light IP65

asymmetrical light pattern

asymmetrical light pattern

25817-003-70	 aluminium silver		
Accessories
25817-003-99	 Concrete housing	

  104 mm96 mm

 9
6 

m
m

 6.5 mm

  104 mm

 8
6 

m
m

 7
5 

m
m

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

25817-004-70	 aluminium silver		
Accessories
25817-004-99	 Concrete housing	

97 mm

25
7 

m
m

98 mm

 6.5 mm

87 mm

24
7 

m
m

77 mm

23
7m

m
91

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

  104 mm96 mm

 9
6 

m
m

 6.5 mm

  104 mm

 8
6 

m
m

 7
5 

m
m

97 mm

25
7 

m
m

98 mm

 6.5 mm

87 mm

24
7 

m
m

77 mm

23
7m

m
91

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

700mA

50‘000h
L80

3W

IP65 CRI 80
inkl.

65lm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

700mA

50‘000h
L80

3W

IP65 CRI 80
inkl.

55lm
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L8 Rondo recessed light IP65

Asymmetrical light pattern

25817-005-70	 aluminium silver		
Accessories
25817-005-99	 Concrete housing	

115 mm 106 mm

 6.5 mm

 1
11

 m
m

  106 mm

90
 m

m

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

115 mm 106 mm

 6.5 mm

 1
11

 m
m

  106 mm

90
 m

m

Concrete Housing suitable 
for exposed concrete

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

700mA

50‘000h
L80

3W

IP65 CRI 80
inkl.

65lm

L9 Recessed light IP65

180-204-70	 Aluminium anthracite ~RAL 7016 	
Accessories
180-204-98	 Stainless steel cover brushed
180-204-99	 Concrete housing	

84 mm200 mm

15
0 

m
m

80 mm

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

84 
188

13
8

Concrete Housing suitable 
for exposed concrete

Asymmetrical light pattern

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
230V

350mA
3000K

100°

50‘000h
L80

10W

IP65 CRI 80
inkl.

320lm

L9 with stainless steel 
cover brushed
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660-113-70	 aluminium incl. ground spike	

Recommended Power Supply
27440-350-04	 Power supply 350mA IP68 On/Off	

Recommended accessories
29634-000-00	 Screw terminal 3P, IP68		

Nano LED earth spike light IP67

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

500mA 3000K 50‘000h
L70

2W

CRI 80
exkl.

120lm

180-203-70	 aluminium incl. ground spike	

Recommended Power Supply
043-500-04	 Power supply 350mA, IP65	

Recommended accessories
29634-000-00	 Screw terminal 3P, IP68     

3 meter connection cable
Series circuit with several lamps

Mini LED earth spike light IP67

68 mm

16
3 

m
m

68
 m

m

54
 m

m 13 0 °

UF 
8.5-11V

3 meter connection cable
Series circuit with several lamps

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

4W 3000K

IP67
40°

50‘000h
L70

350mA

CRI 80
exkl.

250lm

1 3 0 °

40 m
m

72
 m

m

65 mm

16
0 

m
m

UF 
2-5V

IP67
24°
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Spike II Medium earth spike light IP67

5 meter connection cable

5 meter connection cable

Spike II Mini earth spike light IP67

180°150°

120°

90°

60°

30°0°30°

120°

90°

60°

150°

1200

800

  400

1600

1800

Light distribution

180-200-70	 aluminium anthracite  ~RAL 7016 
	 incl. ground spike
Optional
EM-672-009-108	 Plug type 12, black,
	 IP54, fully assembled      

220 mm
156 mm

43
2 

m
m

80
 

90°

45°

180°150°

120°

90°

60°

30°0°30°

120°

90°

60°

150°

1500

1000

  500

2000

2500

Light distribution 

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

24°

50‘000h
L70

3W

IP67 CRI 80
inkl.

250lm

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

30°

50‘000h
L70

7.5W

IP67 CRI 80
inkl.

800lm

199 mm
135 mm

41
2 

m
m

60
 90°

45°

180-201-70	 aluminium anthracite  ~RAL 7016 
	 incl. ground spike
Optional
EM-672-009-108	 Plug type 12, black,
	 IP54, fully assembled
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Spike II Maxi earth spike light IP67

281 mm
201 mm

62
7 

m
m

11
6 

90°

45°

180°150°

120°

90°

60°

30°0°30°

120°

90°

60°

150°

1500

1000

  500

2000

2500

Light distribution 

5 meter connection cable

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

30°

50‘000h
L70

13W

IP67 CRI 80
inkl.

1100lm

180-202-70	 aluminium anthracite ~RAL 7016 
	 incl. ground spike
Optional
EM-672-009-108	 Plug type 12, black,
	 IP54, fully assembled

Spike II Medium surface-mounted light IP67

With mounting rosette, through wiring

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

30°

50‘000h
L70

7.5W

IP67 CRI 80
inkl.

800lm

180°150°

120°

90°

60°

30°0°30°

120°

90°

60°

150°

1500

1000

  500

2000

2500

Light distribution 

155 mm

80
 

20
8 

Ø111 mm

355°

90°

45°

180-209-70	 aluminium anthracite  ~RAL 7016 	
	 incl. mounting rosette 

Through wiring
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   Information
• Including connection cable 1m (3 x 1.0mm2)
• Swivelling 270°
• protective glass half diffused

180-010-70	 aluminium grey ~RAL 9006	 10W	   900lm
180-020-70	 aluminium grey ~RAL 9006	 20W	 1800lm	
180-030-70	 aluminium grey ~RAL 9006	 30W	 2700lm	

Accessories
290-100-00	 aluminium ground spike			 

Flood light 10W - 30W, IP65

flat, compact, swivelling 270°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K

90°

40‘000h
L70

10-30W

IP65 CRI 80
inkl.

900-
2700lm

134 mm

12
1 

m
m

37

28

164 mm 48

13
8 

m
m

39

187 mm 50

15
7 

m
m

41

10 Watt

20 Watt

30 Watt
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   Information
• Including connection cable 1m (3 x 1.0mm2)
• Impact resistance IK 07
• Swivelling ±90°
• Floodlight with reflector technolog

Floodlight Pro 25 - 100W, IP65

new innovative design

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

230V 3000K
4000K

60°

35‘000h
L70

25-
100W

IP65 CRI 80
inkl.

2200-
9200lm

180-025-70	 aluminium grey	 ~RAL 9006	   25W	 2200lm	
180-045-70	 aluminium grey	 ~RAL 9006	   45W	 4100lm	
180-070-70	 aluminium grey	 ~RAL 9006	   70W	 6600lm	
180-100-70	 aluminium grey	 ~RAL 9006	 100W	 9000lm	

180-025-40	 aluminium grey	 ~RAL 9006	   25W	 2250lm	
180-045-40	 aluminium grey	 ~RAL 9006	   45W	 4200lm	
180-070-40	 aluminium grey	 ~RAL 9006	   70W	 6750lm	
180-100-40	 aluminium grey	 ~RAL 9006	 100W	 9200lm	

170mm

25
3m

m

45mm

19
0m

m
20

220mm

31
0m

m 24
0m

m
25

50mm

250mm

35
5m

m 28
0m

m
25

60mm 250mm

35
5m

m 28
0m

m
25

60mm

100 Watt70 Watt45 Watt

25 Watt

100 Watt

45/70 Watt

25 Watt

3000K

4000K
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Via LED Recessed ground light IP67
one / two / three

180-205-70 	 Via LED one 	 5lm 	 Stainless steel incl. panel jack 	
180-206-70 	 Via LED two 	 10lm 	 Stainless steel incl. panel jack 	
180-207-70 	 Via LED three 	15lm 	 Stainless steel incl. panel jack  	
180-208-70 	 Via LED 	 80lm 	 Aluminium incl. panel jack 	

Recommended Power Supply
27440-350-04	    Power supply unit  350 mA, IP68, On/Off		

Recommended accessories
29634-000-00	   Screw terminal 3P, IP68	

30285-000-00	   branch screw terminal 3-pole IP68	

5 meter connection cable
Series circuit with several lamps

UF 
3-4V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3000K

IP67
60°

50‘000h
L70

350mA

CRI 80
exkl.

5-
80lm

1.2W

 Ø 39 mm

 Ø 47 mm

90
 m

m

 Ø 47 mm

 Ø 39 mm

 Ø 47 mm

90
 m

m

 Ø 47 mm

 Ø 39 mm

 Ø 47 mm

90
 m

m

 Ø 47 mm

 Ø 42 mm

 Ø 42 mm

 Ø 39 mm

90
 m

m

Via LED one Via LED two Via LED three Via LED

180-205-70 
Via LED one

180-206-70 
Via LED two

180-207-70 
Via LED three180-208-70 

Via LED

Panel jack
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Rivo LED recessed ground light square IP65 

Rivo LED recessed ground light round IP65 

5 meter connection cable
Series circuit with several lamps

5 meter connection cable
Series circuit with several lamps

25817-019-70	 Aluminium			 
25817-018-99	 Panel jack aluminium	

Recommended Power Supply
27440-700-04	 Power supply unit 700mA IP68 On/Off

Recommended accessories
29634-000-00	 Screw terminal 3-pin IP68

   Information
• Dimmable upon request (Dali or 1-10 V)

25817-018-70	 Aluminium						   
25817-018-99	 Panel jack aluminium	

Recommended Power Supply
27440-700-04	 Power supply unit 700mA IP68 On/Off

Recommended accessories
29634-000-00	 Screw terminal 3-pin IP68 

64 mm

 5
3 

m
m

Bohrloch 56 mm  Ø 90 mm

 7
6 

m
m

 Ø 60 mm

 Ø 64 mm

 5
3 

m
m

Bohrloch 56 mm  Ø 90 mm

 7
6 

m
m

 Ø 60 mm

UF 
3-5V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3000K

IP65
65°

50‘000h
L70

700mA

CRI 80
exkl.

150lm3W

UF 
3-5V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3000K

IP65
65°

50‘000h
L70

700mA

CRI 80
exkl.

150lm3W

<<Indoor no walk over>>

<<Indoor no walk over>>

Bore hole 56 mm

Bore hole 56 mm

   Information
• Dimmable upon request (Dali or 1-10 V)
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Mini LED recessed ground light IP67

660-111-70	 Aluminium					  
660-011-99	 Panel jack made of plastic	

Recommended Power Supply
27440-350-04	 Power supply unit 350mA IP68 On/Off	

Recommended accessories
29634-000-00	 Screw terminal 3pin, IP68             

Maxi LED recessed ground light IP67

660-112-70	 Aluminium					  
660-012-99	 Panel jack made of plastic

Recommended Power Supply
27440-500-20	 Power supply unit 500mA IP68 On/Off	

Recommended accessories
29634-000-00	 Screw terminal 3pin, IP68              

   Information
• Dimmable upon request (Dali or 1-10 V)

   Information
• Dimmable upon request (Dali or 1-10 V)

3 meter connection cable
Series circuit with several lamps

3 meter connection cable
Series circuit with several lamps

 Ø 103 mm

10
0 

m
m

 Ø 82 mm

 Ø 68 mm

 Ø 90 mm

71
 m

m
52

 m
m

10
0 

m
m

 Ø 90 mm

 Ø 68 mm

12
0 

m
m

18
0 

m
m

 Ø 82 mm

 Ø 103 mm

UF 
8.5-11V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3000K

IP67
15°

50‘000h
L70

350mA

CRI 80
exkl.

250lm4W

UF 
20-25V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3000K

IP67
20°

50‘000h
L70

500mA

CRI 80
exkl.

800lm11.5W
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Floor LED recessed ground light IP67 square

26524-012-70	 aluminium/stainless steel		
26524-011-99	 Panel jack made of plastic	

swivelling, 3 meter connection cable

Floor LED recessed ground light IP67 round

swivelling, 3 meter connection cable

26524-011-70	 aluminium / stainless steel		
26524-011-99	 Panel jack made of plastic	

14
0

125

113
125

11
0

13
514

5

125

14
0

125

113
125

11
0

13
514

5

125

2x20°
Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3000K

25°

50‘000h
L70

3x1W

CRI 80
inkl.

214lm230V

IP67

14
0

125

113
125

11
0

13
5

14
5

125

14
0

125

113
125

11
0

13
5

14
5

125

2x20°

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3000K

25°

50‘000h
L70

3x1W

CRI 80
inkl.

214lm230V

IP67
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Line LED 28W Batten luminaire

Top in efficiency and installation

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
28W

700mA
3200lm
3400lm

CRI 80

inkl.

50‘000h
L80

3000K
4000K

185-003-70 	 white ~RAL 9016	 3000K
185-003-40	 white ~RAL 9016	 4000K

   Information
• Easy to assemble LED batten luminaire
• Good efficiency >100lm / W
• Ready for through wiring

IP20

Line LED 38W Batten luminaire

Top in efficiency and installation

120°
UF 

34V

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 
38W

700mA
4400lm
4600lm

CRI 80

inkl.

50‘000h
L80

3000K
4000K

IP20 120°
UF 

34V

65

74

1500 
920

Ø 20

1067

44

65

74

1200 
720

Ø 20

 877

44

   Information
• Easy to assemble LED batten luminaire
• Good efficiency >100lm / W
• Ready for through wiring

185-005-70 	 white  ~RAL 9016	 3000K
185-005-40	 white  ~RAL 9016	 4000K
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Top in efficiency and installation

185-149-40 	 grey polycarbonate	   

   Information
• Wet light completely made of polycarbonate
• Stainless steel fasteners
• Homogeneous illumination with LED board
• Ceiling / chain hanging / wall mounting, observe 
   instructions for outdoor installation
• Feed from the front or from above
• 5-pole mains terminal without tools
• Ready for through wiring

185-159-40 	 grey polycarbonate	   

Top in efficiency and installation

   Information
• Wet light completely made of polycarbonate
• Stainless steel fasteners
• Homogeneous illumination with LED board
• Ceiling / chain hanging / wall mounting, observe 
   instructions for outdoor installation
• Feed from the front or from above
• 5-pole mains terminal without tools
• Ready for through wiring

Brina LED 49W IP66

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

49W 6060lm CRI 80

inkl.

50‘000h
L704000K

IP66

Brina LED 59W IP66

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

59W 7180lm CRI 80

inkl..

50‘000h
L704000K

IP66

1127 mm

700 mm

145

10
0

11
1

1452 mm

940 mm

145

10
0

11
1

1127 mm

700 mm

145

10
0

11
1

1452 mm

940 mm

145

10
0

11
1
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Exit LED ceiling / wall light

homogeneous light distribution

185-001-60 	 white ~RAL 9016	    

Accessories:
185-001-98	 Spare battery pack	
	 Ni-Mh 3.6V
Side wall bracket
185-001-99	 white ~RAL 9016	    

   Information
• 30m EN 1838, 15m VKF
• Autotest and Manual Test
• Emergency signage with single battery 3.6V Ni-Mh
• Charging time: 24 hours
• Emergency operation: 3 hours
• Ceiling / wall mounting
• Lateral wall mounting with accessories
• Continuous operation / standby mode

All pictograms 2x and 1x white
Cover included, interchangeable:

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3.5W CRI 70 >15cd/m2

inkl..

40‘000h
L706000K

330 mm

24
8 

m
m

19
3 

m
m

55
 m

m

45 mm

14.7 mm

IP 20 EN1838
30m
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Exit LED Ceiling / wall light with wire suspension

185-002-60 	 white ~RAL 9016	    

Accessories:
185-001-98	 Spare battery pack	
	 Ni-Mh 3.6V		
Side wall bracket
185-001-99	 white ~ RAL 9016	

All pictograms 2x and 1x white
Cover included, interchangeable:

   Information
• 30m EN 1838, 15m VKF
• Autotest and Manual Test
• Emergency signage with single battery 3.6V Ni-Mh
• Charging time: 24 hours
• Emergency operation: 3 hours
• Ceiling / wall mounting
• Lateral wall mounting with accessories
• Continuous operation / standby mode

homogeneous light distribution

Diese Leuchte 
enthält eingebaute 
LED-Lampen.

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden

unexLED 

3.5W CRI 70

inkl.

40‘000h
L706000K

330 mm

24
8 

m
m

19
3 

m
m

55
 m

m

45 mm

14.7 mm

max.
1000mm

IP 20
EN1838

30m

>15cd/m2

max.
1000mm
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Power supply unit 24V with connection terminals

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

Table top power supply unit 24V

with plug

Power Supply Unit 24V

with plug

PS-V24-W24-X2           24V     24W     7.1 x 3.4 x 5.0 

MW-TNG-60-24           24V     60W     125.0 x 50.0 x 31.5	

230V IP2024V

230V 24V

max.
1A

IP20max.
2.5A

OS-20W-24V-M1     20W     109.0 x 50.0 x 35.0    

0-
0.84A

IP20230V 24V
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SE-T20W-24V     20W     166.0 x 40.0 x 14.0     
SE-T30W-24V     30W     151.0 x 41.0 x 31.0     

SE-T30-24VFG    30W     247.0 x 29.8 x 16.0    

SE-T30W-24V

SE-T20W-24V

SE-T30-24VFG

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

0 - 0,84A

0 - 1,25A

0 - 1,25A

IP20230V 24V

200-001-040	 40W	 1.67A	 150.0 x 53.0 x 35.0	
200-001-060	 60W	 2.50A	 150.0 x 53.0 x 35.0	
200-001-090	 90W	 3.75A	 171.0 x 63.0 x 37.5	
200-001-120	 120W	 5.00A	 191.0 x 63.0 x 37.5	

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP67230V 24V

200-002-150	 150W	   6.30A	 219.0 x 63.0 x 35.5	
200-002-240	 240W	 10.00A	 244.0 x 71.0 x 37.5	

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP65230V 24V

Power supply unit 24V with connection terminals

Power supply units 24V with connection cable

Power supply units 24V with connection cable
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Power supply unit 24V 60W with connection terminals

Power supply unit 24V 100W with connection terminals

Dimmbox Dali / 1-10V / touch dimming

Multi dimmer

Recommended accessories
NTL-4160LTXXABD	 Cover cap 2pc Set

Recommended accessories
NTL-4160LTXXABD	 Cover cap 2pc Set

Recommended accessories
NTL-4160LTXXABD	 Cover cap 2pc Set

NTL-4164-LT60           

NTL-4163-LT100            

NTL-4133DIMMBOX           

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20

L 240
B  30
H  21

60W
2.50A

IP20

L 305
B  30
H  24

100W
4.17A

IP20

24V

L 153
B  30
H  21

max.
5A 1-10V Dali

230V 24V

230V 24V
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Even in the case of the highest-quality 
converters with phase section and phase 
section dimming on the mains/network 
side, interference by network signals etc., 
cannot be completely excluded.

   Information
• Recommended rotary dimmer
   Feller Universal dimmer E-No. 548 832 600

Power Supply 24V 60W / dimmable 1-10V

25798-060-01       

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20
L 280
B  30
H  21

60W
2.50A 1-10V230V 24V

Power Supply 24V dimmable phase cut

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

230V 24V

   Information
• Recommended rotary dimmer
   Feller Universal dimmer E-No. 548 832 600

IP20

200-003-050	 50W	  2.08A	 184.0 x 61.0 x 32.0	
200-003-100	 100W	  4.17A	 210.0 x 67.0 x 34.0	

50W
100W

Power Supply 24V IP67 
dimmable phase cut

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

230V 24V

IP20

200-003-200	 200W	  8.33A	 249.0 x 72.0 x 40.0

200W

Even in the case of the highest-quality 
converters with phase section and phase 
section dimming on the mains/network 
side, interference by network signals etc., 
cannot be completely excluded.

50W

100W
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Mini LED Power unit On /Off
350mA / 500mA / 700mA

043-350-20      350mA     
043-500-20      500mA     
043-700-20      700mA     

350mA / Uout  2 - 58V
500mA / Uout  2 - 40V
700mA / Uout  2 - 29V
meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20
L 113
B 44
H  28

max. 
20W

350mA
500mA
700mA

230V

Constant current source 700mA / 900mA

25817-015-00    700mA    
25817-016-00    900mA    

700mA Uout 25 - 50V
900mA Uout 23 - 47V
meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20

700mA
max. 
35W

L 159.4
B 82.0
H  34

900mA
max. 
42W

230V

Power supply unit with 4-channel Dali dimmer

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20
L 345
B 32
H  22

230V 24V
50W
80W

200-010-050 	 (15 - 50W) 	
200-010-080	 (30 - 80W)	



Power supply units and controls

unexLED.com 233

15

Information
Even in the case of the highest-quality converters with phase section 
and phase section dimming on the mains/network side, interference by 
network signals etc., cannot be completely excluded.

Information
Even in the case of the highest-quality converters with phase section 
and phase section dimming on the mains/network side, interference by 
network signals etc., cannot be completely excluded.

Mini LED Power unit 12W 
dimmable trailing-edge phase

043-350-12         350mA         
043-500-12         500mA         

Mini LED Power unit 18W 
dimmable trailing-edge phase

043-350-18         350mA         

350mA Uout 16 - 35V / 500mA Uout 12 - 24V
meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20

350mA
500mA

L 100
B  40
H  22

max.
12W

043-350-12

043-500-12

230V

Uout 15 - 52V 
meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20

350mA

L 113
B  44
H  28

max.
18W

230V

Mini LED Power unit 9W 
dimmable trailing-edge phase

043-350-09         350mA         

Uout 11 - 26V 
meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20

350mA

L 98
B  39
H  22

max.
9W

230V

Information
Even in the case of the highest-quality converters with phase section 
and phase section dimming on the mains/network side, interference by 
network signals etc., cannot be completely excluded.



unexLED.com

Power supply units and controls

234

Constant current source 350mA / 15W IP68

Constant current source 350mA / 8W IP68

Constant current source 350mA / 4W IP68

27440-350-15     

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

Uout 15 - 44V

27440-350-08     

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

Uout 9 - 24V

IP68

350mA

L 79.0
B 41.5
H  24.0

max.
8W

IP68

350mA

L 122.0
B 41.0
H  23.0

max.
15W

230V

230V

27440-350-04     

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

Uout 3 - 11V

IP68

350mA

L 79.0
B 41.5
H  24.0

max.
4W230V
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Constant current source 500mA IP68

Constant current source 700mA IP68

27440-500-20     

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

Uout 24 - 48V

27440-700-04     

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

Uout 3 - 5V

IP68

500mA

L 122.0
B 45.5
H  28.5

max.
24W

IP68

700mA

L 79.0
B 41.5
H  24.0

max.
4W230V

230V

Constant current source 500mA / 700mA IP65

043-500-04      500mA     
043-700-04      700mA     

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

500mA Uout 2 - 8V / 700mA / Uout 2 - 6V 

IP65

500mA
700mA

L 54
B 27
H  21

max.
4W230V
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Multi constant current Dimmer 50W

556-050-50           

Dali, 1-10V or push dimming
DIP SWITCH Position 6 5 4 3 2 1

25W  350mA    2-74V – – – – – –
35W  500mA    2-72V ON – – – – –
39W  550mA    2-72V – ON – – – –
46W  650mA    2-72V ON – – ON – –
50W  700mA    2-71V ON ON – – – –
50W  750mA    2-66V – ON ON – – –
50W  850mA    2-58V ON – – – ON –
50W  900mA    2-55V ON ON ON – – –
50W  1050mA  2-48V ON ON ON ON – –
50W   48V        1.05A ON ON ON ON – ON

Recommended accessories
HU-63969		  synchronization cable 	    

Multi constant current Dimmer 20W

556-020-50           

Dali
CONSTANT CURRENT Dip switch

Watt Voltage Power 1 2 3 4

10W max. 43V 250mA – – – –
15W max. 43V 350mA – – – ON
17W max. 43V 400mA – – ON –
18W max. 43V 450mA – ON – –
20W max. 40V 500mA – – ON ON
20W max. 38V 550mA – ON – ON
20W max. 33V 600mA – ON ON –
20W max. 28V 700mA – ON ON ON

CONSTANT VOLTAGE

16W 24V max. 700mA ON ON ON ON

Dali

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20
L 110.4
B 52
H  22

max.
20W

IP20
L 124
B 79
H  22

max.
50W

230V

230V
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Multi constant current Dimmer 60W

Dali or push dimming

MW-LCM-60D           

Vdc Power Output 1 2 3 4 5 6

2-90V 500mA max. 45W – – – – – –
2-90V 600mA max. 54W ON – – – – –

2-86V 700mA max. 60W ON ON – – – –
2-67V 900mA max. 60W ON ON ON – – ON
2-57V 1050mA max. 60W ON ON ON ON – ON
2-42V 1400mA max. 60W ON ON ON ON ON ON

Recommended accessories
MW-LCM-SYNC-CON	 synchronization cable	    

Multi constant current Dimmer 40W 

Dali or push dimming

MW-LCM-40D           

Vdc Power Output 1 2 3 4 5 6

2-100V 350mA max. 35W – – – – – –
2-80V 500mA max. 40W ON – – – – –
2-67V 600mA max. 40W ON ON – – – –
2-57V 700mA max. 40W ON ON ON – – ON
2-46V 900mA max. 40W ON ON ON ON – ON
2-40V 1050mA max. 40W ON ON ON ON ON ON

Factory setting is 300mA

Recommended accessories
MW-LCM-SYNC-CON	 synchronization cable 	    

Factory setting is 700mA

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20

230V

L 123.5
B 81.5
H  23.0

max.
40W

IP20
L 123.5
B 81.5
H  23.0

max.
60W

230V
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Dali dimmer with Push dimming function

OS-R8540-1024V     

uniform dimming

NTL-05016-CI       

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

   Information
• Factory setting is 350mA

   NTL-05011-I2          

Switchable from 12V, 24V

Button dimming only possible with 
Eltako SDS61 / E-No. 428790906

Vdc Power Output 1 2 3 4 5 6

6-42V 350mA max. 15W x 0 0 1 0 1
6-40V 500mA max. 20W x 1 1 1 0 1
6-28V 700mA max. 20W x 0 1 0 1 1
6-22V 900mA max. 20W x 0 0 1 1 1
6-20V 1000mA max. 20W x 1 0 1 1 1
6-19V 1050mA max. 20W x 0 1 1 1 1
6-16V 1200mA max. 20W x 1 1 1 1 1

Multi LED power supply unit 1-10V / Push dimming

Uout 3 - 43V
Adjustable from 110 - 500mA 
meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

Button dimming only possible with 
Eltako SDS61 / E-No. 428790906

meets standard
EN 61000-3-2 Class C,
EN 61347, EN 61547

IP20

230V

L 111.0
B 52.0
H  23.5

150-
1200mA

max.
20W

IP20
L 108.0
B 52.0
H  23.5

230V
110-

500mA
max.
20W

IP20
L 172
B 42
H  20

10-24V
max. 5A
/120W

Multi LED power supply unit 1-10V / Push dimming 
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RGB / RGBW remote controller

Range max. 20 meters
4 x 192W bei 24V 
incl. batteries

25716-001-99	 Controller / receiver	
25716-002-99	 Remote control	

FG-550-092-110   Control unit	
      550-094-  50   Potentiometer	

PWM dimming module 1-10V

uniform dimming
240W bei 24V

550-094-50

FG-550-092-110

IP20
L 147
B 37
H  21

10-40V 10A1-10V

10 kΩ

25716-002-99

25716-001-99

RGB / 
RGBW

L 170
B 59
H  29

12-36V 4x8A

FunkIP20

Matching power supply units can be found on pages 228-229



unexLED.com

Power supply units and controls

240

Controller for wireless pushbutton

Range max. 20 meters
4 x 192W à 24V

25716-005-99   Controller to wireless pushbuttons      	

   Information
• Compatible with wireless pushbutton for 1 zone   (25716-003-99)
• Compatible with wireless pushbutton for 2 zones (25716-004-99)
• Dimmable

Matching power supply units can be found on pages 228-229

25716-003-99   white, wireless pushbutton for 1 zone  
25716-004-99   white, wireless pushbutton for 2 zones

Wireless pushbutton for 1 Zone / 2 Zones

   Information
• Compatible with control unit for radio button (25716-005-99)
• dimmable for a monochromatic light

L 86
B 86
H  13.8

Funk

L 168
B 58
H  29

12-36V 4x8A

FunkIP20

Portée 20 mètres max.
Batteries incluses
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Matching power supply units can be found on pages 228-229

Tunable White Wireless Controller

Range max. 20 meters
4 x 120W at 24V 
incl. batteries

25716-007-99	 controller / receiver
25716-006-99	 remote control

   Information
• Navigate as possible on the remote control 
   or button

Button module / Bluetooth dimming actor
Phase cut

Range ca. 20 meters

210-001-00	  

230V

L 45
B 45
H  22

max.
300W

IP20

   Information
• Compatible with push button E-no. 554 528 000 (EBT: 50 mm)
• Compatible with unexLED phase section power supply units
• APP for IOS & Android in APP Store
• fits in UP socket E-no. 372 002 929

25716-006-99
(L/W/H = 141/35/9)

25716-007-99
(L/W/H = 178/46/22)

2700- 
6500K

L 178
B 46
H  22

12-36V 4x5A

Funk
868MHz

IP20
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M-990-2	 Sample bag aluminium profiles with covers 

290-001-00        Rope suspension set 			              	
                          Length 2000mm, Ø 1.0mm 
                          incl. ceiling attachment                         
                         
suitable for mounting profile Linea and H-profile (no additional power cable needed)

3471-000-00        Connection terminal N-EZ-L, 16A	 0.5 – 2.5mm²    	

29634-000-00              L = 115, Ø = 26.5, M20	 1.5 – 4.0mm²    		

30285-000-00              Branch screw terminal 3-pole, IP68 	           	
	

WA-SMD-1P-0401       SMD terminal strip 1P                    0.2 – 0.75mm²   	

WA-SMD-2P-0402      SMD terminal strip 2P                    0.2 – 0.75mm²

EM-156-070-004         luminaire terminal WAGO 2P	 0.08-4.0mm²     		

EM-157-812-384         luminaire terminal WAGO 3P 	 0.08-4.0mm²     		

EM-157-812-484         luminaire terminal WAGO 5P 	 0.08-4.0mm²     		

CI-592-512-000   1 roll = Length: 33m / Width: 12mm / thickness: 1.1mm
CI-595-219-000   1 roll = Length: 33m / Width: 19mm / thickness: 1.1mm

Aluminium profiles

SMD terminal strip

Screw terminal 3P, IP68

Connection terminal 

Rope suspension Current feed integrated in suspension cable

Mounting tape 3M double-sided 

Luminaire terminal WAGO
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Silicone adhesive sealant 90ml

Fixture cable Tdf

Connection cable

6-fold distributor

Extension cable

25958-120-07     	 Silicone adhesive sealant 90ml / transparent 

EM-119-016-109	 Fixture cable Tdf, 3x1mm²,      	            		
	 2m white with type 12 connector

RI-111-909-99	 Connection cable, black		             	
	 with male/female connection 
	 each 290-300mm

23294-101-99	 6x distributor with 1 m cable, 		             	
	 white; 6-24V DC / max. 3A

OP-9907799	 Extension cable 2000mm 12V / 24V,            	            		
white with male / female connection, max. 3A

Distributor box IP67 / sealing compound
290-101-00	 Distributor box IP67 
	 L/W/H: 86/102/35mm

290-102-00	 Distributor box IP67
	 L/W/H: 140/186/69mm

290-103-00	 Sealing compound Magic Fluid 170ml
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Checklist Configuration Profile

Profile Type  Size Cover End caps

Determine length in mm

Output Light colour

Cable outlet 
front side from below laterally

Determine cable length in mm

Determine positioning laterally in mm

CRI

Step 1	 Select profile based on the application

Step 2	 Select LED strips

Step 3	 Select cable length / cable entry

22.6

17.6

8.
5

22.6

17.6

15
.6

9.6
W/m

14.4
W/m

20.1
W/m

24.0
W/m

19.2
W/m 2200K 2700K 3000K

4000K 6500K RGB RGBW

CRI 80

CRI 90

2500K
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about 2 mounting brackets per meter Current feed integrated in suspension cable

1-10V, Dali, button dimming

Remote control

RGB / RGBW remote control

If required and for complex applications we are happy to advise you.

Step 4	 Select power supply unit (On/Off)

LLED Length x LED Power (Watt)
= Total watts for power supply unit

Step 5	 Select Controller / Dimming

Step 6	 Select Accessories

Mounting brackets Cable suspension

90W
IP67

40W
IP67

60W
IP67

240W
IP65

120W
IP65

150W
IP65

1-10V Dali

Funk

RGB RGBW

20W
IP20

30W
IP20

R.C
Gradable par découpage de phase
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Protection class II

Operating voltage

Luminous flux

Wattage
Lights incl. power supply unit = System performance
Lights excl. power supply unit = LED chip performance

Colour temperature in Kelvin

Length / width / height in mm

IP protection class

Swivelling

On / Off

Pendulum length in mm

Ø Canopy in mm

Beam angles

Rotating

Dimmable

incl. / excl. power supply unit

Suitable for mounting on e.g. 
wood or wood-based materials

DIM PWM

Phase cut dimmable

   Information
• Upon publication of this catalogue, all previously published prices lose their validity.
• We reserve the right for pricing, design and dimension changes and changes of the product range.
• Illustrations and specifications are non-binding with respect to colour, shape and design.
• The general terms and conditions of Unex Dakota AG apply. (www.unexled.com)
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LED 1

-

LED 2LED 3LED 4

 

+

LED 1

-

LED 2LED 3LED 4
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230V

1W

310lm

3000K

IPxx

L 180
B  90
H  70

25°

1000

Ø 50

inkl.

50 mm
Cutting unit in mm

Color
Bin

Colourfastness Code

Colour rendering indexCRI

Series switching

UGR
<19

Glare evaluation
The lower the UGR value, the lower
is the glare

Forward voltage in volts
(with LED chip)

Emergency light

Uout

UF

Output voltage in Volt
(with LED control gear)

DIM PWM

R.C

Life of the LED 
(see GTS, Section 5.5)

50‘000h
L70

Gamut Area Index
Saturation of colours by Gamut Area IndexGAI

 

 

 

+

LED 1
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LED 2LED 3LED 4

 

+

LED 1

-

LED 2LED 3LED 4
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+ -

or

Parallel connection
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GENERAL TERMS AND CONDITIONS OF BUSINESS
AGBs) OF UNEX DAKOTA AG, 2016 Version

1	 General matters
1.1	 The legal relations between Unex Dakota AG and the orderer and/or purchaser 

(hereafter referred to as “Customer”) are first of all based on written agreements 
entered into in an individual instance. If no such differing individual agreements 
have been entered into, then these General Terms and Conditions (AGBs) cons-
titute the exclusive basis for all transactions entered into between Unex  Dakota 
AG and the Customer. Differing business or purchase conditions of the Customer 
or third parties are therefore only valid if and to the extent that they have been 
expressly acknowledged by Unex Dakota AG in writing. A Customer’s reference 
to its own terms and conditions of business is hereby expressly controverted 
by Unex Dakota AG. If the Customer disagrees with these rules, then it must 
promptly inform Unex Dakota AG in writing thereof. In the case of such a written 
objection thereto, Unex Dakota AG reserves the right to countermand its offers 
and deliveries without compensation therefor and without the Customer being 
able to derive claims of any kind whatsoever therefrom.

1.2	 A contract is formed if Unex Dakota AG accepts the order of a Customer in 
writing, by fax, or electronically (order confirmation). Unex Dakota AG is free to 
reject orders without giving reasons therefor.

1.3	 If one of the foregoing provisions should be or become invalid, the validity of the 
remaining contractual provisions remains unaffected thereby. Under such cir-
cumstances the meaning of the invalid provision is to be reinterpreted or supple-
mented so that the intended economic or legal purpose of the original provision 
is attained. 

1.4	 The current version of the AGBs replaces all previous ones. 

2	 Technical regulations
2.1	 In the absence of an agreement to the contrary, Unex Dakota AG conforms to 

currently valid Swiss technical regulations.
2.2	 The Customer is to ensure that it is in compliance with the relevant technical 

regulations at the place of use. If these differ from Swiss regulations, then at the 
time of placing its order the Customer is to request the necessary modifications 
in a detailed fashion and in writing.

3	 Delivery conditions
3.1	 In the absence of agreements to the contrary, delivery deadlines and dates are 

to be regarded as approximations. They are dependent on the availability of the 
products ordered at the plant of Unex Dakota AG in Zurich.

3.2	 Delivery deadlines begin to run upon contract conclusion (Number 1.2) and as 
soon as any advance payments or securities have been undertaken, all technical 
issues have been cleared up, and any regulatory requirements have been met.

3.3	 Delivery deadlines are extended as appropriate if the Customer does not meet 
or is late in meeting its duty of cooperation or payment or when delays occur 
due to force majeure, official measures, interruption of operations, defects in 
machinery, or because of delayed or incorrect supplies of raw materials, as well 
as semi-finished or finished articles.

3.4	 If the Customer is behind in an advance payment or in a payment arising out of a 
prior delivery, then Unex Dakota AG 

	 is forthwith entitled to defer carrying out new orders or to hold them back in 
whole or in part until all past due payment obligations have been met.

3.5 	 If a certain delivery date is agreed upon, then Numbers 3.2 to 3.4 apply by analo-
gy.

3.6	 Late delivery does not entitle the Customer to a right to rescind or to any claims 
for a reduction of price or for damages (either direct or indirect). Any liability on 
the part of Unex Dakota AG or its auxiliary personnel is excluded to the extent 
statutorily permissible.

3.7	 Unex Dakota AG is entitled to render partial deliveries. It is to bear any additional 
logistical costs incurred thereby unless these partial deliveries are undertaken 
due to the absence of cooperation or payments that are in arrears on the part of 
the Customer or are undertaken at the Customer’s wish. 

3.8	 Benefits and risks pass to the Customer as soon as the delivery and/or partial 
delivery is made available for pick-up by the Customer and/or its carrier at the 
Unex Dakota AG factory and the Customer has been informed of this date. 

4	 Prices and conditions of payment
4.1	 Prices put forth by Unex Dakota AG in its catalogues and price lists, its web site, 

or in its online shop are suggested prices and as such are not binding.  The right 
to changes in price, the range of goods, and to products themselves is reserved 
at all times. Orders, including those made using the online ordering system, as 
well as orders and “order confirmations” of the CUSTOMER, are to be regarded 
as mere offers up to the time of CONTRACT CONCLUSION. 

4.2	 Prices first become binding when put forth in a concrete offer or in an order con-
firmation. Unless other arrangements have been made in the offer or the letter 
accompanying it, then offers, at the longest, are valid for 3 months from the date 
of issue. If the Customer orders fewer items than put forth in the offer, then the 
right is reserved to impose reduced quantity or other surcharges.

4.3	 All Unex Dakota AG prices are net (excluding VAT) ex-factory  
	 at Unex Dakota AG, in Zurich, Switzerland (“ex works,” in accordance with In-

coterms 2010).
4.4 	 All costs associated with packaging, transport, insurance, public charges and 

fees (e.g. VAT, customs, export, passage in transit and other authorizations, etc.) 
are not included in prices and are to be borne by the Customer. If Unex Dakota 
AG advances these costs, they are to be reimbursed to it by the Customer.

4.6 	 If not agreed to otherwise, invoices are immediately due and to be paid by the 
Customer without any deductions. Unex Dakota AG retains the right to request 
partial or full advance payment. For private customers either prepayment by bank 
or PayPal applies. 

4.7	 Payment dates are also to be complied with if delivery, transport, pick-up or in-
stallation of the delivery is delayed or rendered impossible due to reasons for 
which Unex Dakota AG is not responsible. The same applies if individual pro-

ducts are missing or defective.
4.8	 If a customer has several outstanding accounts, then Unex Dakota AG is entitled, 

notwithstanding instructions of the Customer to the contrary, to first credit the 
oldest outstanding account (s).  

4.9	 The Customer acknowledges that the use of any claims against Unex Dakota 
AG for advance payments or payments for deliveries is excluded. Excepted he-
refrom are Customer claims that have been expressly acknowledged in writing 
for purpose of set-offs by Unex Dakota AG or through the final determination of 
a court of law. 

4.10	 Default interest of 8% p.a. is to be paid by the Customer in the case of late pay-
ments, even without the giving of advance notice thereof. Upon CUSTOMER’S 
default in payment Unex Dakota AG is entitled to have collection undertaken by 
a third party at the Customer’s cost. Any objections concerning invoices are to 
be brought in writing within 14 calendar days of the receipt thereof, otherwise 
invoices are regarded as acknowledged. 

4.11	 Unex Dakota AG remains owner of the entire delivery until complete payment 
(including any ancillary costs and default payment interest). The buyer is not per-
mitted to dispose of goods that are encumbered with reservation of ownership. 
In the case of attachment by third parties, especially by bailiffs, the buyer must 
give notice that Unex Dakota AG is the owner as well as promptly informing Unex 
Dakota AG thereof.

5	 Notification of defects, warranty
5.1	 The Customer, immediately after receipt of the products, is to carefully inspect 

them in regard to completeness (number of items), correctness (type), as well as 
for possible defects.  Shipment with any transport damages are to be accepted 
subject to reservation and the relevant carrier is to be promptly notified for the 
purpose of establishing the facts of the case and the safeguarding of all rights.

5.2	 Any quantity shortfalls, misdeliveries, and/or defects in the products delivered 
are to be promptly reported to Unex Dakota AG, however at the latest within 5 
calendar days after delivery of the products to the Customer and/or its carrier at 
the plant of Unex Dakota AG. Such reports are to be in writing and precisely de-
scribe the ascertained discrepancies and/or defects. If such action has not been 
taken by the passing of this deadline (the receipt of this notification of defects by 
Unex Dakota AG is determinative) then the delivery is to be regarded as having 
been approved in regard to quantity shortfalls, misdeliveries, as well as apparent 
defects. 

5.3	 In regard to defects (so-called hidden defects) that cannot be detected even 
through careful inspection within the aforementioned inspection and notification 
deadline (Number 5.2), Unex Dakota AG issues a warranty for its products of 24 
months from the time at which the delivery and/or partial delivery was made 
available by Unex Dakota AG for pick-up by the Customer and/or its carrier, the 
Customer having been informed of this date. The warranty is based on the inten-
ded use of the products within terms of their product specifications.

	 The warranty for batteries is for one year as from the successful pick-up thereof 
and during this time period is limited to defects that can demonstrably be traced 
to flaws in materials, design, or construction on the part of Unex Dakota AG.

5.4	 Any concealed defects are to be reported in detail and in writing to Unex Dakota 
AG within 5 days after their discovery. Upon the request of Unex Dakota AG the 
Customer is to place the product at the disposal thereof. The warranty covers 
defects that can demonstrably be traced to flawed manufacture, defective ma-
terial, or the failure to comply with determinative and/or agreed- upon technical 
regulations (see Number 2 above).

5.5	 Excluded from the warranty are instances of non-functioning or incorrect functio-
ning that are due to use not in accordance with the provisions therefor, improper 
treatment or storage, failure to follow installation and operating instructions, ma-
nipulations undertaken on the product, insufficient maintenance, overloading or 
other excessive stress, damage caused by weather and other environmental fac-
tors, chemical electrolytic or electromagnetic influences, as well as interference 
by other products. In warranty cases Unex Dakota AG has a choice between 
replacing the defective product or parts thereof or granting the Customer a re-
duction in price. Any further liability of Unex Dakota AG or its auxiliary personnel 
is excluded to the extent permitted by law. In particular, neither the Customer nor 
third parties have claims to compensation for damages that were not incurred 
by the delivered product itself, such as programming, assembly, and installation 
costs, interruptions in production, loss of effectivity, lost profits or other direct or 
indirect damages and consequential harm caused by defects, namely direct as 
well as indirect damages to third parties that are caused through the incorrect 
functioning or non-functioning of the delivered product, etc. Likewise, there is 
no warranty for material upon which the CUSTOMER or third parties have made 
modifications or repairs or for which the assembly or operating instructions 
of the supplier were not complied with. Excluded from the guarantee are also 
lights and devices that were manufactured according to designs or models of 
the CUSTOMER, if the damages that arise are due to design errors. Moreover, 
if an examination or a modification of such material is requested by the Federal 
Heavy Current Inspectorate, then all costs resulting therefrom are to be borne 
by the CUSTOMER.  With the exception of price reductions each guarantee re-
quires that the defective material be packed and shipped postage paid to Unex 
Dakota AG. Please note the following information concerning the operational 
life of lights: the operational life of all lighting products depends on compliance 
with the standard operating conditions put forth in the technical data therefor. 
Lights are wear parts, for which the corresponding operational life varies greatly 
(1,000 to 60,000 hours) and can be greatly influenced by operating conditions.  
Information concerning the operational life of a light is undertaken in terms of 
operating hours (e.g. average operational life = 50,000 hours) and is ascertained 
under standardized conditions that may not be the same as those in practice. If 
the operational lifespan is given in terms of operating years, this is also based 
exclusively on assumed standard operating conditions (cycles of operation, ope-
rating hours per year, etc.) and the usual criteria for maintenance intervals that 
appear proper for the intended use. Threshold values for temperatures, an envi-
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ronmental temperature of 25°C and voltage may not be exceeded, the product 
may not be subjected to any mechanical or other stress that is not in accordance 
with the regulations therefor. The decline in luminous flux in the case of LED light 
sources is normal up to a value of 0.6 % per 1,000  operating hours and thereby 
not covered by the guarantee. Electronic equipment and/or parts such as LED 
modules have an average rated failure rate of 0.2%/1,000 operating hours, un-
less the average rated life and rated failure rate of the device or part are defined 
differently in the product and application specifications (especially according to 
the catalogue,  specification sheet, product brochure, and the like). This applies 
subject to the conditions put forth below.  Each warranty requires that the defec-
tive material be delivered prepaid to the address of the company Unex Dakota 
AG. The warranty only includes product failures that are demonstrably caused 
by material, design, or production flaws, as well as failure rates that exceed the 
rated failure rate. Unex Dakota AG reserves the right to make a decision concer-
ning the legitimacy of a warranty claim after examining the product itself. The 
warranty is immediately cancelled if, without obtaining prior written consent by 
the guarantor, the Customer or a third party undertake modifications, repairs, 
service work, or troubleshooting on the product. The colour tolerance of LED 
modules is not included in the manufacturer’s warranty. The luminous flux and 
the performance of a new LED module/light source is subject to a tolerance of 
+/- 10%. There can be discrepancies in the light characteristics in comparison 
to the original products in the case of subsequent deliveries of LED modules/
light sources/lights due to technical progress as well as usage-related changes 
in the luminous flux and the light colour of products. Work undertaken under 
the warranty does not give rise to an extension of the warranty deadline or set a 
new warranty period into motion. The warranty period for parts that have been 
repaired/exchanged, or replacement deliveries, ends with the guarantee period 
for the entire product. Agreed-upon limitations of liability apply correspondingly 
for guarantee claims.  

5.6	 If the Customer complains about a product that turns out to be free of defects, 

then Unex Dakota AG can bill the Customer for examination costs.

6	 Planning and consultation by Unex Dakota AG
6.1	 If Unex Dakota AG develops lighting concepts for a customer or consults with it 

in this regard, then this is to be regarded as a favour that involves no liability on 
the part of Unex Dakota AG. An exception hereto is compliance with concretely 
measurable requirements (e.g. illumination level), if Unex Dakota AG accepts cor-
responding liability therefor in writing in an individual instance.

7	 Repairs requested by the Customer
7.1	 If the Customer has Unex Dakota AG undertake product repairs that fall outside 

the applicable warranty provisions,  then the Customer is to bear the correspon-
ding costs, especially for expenses, materials, and transport.

7.2	 If the Customer requests a cost estimate for such repairs, then Unex Dakota AG 
is to be informed thereof in advance. The Customer is to bear the costs of the 
cost estimate regardless of whether the repairs are undertaken or not. 

8	 Special duties of the Customer
8.1	 The products may only be assembled, disassembled and serviced by trained, 

high-voltage current technicians (electricians). Attention: high voltage current 
involves risk of death!

8.2	 The Customer is obligated to observe and comply with all general as well as 
determinative local regulations for the assembly/disassembly, the operation and 
the maintenance of products. Moreover, the Customer is obligated to observe 
and comply with the product-related instructions for assembly, service and main-
tenance provided by Unex Dakota AG.

8.3	 If the Customer delivers products of Unex Dakota AG to third parties or has third 
parties install them, then it is to obligate these third parties in writing to comply 
with the regulations in accordance with Numbers 8.1 and 8.2 above and to ensu-
re that the assembly, operation and maintenance instructions is made available 
to the third parties in an understandable fashion. Moreover, these third parties 
are to be obligated in writing to transfer the duty under this Number 8.3 to any 
further purchasers.

8.4	 If personal, material or financial damages are caused by the actions and/or omis-
sions of the Customer or one of its auxiliary personnel or its purchasers or sub-
sequent purchasers, etc., and for this reason claims are brought against Unex 
Dakota AG, then it has a right of recourse against the Customer. The Customer is 
to completely indemnify Unex Dakota AG at the first request therefor and is also 
to reimburse it for the costs of defence against the claims. 

 

9	 Intellectual property
9.1	 Intellectual property rights to all products (including know-how) belong exclusi-

vely to Unex Dakota AG and/or its suppliers, who are solely entitled to register 
any intellectual property rights (patents, designs, topographies, etc.). All copy-
rights to software and/or firmware, cost estimates, technical drawings, the de-
sign of products, to assembly, operation and maintenance instructions as well 
as to all other documents are the sole property of Unex Dakota AG and/or its 
suppliers.

9.2	 Unless otherwise agreed to expressly and in writing, this rule also applies if Unex 
Dakota AG undertakes customized adaptations, suggestions, product sketches, 
or developments for a Customer. Such materials and documents of Unex Dakota 
AG cannot be copied in whole or in part or made available to third parties without 
its express approval.

9.3	 If a Customer of Unex Dakota AG makes available documents/data (sketches, 
plans, measurements, models, etc.), then it ensures that these documents/data 
are free from third party property rights and that they may be used and if neces-
sary processed in the context of the current  project by Unex Dakota AG.

10	 Applicable law, place of performance, jurisdiction
10.1	 All legal relations between Unex Dakota AG and the Customer are subject to 

Swiss material law, to the exclusion of the UN Convention on Contracts for the 
International Sale of Goods (CISG) of 11 April, 1980.

10.2	 Unex Dakota AG reserves the right to modify these AGBs. Modifications become 
effective at the time they are communicated to the CUSTOMER for all legal re-
lationships established between Unex Dakota AG and the CUSTOMER after this 
time.  Should one or more provisions of these AGBs prove to be void or invalid, 
this has no effect on the validity of the remaining provisions and on these AGBs 
as a whole.

10.3	 The place of performance for all acts undertaken for contractual purposes is the 
Swiss headquarters of Unex Dakota AG.

10.4	 For all controversies between the Customer and Unex Dakota AG the courts at 
the Swiss headquarters of Unex Dakota AG have exclusive jurisdiction. However, 
Unex Dakota AG remains entitled to bring actions against the Customer at any 
other permissible place of jurisdiction.
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Index by name

A	

Air LED exterior wall fixture IP44	 189

Aluminium corner profile 45°	 29

Aluminium corner profile 45° 30 x 30 mm	 29

Aluminium H profile 22.6 x 34.0 mm	 25

Aluminium mounting profile Linea	 25

Aluminium profile  17.5 x 7.0 mm	 11

Aluminium profile 16.0 mm round	 30

Aluminium profile 18.0 x 19.0 mm	 15

Aluminium profile 20.0 x 20.0 mm	 17

Aluminium profile 20.0 x 8.5 mm	 13

Aluminium profile 22.6 x 15.6 mm	 14

Aluminium profile 22.6 x 8.5 mm	 13

Aluminium profile 24.5 x 7.7 mm	 12

Aluminium profile 26.0 mm round	 30

Aluminium profile 30.0 x 18.0 mm	 14

Aluminium profile 30.0 x 28.0 mm	 17

Aluminium profile 30.0 x 30.0 mm	 18

Aluminium profile 35.0 x 35.0 mm	 19

Aluminium profile 54.0 x 70.0 mm	 21

Aluminium profile 55.0 x 35.0 mm	 20

Aluminium profile 60.0 mm round	 31

Aluminium profile 9.6 x 12.0 mm	 10

Aluminium profile with collar 17.5 x 7.0 mm	 11

Aluminium profile with collar 18.0 x 19.0 mm	 15

Aluminium profile with collar 35.0 x 35.0 mm	 19

Aluminium profiles	 8

Asimo floor lamp	 157

Asimo LED wall light	 153

B	

Bluetooth dimmer / push button module	 241

Bo LED wall light	 149

Brina LED 49W IP66	 225

Brina LED 59W IP66	 225

C	

Cabinet and shelf lighting	 170

Canopy for profile pendant lamp	 55

Cilindro LED ceiling mounted light	 135

Cilindro LED Outdoor 18.5W	 187

Cilindro LED Outdoor 25.5W	 187

Classic LED wall lamp Up & Down	 151

Cloud LED surface mounted light round	 122

Cloud LED surface mounted light square	 127

Concave ceiling recessed ring	 59

Concept LED Table Lamp	 161

Concept One LED Table Lamp	 161

Constant current source 700mA / 900mA	 232

D	

Dekor ceiling recessed ring	 62

Delight LED ceiling light	 130

Delight LED wire suspension set	 133

Design ceiling recessed ring	 63

Design profile light	 49

Dimmbox	 230

Disc ceiling recessed ring	 64

Display cabinets and furniture lighting	 162

E	

EcoLED Big recessed ceiling light	 99

EcoLED Medium recessed ceiling light	 97

EcoLED Small recessed ceiling light	 95

EcoLED Tiny recessed ceiling light	 94

Evida LED wall fixture round IP65	 197

Evida LED Wall light square IP65	 197

Exit LED ceiling / wall fixtures	 227

Exterior lights	 178

Eye LED furniture lights	 165

F	

Flat LED recessed ceiling light	 113

Flatfix super slim II recessed light	 109

Flex ceiling recessed ring	 61

Flex Double ceiling recessed ring	 60

Flood light 10W-30W IP65	 211

Flood light Pro 25-100W IP65	 213

G	

GU10 socket	 59

I	
Industrial and safety lights	 222

L	

L8 Medium recessed light IP65	 201

L8 Mini recessed light IP65	 201

L8 Rondo recessed light IP65	 203

L9 recessed light IP65	 203

LED strips	 34

Lemo LED wall light	 147

Lim LED Bollard light IP55	 183

Lim LED Outdoor wall light IP55	 183

Lim LED wall light	 151

Lima LED wall light	 147

Line LED 28W	 223

Line LED 28W	 223

Linea mounting profile	 25

LUV Cover recessed light IP65	 199

LUV recessed light IP65	 199

M	

Medium LED Power unit	 233

Mini LED earth spike light IP67	 205

Mini LED On/Off Power unit	 232

Mini LED Power unit	 233

Mini Spot 3W	 165

Mira II LED recessed ceiling light	 89

Mira Wall LED recessed ceiling light	 91

Miu LED wall light	 149

Module 8 flat profile light	 51

Module 8 profile light	 51

Moon LED Outdoor IP54	 189

Moon LED wall / ceiling light fixture	 117

Mounting profile Design 40 x 42 mm	 22

Mounting profile Up & Down	 27

Multi constant current Dimmer	 236

Multi LED power supply unit 1-10V	 238

N	

Nano LED earth spike light IP67	 205

Neko Moon LED lights module	 129

Neko Moon LED mounting frame cover	 129

Neko Moon LED mounting frame small	 128

Nex Flex LED IP67	 45

Noa LED wall / ceiling light IP44	 154

O	

Ova ceiling recessed ring	 67

Ova Rondo ceiling recessed ring	 67

P	

Power Supply 24V dimmable	 231

Power Supply Unit 24V	 228

Power supply unit 24V with connection terminals	 228

Power supply unit with 4-channel Dali dimmer	 232

Power supply units 24V with connection cable	 229

Power supply units and controls	 228

Premium R LED recessed ceiling light	 88

Profile lights	 48

Punto 12V power supply	 169

Punto door sensor	 169

Punto Eye recessed furniture light	 168

Punto Line furniture mounted light	 168

Punto Plus furniture mounted light	 166

Punto recessed furniture light	 166

Punto Square furniture mounted light	 167

Punto Style Plus furniture mounted light	 167

Punto Style recessed furniture light	 167

Punto Touch Dimmer	 169

PWM dimming module	 239

R	

Recessed mounted ceiling lights	 82

Recessed mounted ceiling ring / Light bulb / Sets	 56

Rettangolo floor lamp	 159
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RIDL 13 Flat Downlight	 87

RIDL 26W / 33W	 92

RIDL 26W / 33W Accessories	 93

RIDL 7 GU10	 69

RIDL 7 GU10 Set	 76

RIDL 8	 71

RIDL 8 CRI 95 GAI100	 73

RIDL 8 Design Set	 80

RIDL 8 Dim to Warm	 73

RIDL 8 Flex Set	 79

RIDL 8 Set	 77

RIDL 9	 75

RIDL 9 Flat Downlight	 85

RIDL 9 Flat Set	 85

RIDL 9 Set	 81

RIDL ceiling recessed ring	 58

RISP 13W track light	 141

RISP 25.5W track light	 142

RISP 33W GAI 100 track light	 145

RISP 38W track light	 143

RISP 9W track light	 139

RISP Focus 33W track light	 145

RISP GU10 track light	 138

S	

Safety glass for RIDL 7 + RIDL 8	 59

Saturn LED Wall light IP54	 179

Shelf downlights	 174

Shelf downlights set	 175

Side profile light	 53

Single LED ceiling mounted light	 137

Smart furniture lighting	 171

Smart Furniture lighting sets	 173

Solo ceiling recessed ring	 66

Solo Duo ceiling recessed ring	 66

Spike II Maxi earth spike light IP67	 209

Spike II Medium earth spike light IP67	 207

Spike II Medium mounting light IP67	 209

Spike II Mini earth spike light IP67	 207

Square LED Bollard light IP54	 181

Square LED wall light IP54	 181

Stadium lights for display cases	 163

Store One ceiling recessed ring	 65

Store Two ceiling recessed ring	 65

Surface mounted ceiling lights	 116

T	

Table top power supply unit 24V	 228

Takeo LED recessed mounted light round	 110

Takeo LED recessed mounted light square	 110

Takeo LED surface mounted light round	 119

Takeo LED surface mounted light square	 120

Takeo Outdoor surface mounted light round IP54	 191

Takeo Outdoor surface mounted light square IP54	 191

Tera LED Wall light 14.4W IP65	 195

Tera LED Wall light 28.8W IP65	 195

Tom LED Bollard light IP54	 185

Tom LED Mini Bollard light IP54	 185

Tom LED Wall light IP54	 185

Track lights	 138

Trina LED wall light	 149

Tunable White Wireless Controller	 241

Turn LED wall light IP65	 179

Twin LED ceiling mounted light	 137

U	

Unex Flex 168	 39

Unex Flex 600	 34

Unex Flex 600 IP65	 35

Unex Flex 600 Small	 35

Unex Flex High Efficiency	 39

Unex Flex High-Power	 37

Unex Flex High-Power IP65	 37

Unex Flex RGB 60	 41

Unex Flex RGB IP65	 41

Unex Flex Top RGB-warm white	 43

Unex Flex Top RGB-white	 43

Unex Flex Tunable White	 43

Up & Down Big LED Wall light IP65	 193

Up & Down LED Wall fixture IP65	 193

V	

Vario LED recessed ceiling light	 83

Vario LED recessed ceiling light IP44	 83

Venus LED surface mounted ceiling light IP54 round	 187

Venus LED surface mounted ceiling light IP54 square	 187

W	

Wall lights recessed and surface mounted	 146

WIN LED 13W recessed ceiling light	 102

WIN LED 19W recessed ceiling light	 103

Wireless pushbutton for 1 Zone	 240

Wireless pushbutton for 2 Zones	 240

Workplace, table and floor lamps	 156

X	

X LED recessed wall light	 155

Z	

Zenta LED  25.9W recessed ceiling light	 107

Zenta LED 13W recessed ceiling light	 104

Zenta LED 18W recessed ceiling light	 105
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043-350-09	 233

043-350-12	 233

043-350-18	 233

043-350-20	 232

043-500-04	 235

043-500-12	 233

043-500-20	 232

043-700-04	 235

043-700-20	 232

100-001-000	 21

100-001-002	 21

100-001-002	 20

100-001-003	 21

100-001-004	 21

100-001-005	 21

100-001-012	 21

100-001-062	 21

100-001-062	 20

100-002-000	 20

100-002-001	 20

100-002-012	 20

100-003-000	 29

100-003-001	 29

100-003-012	 29

100-003-062	 29

100-004-000	 31

100-004-002	 31

100-004-003	 31

100-004-012	 31

100-004-062	 31

100-226-000	 25

100-226-013	 25

100-226-100	 25

110-001-01	 177

110-001-02	 177

110-001-10	 177

110-002-01	 177

110-002-02	 177

110-002-10	 177

110-003-01	 177

110-003-02	 177

110-003-10	 177

110-004-01	 177

110-004-02	 177

110-004-10	 177

110-005-01	 177

110-005-02	 177

110-005-10	 177

110-006-01	 177

110-006-02	 177

110-006-10	 177

110-007-01	 177

110-007-02	 177

110-007-10	 177

110-008-01	 177

110-008-02	 177

110-008-10	 177

115-420-000	 27

115-420-012	 27

115-420-013	 27

115-420-100	 27

116-001-50	 149

116-002-91	 149

116-004-70	 151

116-005-70	 151

116-030-96	 189

116-034-50	 151

116-035-70	 183

116-036-70	 183

116-038-50	 88

116-039-70	 183

116-040-50	 149

116-041-98	 149

116-043-96	 183

116-045-70	 183

116-046-52	 183

116-047-70	 149

120-001-20	 45

120-001-40	 45

120-001-70	 45

120-001-88	 45

120-001-89	 45

120-001-90	 45

120-001-91	 45

120-001-96	 45

120-001-97	 45

120-001-98	 45

120-001-99	 45

120-002-60	 45

120-002-90	 45

120-002-91	 45

120-100-20	 35

120-100-40	 35

120-100-70	 35

120-101-20	 37

120-101-40	 37

120-101-60	 41

120-101-70	 37

130-001-40	 109

130-001-70	 109

130-002-40	 109

130-002-70	 109

130-003-40	 109

130-003-70	 109

130-200-50	 59

130-340-40	 92

130-340-45	 92

130-340-50	 92

130-340-51	 92

130-340-52	 92

130-340-70	 92

130-340-75	 92

130-340-90	 93

130-340-91	 93

130-340-92	 93

130-340-93	 93

130-340-94	 93

130-345-75	 92

130-720-21	 69

130-720-71	 69

130-738-21	 69

130-738-71	 69

130-740-71	 69

130-820-20	 71

130-820-70	 71

130-838-20	 71

130-838-40	 71

130-838-45	 73

130-838-70	 71

130-838-75	 73

130-838-80	 73

130-840-70	 71

130-940-20	 85

130-940-71	 85

130-941-20	 85

130-941-71	 85

130-942-20	 87

130-942-70	 87

130-943.20	 87

130-943-70	 87

140-001-40	 145

140-001-45	 145

140-001-70	 145

140-001-75	 145

140-002-40	 145

140-002-70	 145

140-003-50	 138

140-004-50	 138

140-005-70	 145

140-006-70	 139

140-007-70	 139

160-001-50	 137

160-002-50	 137

160-003-40	 130

160-003-70	 130

160-004-40	 131

160-004-70	 131

160-005-40	 131

160-005-70	 131

160-006-50	 133

160-007-40	 153

160-007-70	 153

160-008-40	 153

160-008-70	 153

160-009-40	 157

160-010-40	 133

160-010-70	 133

160-011-40	 113

160-011-70	 113

160-013-40	 115

160-013-70	 115

160-013-98	 114

160-013-99	 114

160-014-50	 113

160-015-50	 113

160-016-50	 113

160-017-50	 115

161-001-70	 49

161-002-70	 49

161-003-70	 49

161-004-70	 49

161-010-70	 51

161-011-70	 51

161-012-70	 51

161-013-70	 51

161-014-70	 51

161-015-70	 51

161-016-70	 51

161-017-70	 51

161-018-70	 51

161-019-70	 51

161-020-70	 53

161-021-70	 53

161-022-70	 53

161-023-70	 53

161-024-70	 53

161-100-00	 55

161-100-01	 55

166-044-50	 183

170-001-70	 167

170-002-70	 167

170-010-70	 165

180-010-70	 211

180-020-70	 211

180-025-40	 213

180-025-70	 213

180-030-70	 211

180-045-40	 213

180-045-70	 213

180-070-40	 213

180-070-70	 213

180-100-40	 213

180-100-70	 213

180-200-70	 207

180-201-70	 207

180-202-70	 209

180-203-70	 205

180-204-70	 203

180-204-98	 203

180-204-99	 203

180-205-70	 215

180-206-70	 215

180-207-70	 215

180-208-70	 215

180-209-70	 209

185-001-60	 226

185-001-98	 226

185-001-99	 226

185-002-60	 227

185-003-40	 223

185-003-70	 223

185-005-40	 223

185-005-70	 223

185-149-40	 225

185-159-40	 225

200-001-040	 229

200-001-060	 229

200-001-090	 229

200-001-120	 229

200-002-150	 229

200-002-240	 229

200-003-050	 231

200-003-100	 231

200-003-200	 231

200-010-050	 232

200-010-080	 232

2008-001-40	 159

2008-003-40	 159

210-001-00	 241

23294-001-70	 166

23294-002-70	 166

23294-003-70	 167

23294-005-70	 168

23294-006-70	 168

23294-101-99	 243

23294-102-99	 169

23294-103-99	 169

23294-104-00	 169

23943-001-70	 120

23943-002-70	 120

23943-003-40	 119

23943-003-70	 119

23943-004-40	 119

23943-004-70	 119

23943-005-70	 120

23943-006-70	 120

23943-007-40	 121

23943-007-70	 121

23943-008-40	 121

23943-008-70	 121

23943-009-70	 110

23943-010-70	 111

23943-011-70	 111

23943-012-70	 111

23943-016-70	 110

25716-001-99	 239

25716-002-99	 239

25716-003-99	 240

25716-004-99	 240

25716-005-99	 240

25716-006-99	 241

25716-007-99	 241

25798-060-01	 231

25817-001-70	 199

25817-001-99	 199

25817-001-99	 199

25817-002-70	 199

25817-003-70	 201

25817-003-99	 201

25817-004-70	 201

25817-004-99	 201

25817-005-70	 203

25817-005-99	 203

25817-009-40	 104

25817-009-70	 104

25817-010-40	 105

25817-010-70	 105

25817-011-40	 107

25817-011-70	 107

25817-015-00	 232

25817-016-00	 232

25817-016-70	 189

25817-018-70	 217

25817-018-99	 217

25817-019-70	 217

25817-020-50	 67

25817-021-71	 83

25817-022-71	 83

25817-023-70	 195

25817-024-70	 195

25817-025-70	 161

25817-026-70	 161

25817-027-40	 95

25817-027-70	 95

25817-028-40	 97

25817-028-70	 97

25817-029-40	 99

25817-029-70	 99

25817-030-70	 197

25817-031-70	 197

25817-032-50	 67

25817-034-40	 94

25817-034-70	 94

25817-035-70	 89

25817-036-70	 89

25817-037-40	 91

25817-037-70	 91

25817-038-40	 91

25817-038-70	 91

25817-039-40	 135

25817-039-70	 135

25817-039-99	 135

25817-040-40	 135

25817-040-70	 135

25817-040-99	 135

25817-041-70	 141

25817-041-98	 141

25817-042-40	 142

25817-042-45	 142

25817-042-70	 142

25817-042-75	 142

25817-042-98	 142

25817-043-40	 143

25817-043-45	 143

25817-043-70	 143

25817-043-75	 143

25817-043-98	 143

25817-043-99	 143

25817-048-70	 141

25817-049-70	 83

25817-050-70	 83

25817-051-70	 187

25817-052-70	 187

25817-053-70	 197

25817-054-70	 197

25817-061-70	 135

25958-120-07	 243

26491-040-085	 22

26491-096-100	 10

26491-175-100	 11

26491-180-100	 15

26491-210-100	 25

26524-001-96	 191

26524-002-96	 191

26524-003-70	 179

26524-006-70	 179

26524-007-70	 181

26524-008-70	 181

26524-009-70	 187

26524-010-70	 187

26524-011-70	 221

26524-011-99	 221

26524-012-70	 221

26524-013-70	 185

26524-014-70	 185

26524-015-70	 185

26981-001-40	

26981-001-70	 129

26981-001-95	 129

26981-001-98	 128

27440-350-04	 234

27440-350-08	 234

27440-350-15	 234

27440-500-20	 235

27440-700-04	 235

290-001-00	 242

290-101-00	 243

290-102-00	 243

290-103-00	 243

29634-000-00	 242

30246-001-71	 122

30246-002-40	 125

30246-002-70	 125

30246-003-70	 126

30246-004-70	 127

30246-005-70	 123

30246-010-70	 127

30246-020-70	 125

30246-021-70	 125

30246-022-70	 125

30246-030-70	 123

30246-031-70	 123

30285-000-00	 242

3471-000-00	 242

359-045-012	 29

359-045-013	 29

359-050-01	 173

359-050-02	 173

359-050-03	 173

359-096-012	 10

359-096-013	 10

359-100-01	 173

359-100-02	 173

359-100-03	 173

359-150-01	 173

359-150-02	 173

359-150-03	 173

359-175-012	 11

359-175-013	 11

359-175-022	 11
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359-175-023	 11

359-180-012	 15

359-180-013	 15

359-180-022	 15

359-180-023	 15

359-200-01	 173

359-200-02	 173

359-200-03	 173

359-210-012	 25

359-210-013	 25

359-226-012	 13

359-226-013	 13

359-228-012	 14

359-228-013	 14

359-250-01	 173

359-250-02	 173

359-250-03	 173

359-330-012	 18

359-330-013	 18

359-350-012	 19

359-350-013	 19

359-350-022	 19

359-350-023	 19

411-096-062	 10

411-096-063	 10

411-175-052	 11

411-175-052	 11

411-175-052	 29

411-175-053	 11

411-175-053	 11

411-175-053	 29

411-175-062	 11

411-175-062	 11

411-175-062	 29

411-175-063	 11

411-175-063	 11

411-175-063	 29

411-175-082	 11

411-175-082	 11

411-175-082	 29

411-175-083	 11

411-175-083	 11

411-175-083	 29

411-180-062	 15

411-180-062	 15

411-180-063	 15

411-180-063	 15

411-210-062	 25

411-210-063	 25

411-210-064	 25

411-210-065	 25

411-226-062	 13

411-226-062	 14

411-226-062	 27

411-226-063	 13

411-226-063	 14

411-226-063	 25

411-226-063	 27

411-330-062	 18

411-330-063	 18

411-350-062	 19

411-350-062	 19

411-350-063	 19

411-350-063	 19

4401-040-084	 22

550-094-50	 239

556-020-50	 236

556-050-50	 236

660-001-71	 102

660-002-41	 102

660-003-71	 103

660-004-41	 103

660-011-99	 219

660-012-99	 219

660-111-70	 219

660-112-70	 219

660-113-70	 205

660-927-71	 75

660-930-71	 75

660-960-21	 75

660-960-71	 75

6682-040-120	 22

6682-040-121	 22

6682-040-122	 22

6682-040-123	 22

6682-096-000	 10

9321-001-98	 61

9321-002-50	 61

9321-003-98	 61

9321-004-50	 61

9321-005-98	 155

9321-006-99	 155

9321-008-70	 165

9321-009-50	 63

9321-010-50	 63

9321-011-99	 59

9321-012-70	 147

9321-013-70	 147

9321-014-98	 64

9321-015-98	 64

9321-016-00	 193

9321-017-00	 193

9321-018-98	 62

9321-019-98	 62

9321-020-98	 65

9321-021-98	 65

9321-022-98	 60

9326-001-70	 117

9326-002-70	 117

9326-003-70	 117

9326-005-70	 154

936-016-000	 30

936-016-013	 30

936-016-063	 30

936-016-073	 30

936-016-083	 30

936-016-100	 30

936-016-110	 30

936-026-000	 30

936-026-013	 30

936-026-033	 12

936-026-033	 30

936-026-053	 12

936-026-053	 30

936-026-063	 12

936-026-063	 30

936-026-083	 12

936-026-083	 30

936-026-110	 30

936-040-000	 12

936-040-014	 22

936-040-065	 22

936-040-074	 22

936-040-075	 22

936-040-080	 12

936-040-094	 22

936-040-095	 22

936-040-100	 12

936-200-000	 13

936-200-012	 13

936-200-013	 13

936-200-100	 13

936-202-000	 17

936-202-013	 17

936-202-052	 13

936-202-053	 13

936-202-053	 17

936-202-062	 13

936-202-063	 13

936-202-063	 17

936-202-063	 25

936-202-072	 13

936-202-073	 13

936-202-073	 17

936-202-100	 17

936-318-000	 14

936-318-013	 14

936-318-063	 14

936-318-063	 17

936-318-100	 14

936-328-000	 17

936-328-013	 17

936-328-100	 17

960-045-000	 29

960-045-100	 29

960-175-000	 11

960-175-001	 11

960-180-000	 15

960-180-001	 15

960-210-000	 25

960-210-002	 25

960-226-000	 13

960-226-100	 13

960-228-000	 14

960-228-100	 14

960-330-000	 18

960-350-000	 19

960-350-001	 19

CI-592-512-000	 242

CI-595-219-000	 242

DL/24V-AW-3HP1	 37

DL/24V-AW85-600	 35

DL/24V-AW85-690	 35

DL/24V-CCT-120	 43

DL/24V-LW85-600	 35

DL/24V-NW-128	 39

DL/24V-NW-12890	 39

DL/24V-NW-168	 39

DL/24V-NW-3HP1	 37

DL/24V-NW-600	 34

DL/24V-RGB-300	 41

DL/24V-RGB-W	 43

DL/24V-RGB-WW	 43

DL/24V-RW-128	 39

DL/24V-RW-12890	 39

DL/24V-RW-168	 39

DL/24V-RW-3HP1	 37

DL/24V-RW-600	 34

DL/24V-RW85-600	 35

DL/24V-RW85-690	 35

DL/24V-W-3HP1	 37

DL/24V-WW-128	 39

DL/24V-WW-12890	 39

DL/24V-WW-168	 39

DL/24V-WW-3HP1	 37

DL/24V-WW-600	 34

DL/24V-WW85-600	 35

EM-119-016-109	 243

EM-156-070-004	 242

EM-157-812-384	 242

EM-157-812-484	 242

FG-550-092-110	 239

HT-508-329	 155

M-990-2	 242

MW-LCM-40D	 237

MW-LCM-60D	 237

MW-TNG-60-24	 228

NTL-05011-I2	 238

NTL-05016-CI	 238

NTL-4133DIMMBOX	 230

NTL-4160-LTXXABD	 230

NTL-4163-LT100	 230

NTL-4164-LT60	 230

OP-9907799	 243

OS-20W-24V-M1	 228

OS-R8540-1024V	 238

PS-V24-W24-X2	 228

RI-111-172-99	 66

RI-111-173-99	 66

RI-111-907-99	 59

RI-111-909-99	 243

RI-EBR-CH	 58

RI-EBR-GB	 58

RI-EBR-SI	 58

RI-EBR-WS	 58

SE-T20W-24V	 229

SE-T30W-24V	 229

SE-T30W-24VFG	 229

UD-120-004-119	 77

UD-120-005-193	 77

UD-120-006-163	 77

UD-120-007-150	 77

UD-120-009-119	 77

UD-120-010-193	 77

UD-120-011-163	 77

UD-120-012-150	 77

UD-120-024-219	 76

UD-120-025-293	 76

UD-120-026-263	 76

UD-120-027-250	 76

UD-120-029-219	 76

UD-120-030-293	 76

UD-120-031-263	 76

UD-120-032-250	 76

UD-120-034-219	 76

UD-120-035-293	 76

UD-120-036-263	 76

UD-120-037-250	 76

UD-120-039-219	 76

UD-120-040-293	 76

UD-120-041-263	 76

UD-120-042-250	 76

UD-120-049-119	 77

UD-120-050-193	 77

UD-120-051-163	 77

UD-120-052-150	 77

UD-120-054-119	 77

UD-120-055-193	 77

UD-120-056-163	 77

UD-120-057-150	 77

UD-120-059-119	 77

UD-120-060-193	 77

UD-120-061-163	 77

UD-120-062-150	 77

UD-120-064-119	 77

UD-120-065-193	 77

UD-120-066-163	 77

UD-120-067-150	 77

UD-120-069-119	 77

UD-120-070-193	 77

UD-120-071-163	 77

UD-120-072-150	 77

UD-120-074-119	 77

UD-120-075-193	 77

UD-120-076-163	 77

UD-120-077-150	 77

UD-123-001-193	 79

UD-123-002-150	 79

UD-123-003-293	 79

UD-123-004-250	 79

UD-123-005-193	 79

UD-123-006-150	 79

UD-123-007-293	 79

UD-123-008-250	 79

UD-123-009-193	 79

UD-123-010-150	 79

UD-123-011-293	 79

UD-123-012-250	 79

UD-123-013-193	 79

UD-123-014-150	 79

UD-123-015-293	 79

UD-123-016-250	 79

UD-123-017-193	 79

UD-123-018-150	 79

UD-123-019-293	 79

UD-123-020-250	 79

UD-123-021-193	 79

UD-123-022-150	 79

UD-123-023-293	 79

UD-123-024-250	 79

UD-123-025-193	 79

UD-123-026-150	 79

UD-123-027-293	 79

UD-123-028-250	 79

UD-123-029-193	 79

UD-123-030-150	 79

UD-123-031-293	 79

UD-123-032-250	 79

UD-124-001-150	 80

UD-124-002-250	 80

UD-124-003-150	 80

UD-124-004-250	 80

UD-124-005-150	 80

UD-124-006-250	 80

UD-124-007-150	 80

UD-124-008-250	 80

UD-124-009-150	 80

UD-124-010-250	 80

UD-124-011-150	 80

UD-124-012-250	 80

UD-124-013-150	 80

UD-124-014-250	 80

UD-124-015-150	 80

UD-124-016-250	 80

UD-125-802-119	 81

UD-125-803-193	 81

UD-125-804-163	 81

UD-125-805-150	 81

UD-125-807-119	 81

UD-125-808-193	 81

UD-125-809-163	 81

UD-125-810-150	 81

UD-125-812-119	 81

UD-125-813-193	 81

UD-125-814-163	 81

UD-125-815-150	 81

UD-125-817-119	 81

UD-125-818-193	 81

UD-125-819-163	 81

UD-125-820-150	 81

UD-125-902-119	 81

UD-125-903-193	 81

UD-125-904-163	 81

UD-125-905-150	 81

UD-125-907-119	 81

UD-125-908-193	 81

UD-125-909-163	 81

UD-125-910-150	 81

UD-125-912-119	 81

UD-125-913-193	 81

UD-125-914-163	 81

UD-125-915-150	 81

UD-125-917-119	 81

UD-125-918-193	 81

UD-125-919-163	 81

UD-125-920-150	 81

UD-126-001-151	 85

UD-126-002-151	 85

UD-126-003-151	 85

UD-126-004-151	 85

UD-126-005-151	 85

UD-126-006-151	 85

UD-126-007-150	 85

UD-126-008-150	 85

UD-126-009-150	 85

UD-126-010-150	 85

UD-126-011-150	 85

UD-126-012-150	 85

WA-SMD-1P-0401	 242

WA-SMD-2P-0402	 242

WKT-716-299-50	 163

WKT-716-299-70	 163

WKT-716-300-50	 163

WKT-716-300-70	 163



Our terms apply to all orders terms and conditions. 
These can be on our  Web site (www.unexled.com) 
are available for download.

Our opening hours:

Monday-Friday: 8.00-12.00 Uhr and 13.00-17.00 Uhr

How to find us:

Eu
ro

pa
br

üc
ke

Badenerstrasse

St. G
allen

Bern, Basel

Altstetten-Höngg

Hohlstrasse

Stadion 
Letzigrund

Flüelastrasse 12

UNEX DAKOTA AG
Flüelastrasse 12
CH-8048 Zürich

+41 44 404 22 22 
www.unexled.com
info@unexled.com
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